Lo AURA LIGHT

Product feature

J |

Driver type DALI-2

Material of housing Aluminium

Material of
diffuser/optics

Polystyrene (PS)

Diffuser/optics Opal

Light source Integrated LED
Color of housing White

RAL 9016

Installation data

Mounting Surface
Installation (surface) Wall
Cable entries B

Connection Terminal block 5x2.5

Looping Yes

Light management
DALI Part 251/252/253 Yes

Luminaire data (Part
251)

Upon request

Kvill CE D400 OP 14W 1700 DALI
DT8 TW 827-865 White

Artikelnummer 24108901720

Photometric data

Color T (K)

Color Temp Range

Tunable white

2700K - 6500K

Color Rendering Index =80
(CRI)

Light distribution Direct
Beam angle (°) 110
Beam description Wide
Unified Glare Rating <22
(UGR)

Efficacy (Im/W) 124
Flux (Im) 1740
SDCM =3

Technical data

IP class 1P20

IK class IKO3
Ambient temp, min +10

(°c)

Ambient temp, max +30

(°c)

Compliance CE; REACH
Guarantee (years) 5

Calculated LED > 100 000
lifetime, L70 (h)

Calculated LED > 100 000
lifetime, L8O (h)

Calculated LED 100 000
lifetime, L90 (h)

Driver lifetime (h) 100 000

With subject to technical changes*
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Electrical data

Frequency (Hz)
Voltage (V)
Protection class
Power (W)
Standby power (W)

Type Of Connection

0/50-60
220-240
Class 1
14

0.5

Without cable

Qty per B16 MCB 36
Qty per C10 MCB 33
Qty per C16 MCB 52
Power factor =0.80
105% 1057
90° 900
750 750
L 800
200
450 45
300
400
30° 15° [ 30°
cd/kim n=100%
P01 2
N )\
|
@750 2

Measurements

Height/depth (mm) 89
Diameter (mm) 400
Net weight (kg) 4
#1381 2
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