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British standard
flush-mounting 
consumer units
(p. 205)

Practibox3

flush-mounting cabinets
up to 72 modules
(p. 208)

ENCLOSURES

 NEW PRODUCTS 2016

P. 214
XL3 160
flush-mounting
distribution
cabinets

P. 202
Surface mounting 
terminal shiled
boxes

P. 207
Nedbox
flush-mounting
cabinets

P. 243
XL3 4000
equipment &
accessories

P. 256
Plexo3

IP 65
weatherproof
cabinets

P. 272
Equipment for
Atlantic &
Marina cabinets

Ready to use 
cabinets & 
enclosures

Self-assembly 
cabinets & 
enclosures

Weatherproof 
enclosures & 
accessories

P. 218
XL3 400
distribution
cabinets &
enclosures
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Atlantic IP 55 / IP 66
metal cabinets
with plain plate
(p. 261)

Atlantic IP 66
stainless steel cabinets
for food industry
(p. 263)

P. 205
British standard
flush-mounting
consumer units

P. 204
British standard
surface mounting
consumer units

P. 206
Nedbox
surface mounting
cabinets

P. 213
XL3-N 250
3-phase distribution 
boards with fishbone 
supply busbar

P. 215
XL3 160
surface mounting
distribution
cabinets

P. 266
Marina
IP 66 polyester
cabinets

P. 268
Marina
IP 66 polyester
enclosures

P. 282
IP 68 plastic
cable glands

P. 283
IP 68 metal
cable glands

P. 263
Atlantic
IP 66
cabinets for
food industry

P. 281
IP 55 plastic
cable glands

P. 250
XL3 6300
distribution
enclosures

P. 261
Atlantic
IP 55/IP 66
metal cabinets
with plain plate

P. 278
Heat regulation
for cabinets &
enclosures

P. 203
Practibox
flush-mounting
cabinets

P. 210
XL3 125
surface mounting 
distribution
cabinets

P. 211
Convivio
3-phase distribution 
boards with fishbone 
supply busbar

P. 208
Practibox3

flush-mounting
cabinets

NEW

NEW

NEW NEW

NEW

P. 226
XL3 800
distribution
cabinets &
enclosures

P. 232
XL3 800
equipment &
accessories

P. 236
XL3 4000
distribution
enclosures

P. 222
XL3 400
equipment &
accessories
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Surface mounting terminal shield boxes
2 to 6 modules

Surface mounting terminal shield boxes
2 to 6 modules

n Dimensions

2 modules	 4 modules

6 modules

n Mounting

14
0

52 87

68130

48

4 holes

36 72

Ø7

114

12
0

5

0 013 56

IP 30 
Self extinguishing: 650° C 
Supplied without terminal blocks
Class II
White RAL 9010
Covers can be sealed
Allows to achieve assemblies conform to IEC 61439-3

0 013 580 013 57

Pack Cat.Nos Terminal shield boxes

Capacity in
17.5 mm
modules

Dimensions
(mm)

Height x Width x Thickness
50 0 013 56 2 modules 140 x 52 x 68
30 0 013 57 4 modules 140 x 87 x 68
20 0 013 58 6 modules 140 x 130 x 68
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Flush-mounting cabinets PractiboxTM

6 to 36 modules
Flush-mounting cabinets PractiboxTM

6 to 36 modules

IP 40 - IK 07 with door
Class II
Allows to achieve assemblies conform to IEC 61439-3
Reversible faceplate
Box for masonry
Self extinguishing 650 °C
White RAL 9003
Supplied without terminal block

6 011 11 6 011 14
n Dimensions
Cabinets 6,8 and 12 modules

Cabinets 24 and 36 modules

289

B A15
0

334
C 80

C

E 72

D B

A

Number of modules
6 mod. 8 mod. 12 mod.

A 230 266 334

B 186 188 225

C 208 244 287

D 180 180 208

E 27 27 31

Number of modules
24 mod. 36 mod.

A 376 526

B 358 508

C 40 42

Lateral, top and bottom
knock-out entries

Mounting of chassis with
levelling system

Faceplate with
integrated door

Pack Cat.Nos Terminal shield boxes
1 6 011 10 1 row of 6 modules
1 6 011 11 1 row of 8 modules
1 6 011 12 1 row of 12 modules
1 6 011 13 2 rows of 12 modules
1 6 011 14 3 rows of 12 modules

Accessories
Blanking plate
Separable into modules or 1/2 modules

20 0 016 60 5 modules - white

Terminal blocks
10 6 012 90 Neutral and earth - 2 x 8 holes

Key lock
Only for 2 and 3 rows distribution cabinets

1 0 019 66 N° 850

British standard consumer units
p. 205

Flush-mounting cabinets Practibox3,
p. 208
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Surface mounting British standard
consumer units

Surface mounting British standard 
consumer units

C

A

DB

110

195

50

n Plastic IP 30 - IK 07

4 to 22 module units

Removable pan assembly

Cat.Nos
Dimensions

A B C D
6 075 68 140 225 90 144

6 075 61 212 225 162 144

6 075 80/81 298 225 268 180

6 075 82/83 370 225 340 180

6 075 84/85 478 225 448 180

Allows to achieve assemblies conform to IEC 61439-3 
Self extinguishing 650°

Pack Cat.Nos Surface mounting boxes

Plastic IP 30 – IK 07 
White RAL 9003
Supplied with: 
- 5 modules blanking plate (except  
4 modules units Cat.No 6 075 68) 
- earth and neutral terminal blocks 
Isolated shield

4 to 8-module units
White door

1 6 075 68 4 modules units
1 6 075 61 8 modules units

12 to 22-module units
Removable pan assembly

White
door

Transparent
door

5 6 075 80 6 075 81 12 modules units
5 6 075 82 6 075 83 16 modules units
5 6 075 84 6 075 85 22 modules units

Blanking plates
p. 210

6 075 68

6 075 83

6 075 61

6 075 85

Number of connection per neutral and earth terminal block 
(supplied with consumer unit)

Cat.Nos
Neutral terminal blocks Earth terminal blocks

Sections mm²
6 075 68 5: 1 x 252 + 2 x 162 + 2 x 102 5: 1 x 252 + 2 x 162 + 2 x 102

6 075 61 9: 1 x 252 + 2 x 162 + 6 x 102 9: 1 x 252 + 2 x 162 + 6 x 102

6 075 80/81 13: 1 x 252 + 2 x 162 + 10 x 102 13: 1 x 252 + 2 x 162 + 10 x 102

6 075 82/83 2 x 9: 2 x (1 x 252 + 2 x 162 + 6 x 102) 13: 1 x 252 + 2 x 162 + 10 x 102

6 075 84/85 2 x 9: 2 x (1 x 252 + 2 x 162 + 6 x 102) 17: 1 x 252 + 2 x 162 + 14 x 102
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Flush-mounting British standard
consumer units

Flush-mounting British standard
consumer units

n Presentation

4 025 08 4 025 15

Allows to achieve assemblies conform to IEC 61439-3

Pack Cat.Nos Flush mounting 
boxes

Metal IP 41
Grey
Supplied with earth and neutral terminal blocks 
and 100 A isolated fork type supply busbar
Door earthing

Single phase + neutral
 Number of  

ways
Number of 
modules

Number 
of supply 
busbars

Number of 
modules per 

busbar
1 4 025 05 4 2 + 4 1 4
1 4 025 06 6 2 + 6 1 6
1 4 025 07 8 2 + 8 1 8
1 4 025 08 12 2 + 12 1 12
1 4 025 09 16 2 + 14 1 16

3-phase + neutral

Three-phase distribution board for single phase 
outgoing

 Number of  
ways

Number of 
modules

Number 
of supply 
busbars

Number of 
modules per 

busbar
1 4 025 15 4 4 + 12 3 4
1 4 025 16 6 4 + 18 3 6
1 4 025 17 8 4 + 24 3 8
1 4 025 18 12 4 + 36 3 12

Cat.Nos No. of
ways

Dimensions (mm) Top
Ø25

knockout

Bottom
Ø32

knockoutA B C

4 025 05 4 170 80 190 1 no. 1 no.

4 025 06 6 210 120 230 1 no. 1 no.

4 025 07 8 240 150 260 2 nos. 1 no.

4 025 08 12 316 226 336 3 nos. 1 no.

4 025 09 16 388 298 408 4 nos. 1 no.

Single phase + neutral 3-phase + neutral

n Dimensions

Flush-mounting Single Phase + Neutral

B
A

22
0

C

23
6

Ø 32 knockoutØ 26 knockout

15
0

82 5

Flush-mounting Three-phase + Neutral 

Cat.Nos No. of
ways

Dimensions (mm) Top
Ø25

knockout

Bottom
Ø32

knockoutA B C

4 025 15 4 285 195 305 3 nos. 1 no.

4 025 16 6 321 231 341 4 nos. 1 no.

4 025 17 8 405 315 425 5 nos. 1 no.

4 025 18 12 549 459 569 7 nos. 1 no.

A

40
0

C

41
5

Ø 32 knockout

Ø 26 knockout B

82 5

30
0

Convivio 3-phase distribution boards,
p. 211

Isolating switches red handle,
p. 50
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Surface mounting cabinets Nedbox
8 to 48 modules

Surface mounting cabinets Nedbox
8 to 48 modules

6 012 44

IP 40 - IK 07 with door
IP 30 - IK 05 without door
Class II - White RAL 9003
Allows to achieve assemblies conform to IEC 61439-3 
Self extinguishing 650° C 
Polysterene material 
Can be equipped with reversible plastic or metal door 
Chassis can be clipped removed and tipped back to facilitate cabling
Supplied without terminal blocks (see below)

6 012 156 012 09

n Distribution cabinets 2, 3 or 4 rows of 12 modules

A C D 

E H F B 

G

Pre-cut part for trunking systems
For 2, 3 and 4 rows cabinets	 For 1 row cabinets

Dimensions

A	 :		 insulating base	 F	 :	blanking plates
B	 :	 chassis/rail	 G	 :	supports for cables ties
C 	 :	 cover	 H	 :	fixation for terminal blocks
D 	 :		 plastic or metal door 
E	 :	 sealing caps

Locking of cover 
without tool

130 

51
 

61
 

190 

109 

318 

285 

20 
20 

12
5 

A B
 

72 

Space under rail

Lateral space

100 

52
 

130 

97 

A 

C 

E 

10 

D
 

B
 72 

Space under rail Lateral space

130 

51
 

61
 

190 

109 

318 

285 

20 
20 

12
5 

A B
 

72 

100 

52
 

130 

97 

A 

C 

E 

10 

D
 

B
 72 

24 mod. 36 mod. 48 mod.
A 225 350 475

B 380 505 630

8 mod. 12 mod.
A 225 317

B 210 240

C 195 287

D 180 150

E 14 9

Pack Cat.Nos Distribution boxes 

Cover fixing with quick motion screws
1 6 012 40 1 row of 8 modules
1 6 012 41 1 row of 12 + 1 modules

Fast locking by flip latch
Distance between rails : 125 mm

1 6 012 42 2 rows of 12 + 2 modules
1 6 012 43 3 rows of 12 + 3 modules
1 6 012 44 4 rows of 12 + 4 modules

Doors

Plastic doors - polycarbonate

White
Transparent

blue
tinted

1 6 012 05 6 012 15 For Cat.No 6 012 40
1 6 012 06 6 012 16 For Cat.No 6 012 41
1 6 012 07 6 012 17 For Cat.No 6 012 42
1 6 012 08 6 012 18 For Cat.No 6 012 43
1 6 012 09 6 012 19 For Cat.No 6 012 44

White Metal doors
1 6 012 26 For Cat.No 6 012 41
1 6 012 27 For Cat.No 6 012 42
1 6 012 28 For Cat.No 6 012 43
1 6 012 29 For Cat.No 6 012 44

Accessories

1 0 014 91 Key lock for Cat.Nos 6 012 42/43/44 and
6 014 41/42/43/44/51/52/53/54

1 0 013 89 Sealing kit

Blanking plates
Separable into modules or 1/2 modules

20 0 016 60 5 modules - white
10 0 016 62 13 modules - white

Terminal blocks for 1 row of 8 modules
10 6 012 90 Neutral and earth - 2 x 8 holes

Terminal blocks for 1, 2, 3 and 4 rows  
of 12 modules

10 6 012 91 Neutral and earth - 2 x 12 holes
10 6 012 92 Earth - 30 holes
10 6 012 93 Neutral - 30 holes
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Flush-mounting cabinets Nedbox
12 to 48 modules

Flush-mounting cabinets Nedbox
12 to 48 modules

IP 40 - IK 07
Class II
Allows to achieve assemblies conform to IEC 61439-3
Self extinguishing: resistance to incandescent wire 850° C

0 014 53

n Distribution cabinets 1, 2, 3 or 4 rows of 12 modules

A : flush-mounting box
B : cable entry plate
C : �wall anchors (fasteners)    

for masonry
D : screw terminal blocks

E : removable faceplate
F : blanking plates
G : metal door
H : transparent door
I : removable chassis

n Dimensions

1 row 2 rows 3 rows 4 rows
A : flush-mounting box height (mm) 305 430 555 680

B : door height (mm) 335 460 585 710

Number of
rows

Earth terminal blocks
Screw connection

Neutral terminal blocks
Screw connection

1.5 - 16 mm2 1.5 - 10 mm2 1.5 - 16 mm2 1.5 - 10 mm2

1 6 6 6 6

2 8 8 8 8

3 15 15 12 12

4 15 15 18 18

1: Flush-mounting box dimensions 	 2: Door dimensions

n Number of connections per terminal block

H

GFECB A 

DIB 

6

330 (1) 

47.5 

72 

350 (2) 87

90

B
 (2

) 

A
 (1

) 

12
5

6

330 (1) 

47.5 

72 

350 (2) 87

90
B

 (2
) 

A
 (1

) 

12
5

Metal or
transparent door

0 014 43

Pack Cat.Nos Flush-mounting distribution cabinets

White RAL 9010
Supplied with:
- reversible door
- screw terminal blocks for neutral and earth
Spacing between rails 125 mm
For installation in dry partitions use the
flush-mounting kit Cat.No 0 014 90

With metal door white RAL 9010
Number of

rows
Number of
modules

Height
(mm)

Width
(mm)

Depth
(mm)

1 0 014 41 1 12 + 2 305 330 87
1 0 014 42 2 24 + 4 430 330 87
1 0 014 43 3 36 + 6 555 330 87
1 0 014 44 4 48 + 8 680 330 87

With transparent door
Number of

rows
Number of
modules

Height
(mm)

Width
(mm)

Depth
(mm)

1 0 014 51 1 12 + 2 305 330 87
1 0 014 52 2 24 + 4 430 330 87
1 0 014 53 3 36 + 6 555 330 87
1 0 014 54 4 48 + 8 680 330 87

Accessories
"Reduced depth" mounting frame for dry 
partitions
For reducing the mounting depth to 70 mm 
instead of 87 mm

1 0 014 81 For 1-row cabinets Cat.No 0 014 41/51
1 0 014 82 For 2-row cabinets Cat.No 0 014 42/52
1 0 014 83 For 3-row cabinets Cat.No 0 014 43/53
1 0 014 84 For 4-row cabinets Cat.No 0 014 44/54

Flush-mounting kit for dry partitions
1 0 014 90 For installation of Nedbox fl ush-mounting cabinets 

in dry partitions

Key lock
1 0 014 91 Key lock for Cat.Nos 6 012 42/43/44 and  

6 014 41/42/43/44/51/52/53/54



208

4 017 09 4 017 064 017 08 4 017 19 

Class II
IP 40 - IK 07 with door 
Self-extinguishing: resistance to incandescent wire 850 °C 
Conform to IEC 60670-24 and IEC 62208 : allows to achieve assemblies 
conform to IEC 61439-3

Pack Cat.Nos Flush-mounting distribution 
cabinets
Capacity 18 modules per row
Box for masonry or dry partitions (with dry 
partitions kit Cat.No 4 017 24)
Supplied with:
- removable chassis with 4 rails fi tted
- reversible door (door + faceplate for 
1-row cabinets)
- removable faceplates for each row (for 2, 
3 and 4-row cabinets) 
- IP 2X screw terminal blocks
- blanking plates (5 modules, separable 
per module or 1/2 module, for 2, 3 and
4-row cabinets)
Spacing between rails 150 mm
Door opening : 180°
Can be equipped with lock and key n° 850 
Cat.No 0 019 66

With earth 
terminal 
blocks

With earth 
and neutral 

terminal 
blocks

With transparent door

Number of 
rows  

Number of
modules 

Height
(mm)

Width
(mm) 

Flush-
mounting
box depth

(mm)
1 4 017 06 4 017 56 1 18 234 422 85
1 4 017 07 4 017 57 2 36 442 422 85
1 4 017 08 4 017 58 3 54 592 422 91
1 4 017 09 4 017 59 4 72 742 422 91

With white door RAL 9003
1 4 017 16 4 017 66 1 18 234 422 85
1 4 017 17 4 017 67 2 36 442 422 85
1 4 017 18 4 017 68 3 54 592 422 91
1 4 017 19 4 017 69 4 72 742 422 91

Pack Cat.Nos Accessories

Horizontal or vertical joining kit
1 4 017 23 For joining 2 cabinets when installed in masonry

Flush-mounting kit for dry partitions
1 4 017 24 For installation of Practibox3 cabinets in dry 

partitions

Horizontal partition
1 4 017 22 For 2, 3 or 4-rows cabinets 

Plain faceplate
1 4 017 25 For 2, 3 or 4-rows cabinets 

Allow fi tting of non-modular equipments such as 
control and signalling units

Perforated plates
To be used instead of the one 4 rail when 
integrating non-modular products 

1 4 017 26 For 2, 3 or 4-rows cabinets
Height 150 mm

12x2 fl at bar for IP 2X terminal blocks
1 4 017 27 For 2, 3 or 4-rows cabinets

Allow fi tting of additional IP 2X terminal blocks

Key lock
1 0 019 66 To be fi tted on white or transparent doors

Supplied with key n° 850

Blanking plates
White RAL 9003 
Separable per module or 1/2 module

20 0 016 60 5 modules
10 0 016 62 13 modules
10 0 016 64 18 modules

0 019 664 017 07

Technical characteristics p. 209

4 017 164 017 18 4 017 17

Flush-mounting cabinets Practibox3

from 18 to 72 modules

Download Practibox3 brochure on
www.docexport.legrand.com

Practibox3

ELEGANT & 
PRACTICAL

18 MODULES/ROW 
FLUSH-MOUNTING DISTRIBUTION CABINETS

THE GLOBAL SPECIALIST
IN ELECTRICAL AND DIGITAL BUILDING INFRASTRUCTURES 

CATALOGUE PAGES INSIDE
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Enclosure
Cat.Nos

Neutral terminal blocks
Screw connection

Earth terminal blocks
Screw connection

1.5 - 16 mm2 6 - 25 mm2 1.5 - 16 mm2 6 - 25 mm2

4 017 06/56 - - 12 1

4 017 07/57 - - 16 1

4 017 08/58 - - 21 1

4 017 09/59 - - 33 2

4 017 16/66 12 1 12 1

4 017 17/67 2 x 8 - 16 1

4 017 18/68 3 x 8 - 21 1

4 017 19/69 4 x 8 - 33 2

Enclosure
Cat.Nos

Number of
blanking plates

5 modules

4 017 06/56(1) 1

4 017 07/57 2

4 017 08/58 2

4 017 09/59 2

4 017 16/66(1) 1

4 017 17/67 2

4 017 18/68 2

4 017 19/69 2

■ Number of connections per neutral and earth terminal
block (supplied with enclosure)

■ Number of blanking plates supplied per enclosure

1 : 4 modules, moulded on the faceplate

■ Dimensions ■ Wall cutting when installing the boxes in dry partitions 
or masonry

Cat.Nos

Dimensions 
(mm)

A B C D

4 017 06/16/56/66 493 288 20 105

4 017 07/17/57/67 493 496 20 105

4 017 08/18/58/68 493 650 20 111

4 017 09/19/59/69 493 800 20 111

For dry partitions use the flush-mounting kit Cat.No 4 017 24

Cat.Nos

Dimensions  
for dry partitions 

(mm)

Dimensions 
for masonry  

(mm)

A B A B

4 017 06/16/56/66 437 249 > 437 > 249

4 017 07/17/57/67 437 454 > 437 > 454

4 017 08/18/58/68 437 607 > 437 > 607

4 017 09/19/59/69 437 757 > 437 > 757

A

BB

A

C

D

Flush-mounting cabinets Practibox3

from 18 to 72 modules
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4 016 79 4 016 764 016 78 4 016 79 + 4 018 64 4 016 77 + 4 018 72 4 018 44

IP 40 - IK 09 with door 
IP 30 - IK 08 without door 
Class II 
Self-extinguishing: resistance to incandescent wire 650 °C 
Conform to IEC 60670-24
Allows to achieve assemblies conform to IEC 61439-3

Pack Cat.Nos Surface-mounting distribution cabinets

Capacity 18 modules per row
White RAL 9003
Fully reversible cabinet (base, door and faceplates)
Supplied with:
- removable and pivoting chassis with 4 rails
fitted. Rails can be individually removed for easy
cabling on site
- removable cable entry plate (top and bottom)
- removable faceplates (for each row)
- IP 2X screw terminal blocks for neutral and earth
- blanking plates (5 modules, separable per module
or 1/2 module)
- 1 sheet of self-adhesive labels for circuit
identification (marking per module)
Spacing between rails 150 mm
Adjustable 4 rail (2-position) for fitting modular
equipment or DPX³ 160 moulded case circuit
breakers
Can be fitted with perforated plates and solid
faceplates for mounting non-modular products
(2, 3 to 4-row cabinets)
Doors to be ordered separately
Number of 

rows  
Number of
modules 

Height
(mm)

Width
(mm) 

Depth
(mm) 

1 4 016 76 1 18 300 450 128
1 4 016 77 2 36 450 450 128
1 4 016 78 3 54 600 450 128
1 4 016 79 4 72 750 450 128

Doors - IP 40 - IK 09
For XL3 125 distribution cabinets 
Fully reversible 
Can be equipped with lock and key n° 850 
Cat.No 4018 51

White RAL 9003
1 4 018 61 For distribution cabinet Cat.No 4 016 76
1 4 018 62 For distribution cabinet Cat.No 4 016 77 
1 4 018 63 For distribution cabinet Cat.No 4 016 78 
1 4 018 64 For distribution cabinet Cat.No 4 016 79 

Transparent
1 4 018 71 For distribution cabinet Cat.No 4 016 76 
1 4 018 72 For distribution cabinet Cat.No 4 016 77 
1 4 018 73 For distribution cabinet Cat.No 4 016 78 
1 4 018 74 For distribution cabinet Cat.No 4 016 79 

Pack Cat.Nos Accessories

Key lock
2 4 018 51 To be fitted on white or transparent doors 

Supplied with key N° 850 

Horizontal or vertical joining kit
2 4 018 45 For joining 2 cabinets

Fixing lugs
1 4 018 56 Set of 4 wall fixing lugs

Document holder 
2 4 018 44 Self-adhesive document holder for plans

To be fitted on the cabinet

Blanking plates
Separable per module or 1/2 module

20 0 016 60 5 modules - white RAL 9003

Plain faceplates
2 4 018 55 For 2, 3 or 4-rows cabinets 

Allow fitting of non-modular equipments such as 
control and signalling units 

Perforated plates
To be used instead of the one 4 rail when 
integrating non-modular products 

2 4 018 53 For 18 modules cabinets. Height 150 mm

Fixing accessory for Mosaic wiring devices
5 4 018 50 For fixing 2-module mechanisms on the side of the 

cabinet

Fixing supports for terminal block
1 4 018 57 Set of 2 supports for installing terminal blocks or 

additional empty supports

Empty supports
5 4 048 21 Empty support with 50 holes (length 385 mm)

Takes unprotected screw terminal blocks

IP 2X automatic connection terminal block
1 0 050 54 Conforms to standard IEC 60998-2-1/2-2

Takes flexible and rigid wires
Disconnect using a flat screwdriver (3.5 mm)
5 x 6 to 25 mm² screw terminals + 5 x 6 to 35 mm² 
screw terminals + 45 x 1.5 to 4 mm² automatic 
terminals
Length: 385 mm

4 018 51 

4 018 56 

4 016 77

Technical characteristics p. 217

Surface mounting cabinets XL3 125
from 18 to 72 modules
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Convivio 3-phase distribution boards
from 12 to 54 poles

6 044 00 6 044 02

3-phase distribution boards for DIN-rail mounting circuit breakers
IP 40 - IK 08 with door
Conform to standard IEC 61439-3: busbar type tested (Lovag certified)
Maximum voltage 480 V± ; Rated short-time withstand current (Icw): 17 kA 0.2 s
Rated peak withstand current (Ipk): 34 kA  
Ambient temperature: 50 °C continuously
White RAL 9003
Supplied with: surface or flush-mounting box, door with handle, faceplate, fully isolated tin plated copper busbar
The number of holes of earth and neutral terminal blocks are equal to the number of outgoing devices

Pack Cat.Nos Distribution boards up to 125 A

Maximum rating 125 A
Flush or surface mounting
Equipped with 4 rail for main circuit breaker :  
3P or 3P + N (Neutral on the right-hand side),  
1 module/pole, 4 rail mounting MCB

No of poles
(outgoing terminals)

No of 3P
ways

1 6 044 00 12 4
1 6 044 01 18 6
1 6 044 02 24 8
1 6 044 03 30 10
1 6 044 04 36 12
1 6 044 05 42 14
1 6 044 06 48 16
1 6 044 07 54 18

Distribution boards up to 250 A
Maximum rating 125 A
Flush or surface mounting
Equipped with mounting plate for main circuit 
breaker: DRX 125 MCCB

No of poles
(outgoing terminals) No of 3P ways

1 6 044 30 12 4
1 6 044 31 18 6
1 6 044 32 24 8
1 6 044 33 30 10
1 6 044 34 36 12
1 6 044 35 42 14
1 6 044 36 48 16
1 6 044 37 54 18

Maximum rating 250 A
Flush or surface mounting
Equipped with mounting plate for main circuit 
breaker: DRX 250 MCCB

No of poles
(outgoing terminals) No of 3P ways

1 6 044 40 18 6
1 6 044 41 24 8
1 6 044 42 30 10
1 6 044 43 36 12
1 6 044 44 42 14
1 6 044 45 48 16
1 6 044 46 54 18

Pack Cat.Nos Accessories

Fixing supports for terminal blocks
10 6 054 93 Kit consisting of 2 insulated fixing supports for

terminal blocks for earth

Insulating caps
10 6 054 94 Set of 20 insulating caps for protecting unused 

outgoing terminals of the busbar

Blanking plate RAL 7035
Separable into modules or 1/2 modules

10 0 016 65 18 modules

6 044 42

Technical characteristics p. 212
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Convivio 3-phase distribution boards
from 12 to 54 poles

n Dimensions

Distribution boards from 12 to 24 poles (outgoing terminals)

Distribution boards from 30 to 54 poles (outgoing terminals)

Cat.Nos
Number  
of poles

Dimensions (mm)

A B

6 044 00 12 622 594

6 044 01 18 676 648

6 044 02 24 730 702

6 044 30 12 622 594

6 044 31 18 676 648

6 044 32 24 730 702

6 044 40 18 622 594

6 044 41 24 676 648

Number of 
knockouts 

Size of the knockouts

Ø18 / Ø27 mm Ø27 / Ø32 mm
Ø32 / Ø52 / 

Ø65 mm

Top 2 2 1

Bottom 2 2 1

Cat.Nos
Number  
of poles

Dimensions (mm)

A B

6 044 03 30 784 756

6 044 04 36 838 810

6 044 05 42 892 864

6 044 06 48 946 918

6 044 07 54 1000 972

6 044 33 30 784 756

6 044 34 36 838 810

6 044 35 42 892 864

6 044 36 48 946 918

6 044 37 54 1000 972

6 044 42 30 784 756

6 044 43 36 838 810

6 044 44 42 892 864

6 044 45 48 946 918

6 044 46 54 1000 972

Number of 
knockouts 

Size of the knockouts

Ø18 / Ø27 mm Ø27 / Ø32 mm
Ø32 / Ø52 / 

Ø65 mm

Top 2 2 1

Bottom 2 2 1

410

410

109
A B

54
54

50 50

380

410

380

410

A B
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XL3-N 250 3-phase distribution boards
from 12 to 54 poles

6 054 54 6 054 61 6 054 90 6 054 91

3-phase distribution boards for DIN-rail mounting circuit breakers; IP 40 - IK 08 with door
Conform to standard IEC 61439-3; Type tested; ASTA certified
Maximum voltage 480 V± ; Rated short-time withstand current (Icw): 17 kA 0.2 s; Rated peak withstand current (Ipk): 34 kA  
Ambient temperature: 50 °C continuously
Zinc coated metal; Grey RAL 7035
Supplied with: surface or flush-mounting box, reversible door with handle, faceplate, fully isolated tin plated copper busbar
The number of holes of earth and neutral terminal blocks are equal to the number of outgoing devices

Pack Cat.Nos XL3-N 250 distribution boards

Maximum rating 125 A
To be equipped with mounting kit for main
circuit breaker (DIN-rail mounting MCBs or
DRX 100 or DPX³ 160 MCCBs)

Flush-
mounting

Surface
mounting

No of poles
(outgoing terminals) No of 3P ways

1 6 054 50 6 054 70 12 4
1 6 054 51 6 054 71 18 6
1 6 054 52 6 054 72 24 8
1 6 054 53 6 054 73 30 10
1 6 054 54 6 054 74 36 12
1 6 054 55 6 054 75 42 14
1 6 054 56 6 054 76 48 16
1 6 054 57 6 054 77 54 18

Maximum rating 250 A
To be equipped with mounting kit for main
circuit breaker (DRX 250, DPX³ 160  
or DPX³ 250 MCCBs)

No of poles
(outgoing terminals) No of 3P ways

1 6 054 58 6 054 78 18 6
1 6 054 59 6 054 79 24 8
1 6 054 60 6 054 80 30 10
1 6 054 61 6 054 81 36 12
1 6 054 62 6 054 82 42 14
1 6 054 63 6 054 83 48 16
1 6 054 64 6 054 84 54 18

Pack Cat.Nos Mounting kits for main circuit breakers

Consisting of fixing device (DIN rail or fixing plate),
faceplate and connection terminals

For XL³-N 250 distribution boards with  
125 A busbar

1 6 054 90 For 3P, 1 module/pole, DIN-rail mounting MCBs
1 6 054 91 For DRX 125 3P MCCBs
1 6 054 96 For DPX3 160 3P MCCBs

For XL³-N 250 distribution boards with  
250 A busbar

1 6 054 92 For DRX 250 3P MCCBs
1 6 054 98 For DPX3 160 3P MCCBs
1 6 054 97 For DPX3 250 3P MCCBs

Accessories
Fixing supports for terminal blocks

10 6 054 93 Kit consisting of 2 insulated fixing supports for
terminal blocks for earth

Insulating caps
10 6 054 94 Set of 20 insulating caps for protecting unused 

outgoing terminals of the busbar

Blanking plate RAL 7035
Separable into modules or 1/2 modules

10 0 016 65 18 modules

Key lock
5 6 027 95 For XL3-N 250 distribution boards

IP 41 kit
5 6 027 98 For XL3-N 250 distribution boards

Technical characteristics see e-catalogue
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Download XL3 160 
Workshop specifi cations on
www.docexport.legrand.com

THE GLOBAL SPECIALIST IN ELECTRICAL  
AND DIGITAL BUILDING INFRASTRUCTURES
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DISTRIBUTIoN CABINETS
XL3 160

Flush-mounting cabinets XL3 160
"ready to use" distribution cabinets

Flush-mounting cabinets XL3 160
"ready to use" distribution cabinets

Pack Cat.Nos Fully modular cabinets
Front panel Box

 
No of
rows 

No of
modules 

Height
 (mm)

Width
(mm)

Height
 (mm)

Width
(mm)

1 0 200 13 3 72 695 670 640 617

1 0 200 14 4 96 845 670 790 617

1 0 200 15 5 120 995 670 940 617

1 0 200 16 6 144 1145 670 1090 617

Fixing accessory

1 0 200 10 For hollow partition

Fireproof to 750 °C/5 s in accordance with IEC 60695-2-1 for installation 
in public buildings
Supplied complete:
- metal flush-mounting box,
- removable chassis with rails fitted,
- brass bar for protective conductors fitted:
36 holes 1.5 to 10 mm2, 2 x 35 mm2 holes,
- finishing frame and plastic faceplates
Flush-mounting depth: 100 mm min.
Capacity: 24 modules per row
RAL 7035
Doors to be ordered separately (p. 216)
Can take DPX³ 160 units
IP 40 – IK 08 with door
IP 30 – IK 04 without door

200

150

200

150

200

150

200

150

150

200

150

200

150

150

150

200

150

200

n Installation principle

n Dimensions

Removable chassis

670 100 40

B A

Fixing cables
fitted

Vertical wire guide
Cat.No 0 200 93

0 200 13 + door 0 202 83 (p. 216)

Cat.Nos A (mm) B (mm)
0 200 13 640 695

0 200 14 790 845

0 200 15 940 995

0 200 16 1090 1145

Doors and equipment p. 216
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Surface mounting cabinets XL3 160
"ready to use" distribution cabinets

Pack Cat.Nos XL3 160 metal cabinets
Fireproof to 750 °C/5 s in accordance with 
IEC 60695-2-1 for installation in public buildings
IP 43 – IK 08 with seal and door
IP 40 – IK 08 with door
IP 30 – IK 07 without door

Fully modular
Can take DPX³ 160

No of
rows 

No of
modules 

Height
(mm)

Width
(mm)

Depth
(mm)

1 0 200 02 2 48 450 575 147

1 0 200 03 3 72 600 575 147

1 0 200 04 4 96 750 575 147

1 0 200 05 5 120 900 575 147

1 0 200 06 6 144 1050 575 147

Fully modular with DPX³ 160 space
1 0 200 45 5 120 900 575 147

1 0 200 46 6 144 1050 575 147

Pack Cat.Nos XL3 160 insulating cabinets
Enclosures for creating class II (or totally isolated) 
assemblies in accordance with IEC EN 61439-1/3
IP 43 – IK 07 with seal and door
IP 40 – IK 07 with door
IP 30 – IK 04 without door
Wire guide rings for vertical wiring
Can take DPX³ 160

No of
rows 

No of
modules 

Height
(mm)

Width
(mm)

Depth
(mm)

1 0 200 52 2 48 450 575 147

1 0 200 53 3 72 600 575 147

1 0 200 54 4 96 750 575 147

1 0 200 55 5 120 900 575 147

1 0 200 56 6 144 1050 575 147

Accessories for metal cabinets
Cable entry plates

1 0 200 20 Additional adjustable plate

Cable fixing support
1 0 200 35 Holds cable in place on entry to cabinet

Wall mounting lugs
1 0 201 00 Set of 4 metal lugs for IP 43 cabinets and enclosures

Plate with knock-out entries
1 0 200 21 2 x Ø4 to 32 mm and 22 x Ø4 to 20 mm

Accessories for insulating cabinets
Wall mounting lugs

1 0 201 50 Set of 4 plastic lugs for insulating cabinets

Plate with knock-out entries
1 0 200 71 2 x Ø4 to 32 mm and 22 x Ø4 to 20 mm

Removable chassis with rails 2 fitted 
Brass bar for protective conductors fitted: 36 holes 1.5 to 10 mm2 and 2 x 35 mm2 holes. Capacity 24 modules per row. RAL 7035 
Supplied complete with rails and faceplates. Doors to be ordered separately (p. 216) 
For creating assemblies certified in accordance with IEC EN 61439-1 
Removable side panels. Removable, separable top and bottom panels for inserting adjustable cable gland plate

0 200 06

200

200

200

150

200

150

200

150

200

150

150

200

150

200

150

150

150

200

150

200

0 200 45

50

200

150

150

300

50

200

150

150

150

300

0 200 54 + finishing strip 0 201 60 0 201 50 0 200 71

200

200

200

150

200

150

200

150

200

150

150

200

150

200

150

150

150

200

150

200

Technical characteristics p. 217
Doors and equipment p. 216
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XL3 160
doors, equipment, wiring, connection of protective conductor

0 202 55 0 202 73 0 202 83

0 200 00

0 200 93

0 203 99

0 373 00

1: Not suitable for Vistop with front handle

Pack Cat.Nos Doors
For XL3 160 flush and surface mounting 
cabinets 
Supplied with handle with interchangeable 
barrels (to be ordered separately)

Curved
Faceplate/door distance: metal - 57 mm

Metal For cabinet/enclosure Height (mm):
1 0 202 52 450
1 0 202 53 600
1 0 202 54 750
1 0 202 55 900
1 0 202 56 1050

Flat
Faceplate/door distance: metal - 38 mm; 
glass - 34 mmMetal Glass

1 0 202 721 0 202 821 450
1 0 202 731 0 202 831 600
1 0 202 741 0 202 841 750
1 0 202 751 0 202 851 900
1 0 202 761 0 202 861 1050

Equipment for doors
Key barrels for metal or transparent 
doors
Supplied with a set of 2 keys

1 0 202 91 Type 405
1 0 202 92 Type 455
1 0 202 93 Type 1242E
1 0 202 94 Type 2433A

Seal for IP 43 protection
1 0 201 30 Supplied ready to use length 5.5 m 

for cabinets (width 660 and 910 mm), 
enclosures and cable sleeves

Self-adhesive document holders  
for plan
Open - RAL 7035

External dim. Internal dim.
Height
(mm) 

Width
(mm) 

Height
(mm) 

Width
(mm) 

Depth
(mm)

20 0 365 80 235 340 200 310 18
20 0 365 81 165 260 130 230 18

Closed - RAL 9002
1 0 365 82 Rigid plastic - IP 50

Internal dim.: 324 x 120 x 18 mm

Transparent
10 0 097 99 Flexible plastic - A4 - 305 x 220 mm

Equipment for cabinet 
with DPX³ 160 space
Universal rail

1 0 200 00 Rail 2
Insulating Modular faceplate

1 0 203 60 Height 300 mm

Solid faceplate
1 0 203 91 Height 100 mm

Pack Cat.Nos Equipment for fully modular cabinets

Adaptor for mounting on 3 rail
1 4 210 71 For DPX³ 160 without side motor-driven handle
1 4 210 73 For DPX³ 160 with residual current protection without 

side motor-driven handle
1 4 210 68 For all DPX³ 160 with side motor-driven handle
1 4 210 58 For DPX³ supply inverter, fixed version
1 4 210 59 For DPX³ supply inverter, plug-in version 

Rail height spacer
Fits on a rail 2; used to mount on the same row  
DX and DPX³/DPX-IS mounted on plate  
Cat.Nos 0 262 08/09/39

1 4 052 26 For 20 modules

Blanking plates RAL 7035
For metal or plastic faceplates

20 0 200 51 24 modules, smooth adjustable strip
10 0 016 65 18 modules, separable per module or 1/2 module

Clip-on holders for adhesive labels
Supplied with sheet of labels for marking rows on 
faceplate

10 0 203 99 24 modules

Wiring
Wire guide

10 0 200 94 For horizontal wiring
Fits directly on the rails 2
Takes brass bar Cat.No 0 373 00 and 12 x 4 
bar with clamps Cat.No 0 373 02

1 0 200 93 For vertical wiring
Fits directly on cabinet chassis - Set of 2

Ducting support
1 0 200 70 For direct vertical mounting of Lina 25 ducting

Fits directly on cabinet chassis - Set of 2

Finishing strip
1 0 201 60 For a perfect finish at the join between 

DLP trunkink and XL3 cabinet or enclosures
RAL 7035

Connection of protective conductors
Additional brass bar

1 0 373 00 Length 416 mm, 12 x 6.5 mm cross-section
Fits directly on the supports integrated in XL3 160 
cabinet or on rail 2 with wire guides  
Cat.No 0 200 94 or on the support end stop  
Cat.No 0 375 12
- 36 holes Ø5.3 mm (1.5 to 10 mm2) 
- 2 holes Ø9 mm (35 mm2)

Support for IP 2X terminal block
1 0 200 50 Set of 2 supports  

Fit directly at the back of cabinets  
(horizontal or vertical position)  
Takes 12 x 2 flat bar Cat.No 0 048 19 (p. 192)

Equipotential link conductor
1 0 373 85 Length 350 mm  

Cross-section 6 mm2, ensures equipotential 
continuity when fitting auxiliaries on door  
(Osmoz signalling units > 50 V)
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Surface mounting cabinets XL3 125 
from 18 to 72 modules

Surface mounting cabinets XL3 160
"ready to use" distribution cabinets

n Installation principle

Side panels can be 
removed separately

Removable chassis

n Dimensions

575

H

17
0 

14
7 

A 

With flat door

19
0 

14
7 

57

With curved door (metal)

Vertical wire guide
Cat.No 0 200 93

Fixing cables and 
wiring

Cat.No 0 200 35

Support for Lina 25 
ducting

Cat.No 0 200 70

Cat.Nos H
(mm)

0 200 02 450

0 200 03 600

0 200 04 750

0 200 05 900

0 200 06 1050

0 200 45 900

0 200 46 1050

0 200 52 450

0 200 53 600

0 200 54 750

0 200 55 900

0 200 56 1050

A (mm)
Metal 38

Glass 34

Enclosure
Cat.Nos

Neutral terminal blocks
Screw connection

Earth terminal blocks
Screw connection

6 - 25 mm2 1.5 - 16 mm2 6 - 25 mm2 1.5 - 16 mm2

4 016 76 1 17 1 17

4 016 77 1 21 1 21

4 016 78 1 26 1 26

4 016 79 1 34 1 34

Enclosure
Cat.Nos

Number of
blanking plates

5 modules

4 016 76 1

4 016 77 2

4 016 78 3

4 016 79 3

Enclosure
Cat.Nos

A  
(mm)

B 
(mm)

4 016 76 300 250

4 016 77 450 365

4 016 78 600 515

4 016 79 750 665

■ Number of connections per neutral and earth terminal
block (supplied with enclosure)

■ Number of blanking plates supplied per enclosure

■ Dimensions

450

A
15

0

260

B

Front view

Fixing centres 
and distance between rails

128.2

Side view  
without door

150

Side view  
with door



218

Equipment selection for XL3 400

Device Fixing Position Type of device Fixing device Fixing plate
Faceplate for devices

Height (mm) Metal

FIXING ON DIN-RAIL

Modular devices < 63 A
Cabinet or enclosure vertical 0 202 06

0 202 01 - 150 0 203 00

Cable sleeve vertical 0 202 03 - 150 0 203 03

Modular devices > 63 A
Cabinet or enclosure vertical 0 202 06

0 202 01 - 200 0 203 01

Cable sleeve vertical 0 202 03 - 200 0 203 04

Vistop 63 to 160 A Cabinet or enclosure vertical 0 202 06
0 202 01 - 200 0 203 01

DPX-IS 250 Cabinet or enclosure vertical with modular devices 0 202 06 0 262 09 300 0 203 10

FIXING ON PLATE

DPX3 160
(Combination possible

with DPX³ 250)

Cabinet or enclosure
vertical

with or without e.l.c.bs and 
without direct rotary handle - 0 202 11 + 4 210 71/731 300 0 203 10

with or without e.l.c.bs and 
with direct rotary handle - 0 202 11 + 4 210 68 300 0 203 10

direct rotary handle(1) 0 202 09 300 0 203 09

manual supply inverter(2) - 0 202 11 + 4 210 58 300 0 203 10

horizontal with or without e.l.c.b - 0 202 13 150 0 203 13

Cable sleeve vertical with or without e.l.c.b - 0 202 17 300 0 203 18

DPX3 250
(Combination possible

with DPX³ 160)

Cabinet or enclosure
vertical

with or without e.l.c.b and 
without side motor-driven handle - 0 202 11 + 4 210 72/741 300 0 203 10

with or without e.l.c.b and 
with side motor-driven handle - 0 202 11 + 4 210 69 300 0 203 10

direct rotary handle(1) 0 202 09 300 0 203 09

manual supply inverter(2) - 0 202 11 + 4 210 58 300 0 203 10

horizontal with or without e.l.c.bs - 0 202 15 200 0 203 17

Cable sleeve vertical with or without e.l.c.bs - 0 202 17 300 0 203 18

DPX-IS 250
Cabinet or enclosure vertical device only in central position 0 202 05 300 0 203 10

Cable sleeve vertical device only 0 202 17 + 0 262 39 300 0 203 18

DPX³ 630

Cabinet or enclosure
vertical

device only centred 0 202 21 400 0 203 21

centred with e.l.c.bs 0 202 23 600 0 203 23

horizontal without downstream e.l.c.bs 0 202 25 300 0 203 25

Cable sleeve vertical
device only 0 202 28 400 0 203 28

with downstream e.l.c.bs 0 202 29 800 0 203 29

DPX-IS 630 Cabinet or enclosure vertical device only 0 202 07 400 0 203 07

1:  Cat.Nos 4 210 73/74 for DPX³ with electronic earth leakage module

MAIN BENEFITS

n  Optimised transport and 
stocking thanks to flat  
packaging

n  Optimised use of space 
inside enclosures thanks 
to external cable sleeve 
that can be equipped with 
DPX3 MCCBs

n  Takes: DIN rail 
equipment, DPX3, DPX-IS 
and Vistop ≤ 400 A

XL3 400 CABINETS 
AND ENCLOSURES

Be free 
          to organize

                   your
  enclosure

XL3 400 canbinets & enclosures p. 204

XL3 400 self-assembly cabinets and 
enclosures, IP 43 metal or insulated

Full offer of optimised distribution 
available on request. 
Download the product guide on 
www.docexport.legrand.com 

OPTIMISED DISTRIBUTION HX3/VX3
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Device Fixing Position Type of device Fixing device Fixing plate
Faceplate for devices

Height (mm) Metal

FIXING ON DIN-RAIL

Modular devices < 63 A
Cabinet or enclosure vertical 0 202 06

0 202 01 - 150 0 203 00

Cable sleeve vertical 0 202 03 - 150 0 203 03

Modular devices > 63 A
Cabinet or enclosure vertical 0 202 06

0 202 01 - 200 0 203 01

Cable sleeve vertical 0 202 03 - 200 0 203 04

Vistop 63 to 160 A Cabinet or enclosure vertical 0 202 06
0 202 01 - 200 0 203 01

DPX-IS 250 Cabinet or enclosure vertical with modular devices 0 202 06 0 262 09 300 0 203 10

FIXING ON PLATE

DPX3 160
(Combination possible 

with DPX³ 250)

Cabinet or enclosure
vertical

with or without e.l.c.bs and  
without direct rotary handle - 0 202 11 + 4 210 71/731 300 0 203 10

with or without e.l.c.bs and  
with direct rotary handle - 0 202 11 + 4 210 68 300 0 203 10

direct rotary handle(1) 0 202 09 300 0 203 09

manual supply inverter(2) - 0 202 11 + 4 210 58 300 0 203 10

horizontal with or without e.l.c.b - 0 202 13 150 0 203 13

Cable sleeve vertical with or without e.l.c.b - 0 202 17 300 0 203 18

DPX3 250
(Combination possible 

with DPX³ 160)

Cabinet or enclosure
vertical

with or without e.l.c.b and  
without side motor-driven handle - 0 202 11 + 4 210 72/741 300 0 203 10

with or without e.l.c.b and  
with side motor-driven handle - 0 202 11 + 4 210 69 300 0 203 10

direct rotary handle(1) 0 202 09 300 0 203 09

manual supply inverter(2) - 0 202 11 + 4 210 58 300 0 203 10

horizontal with or without e.l.c.bs - 0 202 15 200 0 203 17

Cable sleeve vertical with or without e.l.c.bs - 0 202 17 300 0 203 18

DPX-IS 250
Cabinet or enclosure vertical device only in central position 0 202 05 300 0 203 10

Cable sleeve vertical device only 0 202 17 + 0 262 39 300 0 203 18

DPX³ 630

Cabinet or enclosure
vertical

device only centred 0 202 21 400 0 203 21

centred with e.l.c.bs 0 202 23 600 0 203 23

horizontal without downstream e.l.c.bs 0 202 25 300 0 203 25

Cable sleeve vertical
device only 0 202 28 400 0 203 28

with downstream e.l.c.bs 0 202 29 800 0 203 29

DPX-IS 630 Cabinet or enclosure vertical device only 0 202 07 400 0 203 07
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Distribution cabinets and enclosures XL3 400

Take devices up to 400 A
Fireproof  to 750 °C/5 s in accordance with IEC 60 695-2 for installation in public buildings (up to 100 kVA for Class II cabinets)
Capacity: 24 modules per row 
Enclosures RAL 7035, plinths RAL 7004
Door to be ordered separately
Supplied flat with functional uprights fitted on the back, adjustable cable entry plate and joining accessories (horizontal and vertical)

0 201 050 201 390 201 19

Pack Cat.Nos Metal cabinets
IP 43 - IK 08 with kit and door
IP 40 - IK 08 with door
IP 30 - IK 07 without door

To be equipped
Height 
(mm)

Faceplate height
(mm)

Width Depth
(mm)total (mm) usable (mm)

1 0 201 03 600 550 575 515 175
1 0 201 04 750 700 575 515 175
1 0 201 05 900 850 575 515 175
1 0 201 06 1050 1000 575 515 175
1 0 201 07 1200 1150 575 515 175
1 0 201 08 1500 1450 575 515 175

External cable sleeves
1 0 201 23 600 550 310 250 175
1 0 201 24 750 700 310 250 175
1 0 201 25 900 850 310 250 175
1 0 201 26 1050 1000 310 250 175
1 0 201 27 1200 1150 310 250 175
1 0 201 28 1500 1450 310 250 175

Pack Cat.Nos Metal enclosures
IP 43 - IK 08 with kit and door
IP 40 - IK 08 with door
IP 30 - IK 07 without door

To be equipped
Supplied with plinth, height 100 mm

Height 
(mm)

Faceplate height
(mm)

Width Depth
(mm)total (mm) usable (mm)

1 0 201 18 1600 1450 575 515 175
1 0 201 19 1900 1750 575 515 175

External cable sleeves
Supplied with plinth, height 100 mm

1 0 201 38 1600 1450 310 250 175
1 0 201 39 1900 1750 310 250 175

Dimensions and installation principle see e-catalogue

For XL3 400 insulating and IP 55 distribution cabinets,
Please, consult us

For detailed dimensions and installation 
principle, see e-catalogue
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Doors and equipment for XL3 400

0 202 55 0 202 73 0 202 59 0 201 210 202 83

Pack Cat.Nos Equipment for doors
Key barrels for metal or transparent doors
Supplied with a set of 2 keys

1 0 202 91 Type 405
1 0 202 92 Type 455
1 0 202 93 Type 1242 E
1 0 202 94 Type 2433 A

Seal for IP 43 protection
1 0 201 30 Supplied ready to use length 5.5 m for cabinets 

(width 660 and 910 mm), enclosures and cable 
sleeves

Self-adhesive document holders for plan

Open - RAL 7035
External dim. Internal dim.

Height
(mm)

Width
(mm)

Height
(mm) 

Width
(mm)

Depth
(mm)

20 0 365 80 235 340 200 310 18
20 0 365 81 165 260 130 230 18

Closed - RAL 9002
1 0 365 82 Rigid plastic - IP 50

Internal dim.: 324 x 120 x 18 mm

Transparent
10 0 097 99 Flexible plastic - A4 - 305 x 220 mm

Mounting accessories
Plinths
Height 100 mm

1 0 201 10 For cabinets and enclosures
1 0 201 12 For cable sleeves

Cable entry plates
1 0 201 20 Additional adjustable plate for XL3 400 metal

Wall mounting lugs
1 0 201 00 Set of 4 metal lugs for IP 43 cabinets and enclosures

Plates with knock-out entries
2 x Ø4 to 32 mm and 22 x Ø4 to 20 mm

1 0 201 21 For XL3 400 metal

1: Not suitable for Vistop with front handle

Pack Cat.Nos Metal doors
Supplied with handle with interchangeable 
key barrels (to be ordered separately)

Curved
Faceplate/door distance: 57 mm

Metal For cabinet/enclosure Height (mm)
1 0 202 53 600
1 0 202 54 750
1 0 202 55 900
1 0 202 56 1050
1 0 202 57 1200
1 0 202 58 1500/1600
1 0 202 59 1900

Flat

Metal Glass
Faceplate/door distance: metal-38 mm; 
glass-34mm

1 0 202 731 0 202 831 600
1 0 202 741 0 202 841 750
1 0 202 751 0 202 851 900
1 0 202 761 0 202 861 1050
1 0 202 771 0 202 871 1200
1 0 202 781 0 202 881 1500/1600
1 0 202 791 0 202 891 1900

Flat for cable sleeves
Metal Faceplate/door distance: 38 mm

1 0 201 63 600
1 0 201 64 750
1 0 201 65 900
1 0 201 66 1050
1 0 201 67 1200
1 0 201 68 1500/1600
1 0 201 69 1900

Distribution equipment and 
accessories
p. 222 to 225

For curved glass doors,
Please, consult us
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Installation principle see e-catalogue

Equipment for XL3 400
for modular devices, Vistop, DPX3 160/250 and DPX-IS 250 on rail 3

Equipment for XL3 400
for mounting on plate: DPX3 160, DPX3 250 and DPX-IS 250

Pack Cat.Nos Fixing rails 2
Comprising: a rail 2 and 2 fi xing brackets
Fit onto functional uprights
Take wire guides Cat.No 0 200 94 (p. 225)

1 position rail 2
For modular devices and Vistop up to 160 A

1 0 202 01 For fi xing on XL3 400 functional uprights only

2 positions aluminium rail 2
For DPX3 and DPX-IS 250 with plates
Accepts HX3 125 A plug-in connection row 
distribution blocks

1 0 202 06 For fi xing on XL3 400 functional uprights only
Accepts wire guide Cat.No 4 052 25 (p. 209)

Fixing plates for mounting DPX³ 160/250 on 
rail 2
For mounting DPX3 160/250 on aluminium rail 3 
Cat.No 0 202 06 or on plate Cat.No 0 202 11

1 4 210 71 For DPX3 160
1 4 210 73 For DPX3 160 with earth leakage module
1 4 210 68 For all DPX3 160 devices with side motor-driven 

handle
1 4 210 72 For DPX3 250
1 4 210 74 For DPX3 250 with earth leakage module
1 4 210 69 For all DPX3 250 devices with side motor-driven 

handle

Adaptor for mounting DPX-IS 250 on rail 2
For mounting devices on aluminium rail 3 
Cat.No 0 202 06 and on plate Cat.No 0 202 11

1 0 262 39 For DPX-IS 250

Rail height spacer
Designed for simultaneous mounting of modular 
devices and DPX3 160/250 and DPX-IS 250 devices 
mounted mounted on rail 3 Cat.No 0 202 06 or on 
plate Cat.No 0 202 11

1 4 052 26 For 20 modules 

Metal faceplates
1/4 turn fastening and sealable

For modular devices
1 0 203 00 Height 150 mm

For Vistop up to 160 A
1 0 203 01 Height 200 mm

For DPX3 or DPX-IS 250, and Vistop up to 160 A
1 0 203 10 Height 300 mm

Pack Cat.Nos Plates for fi xed version with front terminals

Fit onto functional upright

Vertical mounting
1 0 202 11 Equipped with a rail 3 for fi xing DPX³ 160/250 or 

DPX-IS 2501

The DPX³ or the DPX-IS 250 must be equipped with 
a fi xing plate Cat.Nos 4 210 68/69/71/72/73/74 
or Cat.No 0 262 39 or plate for manual supply 
inverter Cat.No 4 210 58
Designed for simultaneous mounting of DPX3 160/250 
and DPX-IS and modular equipment (with spacer 
Cat.No 0 262 99) 

1 0 202 09 Plate for DPX3 160/250 with direct rotary handle 
The DPX3 must be equipped with a fixing plate 
Cat.Nos 4 210 68/69

Horizontal mounting
For cut-out protection for cable passing, use seal 
Cat.No 0 202 40

1 0 202 13 For 1 DPX3 160 thermal-magnetic
1 0 202 15 For 1 DPX3 250 or 1 DPX³ 160

electronic release

Metal faceplates
1/4 turn fastening and sealable

For DPX3 and DPX-IS 250 in vertical position
1 0 203 10 Height 300 mm
1 0 203 11 Height 400 mm for DPX3 250 with terminal shields
1 0 203 09 Height 300 mm for DPX3 160/250 with direct rotary 

handle

For DPX3 160 in horizontal position
1 0 203 13 Height 150 mm

For DPX3 250 in horizontal position
1 0 203 17 Height 200 mm

1: Requires 300 mm height face plate, when installed at the top of the 
enclosure

0 203 00

0 202 01 0 202 06

0 203 01 0 203 10

0 202 11 0 202 13

0 203 13

Download XL3 400/800
Workshop specifi cations on
www.docexport.legrand.com

CABINETS AND ENCLOSURES

XL³ 400 and XL³ 800

O
S
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GLOBAL SPECIALIST IN ELECTRICAL AND 
DIGITAL BUILDING INFRASTRUCTURES
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Equipment for XL3 400
for mounting on plate: DPX³ 630 and DPX-IS 630

Equipment for XL3 400 cable sleeves
for mounting devices on rail 2 or on plate

Fixing on rail with faceplates for modular devices up to 160 A 
Fixing on plates with faceplates for DPX3 160, 250, DPX 250, 630 and 
DPX-IS 250

Pack Cat.Nos Plates for fixed version devices
with front terminals

An additional rail can be installed 2  
Fit onto functional uprights 

Devices in vertical position
1 0 202 071 For 1 DPX‑IS 630
1 0 202 211 For 1 DPX3 630 in central position
1 0 202 231 For 1 DPX3 630 with earth leakage module in central 

position

Device in horizontal position
For cut-out protection for cable passing, use seal 
Cat.No 0 202 40 (p. 208)

1 0 202 251 For 1 DPX 630 without earth leakage module

Metal faceplates for devices in vertical 
position
1/4 turn fastening and sealable

For DPX-IS 630
1 0 203 071 Height 300 mm

For 1 DPX3 630 in central position
1 0 203 211 Height 400 mm

For 1 DPX3 630 in central position with e.l.c.b.
1 0 203 231 Height 600 mm

Metal faceplates for devices in horizontal 
position
1/4 turn fastening and sealable

1 0 203 25 Height 300 mm for 1 DPX3 630

1: Limited to 400 A

Pack Cat.Nos Fixing on rail 2 modular devices and 
Vistop up to 160 A

1 0 202 03 Comprising a rail 2 and 2 fixing brackets  
Fit onto functional uprights  
Take wire guides Cat.No 0 200 94
Capacity: 9 modules

1/4 turn faceplates for mounting on rail 2
1/4 turn fastening and sealable for devices on rail 2
For modular devices

1 0 203 03 Height 160 mm

For modular devices and Vistop up to 160 A
1 0 203 04 Height 200 mm

Plates for fixed version devices with 
front terminals
Devices in vertical position
Fit onto functional uprights

1 0 202 17 For DPX3 160, DPX3 250 and DPX-IS 250
1 0 202 281 For DPX3 630
1 0 202 291 For DPX3 630, with downstream earth leakage 

module

Metal faceplates for mounting on plates
1/4 turn fastening and sealable for devices on plates

For DPX3 160/250 and DPX-IS 250
1 0 203 18 Height 300 mm
1 0 203 27 Height 400 mm for DPX3 250 with terminal shields

For DPX3 630
1 0 203 281 Height 400 mm

For DPX3 630 with earth leakage module
1 0 203 291 Height 800 mm

1: Limited to 400 A

0 202 21 0 203 21 0 202 17 0 203 18

0 202 03 0 203 03

Installation principle see e-catalogue Installation principle see e-catalogue
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Accessories and faceplates for XL3 400

Pack Cat.Nos Accessories
Perforated universal plates
Fit directly onto functional uprights

1 0 202 41 Height 200 mm for cabinets and enclosures
1 0 202 42 Height 300 mm for cabinets and enclosures
2 0 202 43 Height 300 mm for cable sleeves

Clips nuts for perforated plates
100 0 364 40 For M4 screws
100 0 364 41 For M5 screws

Finishing strip
1 0 201 60 For a perfect finish at the join between 

DLP trunking and XL3 cabinets or enclosures
RAL 7035

Universal rail 2
1 0 202 04 Fits onto functional uprights

Width 515 mm

Universal adjustable fixing device
1 0 202 02 Comprising a rail 2 and 2 adjustable 

fixing brackets
Fits onto functional uprights of XL3 400

Insulating fixing support
1 0 200 90 Set of 2 supports

Fits directly on functional uprights in XL3 400/800 
cabinets or enclosures
For creating an insulated earth with 12 x 4 mm 
copper bar (Cat.No 0 373 49) or flat bar 12 x 2 mm 
(Cat.No 0 048 19) and IP 2X terminal block
Also takes universal rails Cat.Nos 0 202 04,  
0 206 05/54

Cable fixing support
For fixing ties for holding cables in place on entry to 
the cabinet

1 0 201 35 For cabinets and enclosures
1 0 201 37 For cable sleeves

Universal support
For mounting terminal blocks, earth terminals…
Set of 3 metal supports

1 0 201 96 For internal cable sleeves

Divider
1 0 201 90 For horizontal compartmentalisation

Clip nuts for functional uprights
1/4 turn fastening on front panel

20 0 200 92 Clip nuts for M6 screw

Screws
50 0 200 91 M6 screws

Aerosol paint spray
6 0 200 98 RAL 7035 - 400 ml

Lighting kit
1 0 203 89 For mounting on supplied plate

Protection seal
1 0 202 40 For cut-out protection on plate

Length 20 m, can be cut to length

Pack Cat.Nos 1/4 turn solid faceplates

For cabinets and enclosures
Fastening and sealable

Metal Height (mm)
1 0 203 40 50
1 0 203 41 100
1 0 203 42 150
1 0 203 43 200
1 0 203 44 300

For cable sleeves
1 0 201 41 50
1 0 201 42 100
1 0 201 40 200
1 0 201 43 550
1 0 201 44 700
1 0 201 45 850
1 0 201 46 1000
1 0 201 47 1150
1 0 201 48 1450
1 0 201 49 1750

Blanking plates
RAL 7035

20 0 200 51 24 modules, smooth adjustable strip
10 0 016 65 18 modules, separable into modules 

or 1/2 modules

Clip-on holder for adhesive labels
10 0 203 99 Supplied with sheet of labels for marking rows on 

faceplate

0 200 92

0 202 41 0 201 60

0 203 99 0 201 450 203 41
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Wiring and connection accessories for XL3 400

Pack Cat.Nos Wiring
Lina 25 ducting fixing support

1 0 201 70 Set of 2 supports
For fixing and height adjustment of Lina 25 ducting:
- vertical: 40 x 60 or 40 x 80
- horizontal: 40 x 60
Supplied with insulating rivets
Fit directly onto functional uprights
Can not be used for 150 mm spacing between rails, 
except when equiped with Lina 25 ducting 25 mm 
width

Lina 25 ducting
Length: 2 m

Width (mm) Height (mm)
56 0 362 02 25 60
48 0 362 07 40 60
40 0 362 08 40 80

Insulating screw
50 0 367 74 M6 x 10

Insulating rivet
100 0 200 80 For fixing Lina 25 ducting on functional uprights

Wire guides
10 0 200 94 For horizontal wiring

Fits directly on rail 2
Takes brass bar Cat.No 0 373 00
and bar 12 x 4 with clamps Cat.No 0 373 02

10 0 201 93 For vertical wiring
Fits directly onto functional uprights in XL3 400 
cabinets and enclosures

12 4 052 25 For horizontal wiring
Fits directly on to 2-position aluminium rail
Accepts Lina 25 ducting covers

Connection of protective conductor
Flat bar 12 x 2
Takes IP 2X terminal blocks
Fits onto functional uprights in XL3 400 
cabinets and enclosures, or on insulating supports 
Cat.No 0 200 90

10 0 048 19 Length: 1 meter

Additional brass bar
1 0 373 00 Length 416 mm, 12 x 6.5 mm cross-section

Fits directly on integrated supports in XL3 160  
cabinet or on rail 2 with wire guides Cat.No 0 200 94  
or on support end stop Cat.No 0 375 12
- 36 holes Ø5.3 mm (1.5 to 10 mm2)
- 2 holes Ø9 mm (35 mm2)

Brass bar for protective conductor
1 0 373 01 Length 456 mm, 12 x 6.5 mm cross-section

- 36 holes Ø5.3 mm (1.5 to 10 mm2)
- 2 holes Ø9 mm (35 mm2)
- 4 holes Ø6.5 mm (2.5 to 16 mm2)
Fits onto functional uprights with supplied lugs

Flat copper bar 12 x 4 with clamps
1 0 373 02 Supplied with clamp connectors  

(40 x 1.5 to 4 mm2, 4 x 6 to 16 mm2, 1 x 35 mm2)
Length 455 mm
Fits onto functional uprights in XL3 400 cabinets  
and enclosures or on rail with wire guides  
Cat.No 0 200 94

Pack Cat.Nos Connection of protective conductor 
(continued)
Equipotential link conductor

1 0 373 85 Length 350 mm
Cross-section 6 mm2, ensures equipotential 
continuity when fitting auxiliaries on door
(Osmoz signalling units > 50 V)

No perforated copper bar
Cross section

(mm)
Permis. I

(A)
Length
(mm)

10 0 373 49 12 x 4 180 991.5

Connectors for bar 12 x 4 without holes
100 0 373 60 1.5 to 4 mm2

10 0 373 61 6 to 16 mm2

10 0 373 62 10 to 35 mm2 (supplied with M6 screws 5 mm)

Copper bar with tapped holes
Cross section

(mm)
Permis. I

(A)
Tapped holes Length

(mm)Ø (mm) Pitch
10 0 373 89 12 x 4 160 M5 18 990

Connectors for 12 x 4 mm bar with 
tapped holes

100 0 373 65 1 or 2 conductors from 1.5 to 10 mm2

(supplied with Ø5 screws)

Support end cap
10 0 375 12 For rails 2 15 mm depth

and 2 EN 60715
7.5 mm (except rail fixed on plate)
and 15 mm depth
Takes the following protection 
or shielding bars:
- Brass bar Cat.Nos 0 373 00/01
- Copper bar 12 x 4 mm with clamps Cat.No 0 373 02
- IP 2X terminal block with flat steel bar 12 x 2 mm 
Cat.No 0 048 19
- Copper bar 12 x 4 mm Cat.Nos 0 373 49 or 0 373 89
- Shielding bar 10 x 3 mm Cat.No 0 375 34 (p. 300)

0 201 70

0 201 93 2 x 0 375 12 + 1 x 0 373 00 mounted

0 373 00
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Device Fixing Position Type of device Fixing device Fixing plate
Faceplate for device

Height (mm) 1/4 turn Screw

XL3 800 - 24 modules XL3 800 - 24 modules

FIXING ON DIN-RAIL

Modular devices < 63 A Cabinet or enclosure vertical 0 206 01 - 150 0 208 00 0 209 00

Modular devices > 63 A Cabinet or enclosure vertical 0 206 01 - 200 0 208 01 0 209 01

Vistop 63 to 160 A Cabinet or enclosure vertical 0 206 01 - 200 0 208 01 0 209 01

DPX-IS 250 Cabinet or enclosure vertical with modular devices 0 206 01 0 262 39 300 0 208 10 0 209 10

FIXING ON PLATE

DPX3 160
(combination possible 

with DPX3 250)
Cabinet or enclosure

vertical

 without side motor-driven handle - 0 206 11 + 4 210 71/73(1) 300 0 208 10 0 209 10

with side motor-driven handle 0 206 11 + 4 210 68 300 0 208 10 0 209 10

direct rotary handle 0 206 08 + 4 210 71/73(1) 300 0 208 05 0 209 05

manual supply inverter 0 206 11 + 4 210 58 300 0 208 10 0 209 10

motor-driven supply inverter - 0 206 13 + 4 210 58 300 0 208 10 0 209 10

horizontal with or without e.l.c.bs - 0 206 15 150 0 208 13 0 209 13

DPX3 250 and 
DPX3 160-125 electronic

(combination possible 
with DPX3 160)

Cabinet or enclosure
vertical

 without side motor-driven handle - 0 206 11 + 4 210 72/74(1) 300 0 208 10(2) 0 209 10

with side motor-driven handle 0 206 11 + 4 210 69 300 0 208 10(2) 0 209 10

direct rotary handle 0 206 08 + 4 210 72/74(1) 300 0 208 05 0 209 05

manual supply inverter - 0 206 11 + 4 210 58   300 0 208 10(2) 0 209 10

motor-driven supply inverter - 0 206 13 + 4 210 58 300 0 208 10(2) 0 209 10

horizontal with or without e.l.c.bs - 0 206 17 200 0 208 17 0 209 17

DPX-IS 250 Cabinet or enclosure vertical
device only in central position 0 206 05 300 0 208 10 0 209 10

1 or 2 devices 0 206 05 300 0 208 06 0 209 06

DPX³ 630 Cabinet or enclosure
vertical

1 to 3 devices, no e.l.c.bs 0 206 20 400 0 208 20 0 209 20

1 to 3 devices, with e.l.c.bs 0 206 22 600 0 208 22 0 209 22

horizontal with or without e.l.c.bs 0 206 23 300 0 208 23 0 209 23

DPX-IS 630
Cabinet or enclosure vertical device only 0 206 07 300 0 208 07 0 209 07

Cable sleeve vertical device only 0 206 27 1550/1950 - 0 204 41/42

DPX-IS 1600 Cabinet or enclosure vertical device only 0 211 00 300 - 0 211 13

DPX³ 1600 Cabinet or enclosure
vertical device only 0 211 00 400 0 211 10 0 211 11

horizontal device only 0 211 00 400 0 208 34 0 209 34

XL3 800 - 36 modules XL3 800 - 36 modules

FIXING ON DIN-RAIL

Modular devices < 63 A Cabinet or enclosure vertical 0 206 51 - 150 - 0 209 50

Modular devices > 63 A Cabinet or enclosure vertical 0 206 51 - 200 - 0 209 51

Vistop 63 to 160 A Cabinet or enclosure vertical 0 206 51 - 200 - 0 209 51

DPX-IS 250 Cabinet or enclosure vertical with modular devices 0 206 51 0 262 39 300 - 0 209 60

FIXING ON PLATE

DPX3 160
(combination possible with DPX3 250)

Cabinet or enclosure vertical

 without side motor-driven handle - 0 206 61 + 4 210 71/73(1) 300 - 0 209 60

with side motor-driven handle 0 206 61 + 4 210 68 300 - 0 209 60

manual supply inverter - 0 206 61 + 4 210 58 300 - 0 209 60

DPX3 250
(combination possible with DPX3 160)

Cabinet or enclosure vertical

 without side motor-driven handle - 0 206 61 + 4 210 72/74(1) 300 - 0 209 60

with side motor-driven handle 0 206 61 + 4 210 69 300 - 0 209 60

manual supply inverter - 0 206 61 + 4 210 58 300 - 0 209 60

DPX-IS 250 Cabinet or enclosure vertical 1 or 2 devices - 0 206 55 300 - 0 209 60

DPX³ 630 Cabinet or enclosure vertical
no e.l.c.bs - 0 206 70 400 - 0 209 70

with e.l.c.bs - 0 206 72 600 - 0 209 72

DPX-IS 630 Cabinet or enclosure vertical device only - 0 206 57 300 - 0 209 57

DPX³ 1600 Cabinet or enclosure
vertical device only - 0 211 02 400 - 0 211 12

horizontal device only - 0 211 02 400 - 0 209 84

1:  Cat.Nos 4 210 73/74 for DPX³ with electronic earth leakage module
2: Faceplate supplied

DISCOVER THE RANGE

n  Extendable: 24 and 
36 modules per row

n  Two indexes of
protection:
- IP 43 up to 800 A, 
supplied flat with 
functional uprights
- IP 55 up to 600 A, 
supplied without side 
panels

n  Takes: DIN rail
equipment, DPX3, DPX-IS 
and Vistop ≤ 800 A

XL3 800 CABINETS 
AND ENCLOSURES

      Fully
adaptable        enclosures

XL3 800 cabinets & enclosures p. 212-213

XL3 800 extendable cabinets and 
enclosures, 24 & 36 modules 
per row

XL3 configurable assemblies
guide to migration from 
IEC 60439 to IEC 61439
Download the guide on 
www.docexport.legrand.com 

FROM IEC 60439 TO IEC 61439

Equipment selection for XL3 800
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Device Fixing Position Type of device Fixing device Fixing plate
Faceplate for device

Height (mm) 1/4 turn Screw

XL3 800 - 24 modules XL3 800 - 24 modules

FIXING ON DIN-RAIL

Modular devices < 63 A Cabinet or enclosure vertical 0 206 01 - 150 0 208 00 0 209 00

Modular devices > 63 A Cabinet or enclosure vertical 0 206 01 - 200 0 208 01 0 209 01

Vistop 63 to 160 A Cabinet or enclosure vertical 0 206 01 - 200 0 208 01 0 209 01

DPX-IS 250 Cabinet or enclosure vertical with modular devices 0 206 01 0 262 39 300 0 208 10 0 209 10

FIXING ON PLATE

DPX3 160
(combination possible  

with DPX3 250)
Cabinet or enclosure

vertical

 without side motor-driven handle - 0 206 11 + 4 210 71/73(1) 300 0 208 10 0 209 10

with side motor-driven handle 0 206 11 + 4 210 68 300 0 208 10 0 209 10

direct rotary handle 0 206 08 + 4 210 71/73(1) 300 0 208 05 0 209 05

manual supply inverter 0 206 11 + 4 210 58 300 0 208 10 0 209 10

motor-driven supply inverter - 0 206 13 + 4 210 58 300 0 208 10 0 209 10

horizontal with or without e.l.c.bs - 0 206 15 150 0 208 13 0 209 13

DPX3 250 and  
DPX3 160-125 electronic

(combination possible  
with DPX3 160)

Cabinet or enclosure
vertical

 without side motor-driven handle - 0 206 11 + 4 210 72/74(1) 300 0 208 10(2) 0 209 10

with side motor-driven handle 0 206 11 + 4 210 69 300 0 208 10(2) 0 209 10

direct rotary handle 0 206 08 + 4 210 72/74(1) 300 0 208 05 0 209 05

manual supply inverter - 0 206 11 + 4 210 58   300 0 208 10(2) 0 209 10

motor-driven supply inverter - 0 206 13 + 4 210 58 300 0 208 10(2) 0 209 10

horizontal with or without e.l.c.bs - 0 206 17 200 0 208 17 0 209 17

DPX-IS 250 Cabinet or enclosure vertical
device only in central position 0 206 05 300 0 208 10 0 209 10

1 or 2 devices 0 206 05 300 0 208 06 0 209 06

DPX³ 630 Cabinet or enclosure
vertical

1 to 3 devices, no e.l.c.bs 0 206 20 400 0 208 20 0 209 20

1 to 3 devices, with e.l.c.bs 0 206 22 600 0 208 22 0 209 22

horizontal with or without e.l.c.bs 0 206 23 300 0 208 23 0 209 23

DPX-IS 630
Cabinet or enclosure vertical device only 0 206 07 300 0 208 07 0 209 07

Cable sleeve vertical device only 0 206 27 1550/1950 - 0 204 41/42

DPX-IS 1600 Cabinet or enclosure vertical device only 0 211 00 300 - 0 211 13

DPX³ 1600 Cabinet or enclosure
vertical device only 0 211 00 400 0 211 10 0 211 11

horizontal device only 0 211 00 400 0 208 34 0 209 34

XL3 800 - 36 modules XL3 800 - 36 modules

FIXING ON DIN-RAIL

Modular devices < 63 A Cabinet or enclosure vertical 0 206 51 - 150 - 0 209 50

Modular devices > 63 A Cabinet or enclosure vertical 0 206 51 - 200 - 0 209 51

Vistop 63 to 160 A Cabinet or enclosure vertical 0 206 51 - 200 - 0 209 51

DPX-IS 250 Cabinet or enclosure vertical with modular devices 0 206 51 0 262 39 300 - 0 209 60

FIXING ON PLATE

DPX3 160
(combination possible with DPX3 250)

Cabinet or enclosure vertical

 without side motor-driven handle - 0 206 61 + 4 210 71/73(1) 300 - 0 209 60

with side motor-driven handle 0 206 61 + 4 210 68 300 - 0 209 60

manual supply inverter - 0 206 61 + 4 210 58 300 - 0 209 60

DPX3 250
(combination possible with DPX3 160)

Cabinet or enclosure vertical

 without side motor-driven handle - 0 206 61 + 4 210 72/74(1) 300 - 0 209 60

with side motor-driven handle 0 206 61 + 4 210 69 300 - 0 209 60

manual supply inverter - 0 206 61 + 4 210 58 300 - 0 209 60

DPX-IS 250 Cabinet or enclosure vertical 1 or 2 devices - 0 206 55 300 - 0 209 60

DPX³ 630 Cabinet or enclosure vertical
no e.l.c.bs - 0 206 70 400 - 0 209 70

with e.l.c.bs - 0 206 72 600 - 0 209 72

DPX-IS 630 Cabinet or enclosure vertical device only - 0 206 57 300 - 0 209 57

DPX³ 1600 Cabinet or enclosure
vertical device only - 0 211 02 400 - 0 211 12

horizontal device only - 0 211 02 400 - 0 209 84

1: �Cat.Nos 4 210 73/74 for DPX³ with electronic earth leakage module
2: Faceplate supplied
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Distribution cabinets, cable sleeves and doors XL3 800

 IP 43 - IK 08 with kit and door
IP 40 - IK 08 with door
IP 30 - IK 07 without door
Metal enclosures
Can take devices up to 800 A
Fireproof to 750 °C/5 s in accordance with IEC 60695-2-1 
For installation in public buildings
Capacity: 24 and 36 modules per row
Cabinets RAL 7035, plinths RAL 7004
Supplied flat with functional uprights fitted on the back, adjustable cable entry plate and joining accessories (horizontal and vertical)

0 204 01 0 212 51 0 212 61

Pack Cat.Nos Cabinets
Width 660 mm
24 modules per row 

Height
(mm) 

Faceplate
height (mm)

Width (mm) Depth
(mm)external usable

1 0 204 01 1050 1000 660 600 230
1 0 204 02 1250 1200 660 600 230

Width 910 mm
Can incorporate a cable sleeve
36 or 24 modules (if internal cable sleeve)

1 0 204 06 1050 1000 910 850 230
1 0 204 07 1250 1200 910 850 230

Internal cable sleeves
Kit for internal cable sleeve
Mounting on the right or left-hand side inside 910 mm 
wide cabinets
Comprising: upright and mounting accessories
For creating a cable sleeve usable width of 250 mm

1 0 204 26 For cabinet height 1050 mm or 1095 mm, 
Cat.No 0 204 06/56

1 0 204 27 For cabinet height 1250 mm or 1295 mm, 
Cat.No 0 204 07/57

Solid faceplates with hinges and locks
1 0 204 46 For internal cable sleeves height 1050 or 1095 mm
1 0 204 47 For internal cable sleeves height 1250 or 1295 mm

Pack Cat.Nos Doors
Supplied with handle, interchangeable key 
barrels, to be ordered separately (p. 216)
2 points of locking: low and high
Distance faceplate/door:
- metal: 67 mm
- glass: 63 mm

Curved

Metal Glass
For cabinet

Heigth (mm) Width (mm)
1 0 212 51 0 212 61 1050 660
1 0 212 52 0 212 62 1250 660
1 0 212 56 0 212 66 1050 910
1 0 212 57 0 212 67 1250 910

IP 43 kit
1 0 201 30 Supplied ready to use

Lenght 5.5 m for cabinets (width 660 and 
910 mm), enclosures and cable sleeves

Dimensions and installation principle see e-catalogue

Distribution equipment and 
accessories, p. 232 to 235
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Distribution enclosures, cable sleeves and doors XL3 800

Dimensions and installation principle see e-catalogue

�IP 43 – IK 08 with kit and door
IP 40 – IK 08 with door
IP 30 – IK 07 without door
Metal enclosures. Can take devices up to 800 A 
Fireproof to 750 °C/5 s in accordance with IEC 60695-2-1. For installation in public buildings 
Capacity: 24 and 36 modules per row. Enclosures RAL 7035, plinths RAL 7004 
Supplied flat with functional uprights fitted on the back, adjustable cable  entry plate and joining accessories (horizontal and vertical)

0 204 04 0 204 09 + 0 204 29 0 204 29 0 204 24

Pack Cat.Nos Enclosures
Supplied with plinth, height 100 mm 

Width 660 mm
24 modules per row 

Height
(mm) 

Faceplate
height (mm)

Width (mm) Depth
(mm)external usable

1 0 204 03 1550 1400 660 600 230
1 0 204 04 1950 1800 660 600 230

Width 910 mm
Can incorporate a cable sleeve
36 or 24 modules (if internal cable sleeve)

1 0 204 08 1550 1400 910 850 230
1 0 204 09 1950 1800 910 850 230

Internal cable sleeves
Kit for internal cable sleeves
Mounting on the right or left-hand side inside 910 mm 
wide enclosures
Comprising: upright and mounting accessories 
For creating a cable sleeve with a usable width of 
250 mm

1 0 204 28 For enclosure height 1550 mm, Cat.No 0 204 08/58
1 0 204 29 For enclosure height 1950 mm, Cat.No 0 204 09/59

Fixing devices
1 0 206 78 For DPX3 630 vertical
1 0 206 79 For DPX3 630 vertical with earth leakage module

Faceplates with hinges and locks
With cut-outs for DPX3 630 with or without earth 
leakage module

1 0 204 48 For internal cable sleeves height 1550 or 1595 mm
1 0 204 49 For internal cable sleeves height 1950 or 1995 mm

Pack Cat.Nos Doors
Supplied with handle, interchangeable key 
barrels, to be ordered separately (p. 232)
Distance faceplate/door:
- metal: 67 mm
- glass: 63 mm

Curved

Metal Glass
For cabinet

Heigth (mm) Width (mm)
1 0 212 53 0 212 63 1550 660
1 0 212 54 0 212 64 1950 660
1 0 212 58 0 212 68 1550 910
1 0 212 59 0 212 69 1950 910

External cable sleeves
Side cable sleeves
Can be attached on the right or left-hand side
Supplied with a plinth height 100 mm 
and joining accessories
Height
(mm)

Faceplate
height (mm)

Width (mm) Depth
(mm)external usable

1 0 204 23 1550 1400 460 400 230
1 0 204 24 1950 1800 460 400 230

Fixing devices 
1 0 206 28 For DPX3 630 vertical
1 0 206 29 For DPX3 630 vertical with earth leakage 

module

Faceplates with hinges and locks
With cut-outs for DPX 250 or 630 with or 
without earth leakage module

1 0 204 43 For external cable sleeves height 1550 or 
1595 mm

1 0 204 44 For external cable sleeves height 1950 or 
1995 mm

Doors
1 0 204 33 For cable sleeves height 1550 mm
1 0 204 34 For cable sleeves height 1950 mm

IP 43 kit
1 0 201 30 Supplied ready to use

Lenght 5.5 m for cabinets (width 660 and 
910 mm), enclosures and cable sleeves

Detailed dimensions and installation  
principle, see e-catalogue
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IP 55 distribution cabinets, cable sleeves and doors XL3 800

IP 55 with door IK 08
Metal enclosures RAL 7035,plinths RAL 7004 
Can take devices up to 630 A 
Fireproof  to 750°C/5 s in accordance with IEC 60695-2-1 
For installation in public buildings 
Capacity: 24 and 36 modules per row 
Can be joined horizontally
For industrial and urban indoor use

0 204 51 0 204 56 0 212 71 0 212 76

Pack Cat.Nos Cabinets
Supplied without side panels

Width 700 mm
24 modules per row 

Height
(mm)

Faceplate
height (mm)

Width (mm) Depth
(mm)external usable

1 0 204 51 1095 1000 700 600 225
1 0 204 52 1295 1200 700 600 225

Width 950 mm
Can incorporate a cable sleeves

1 0 204 56 1095 1000 950 850 225
1 0 204 57 1295 1200 950 850 225

Side panels
Set of 2 side panels

1 0 204 66 For cabinet height 1095 mm
1 0 204 67 For cabinet height 1295 mm

Internal cable sleeves
Kit for internal cable sleeves
Mounting on the right or left-hand side inside 950 mm 
wide cabinets
Comprising : upright and mounting accessories 
For creating a cable sleeves with a usable width of
250 mm

1 0 204 26 For cabinets height 1050 or 1095 mm,  
Cat.No 0 204 06/56

1 0 204 27 For cabinets height 1250 or 1295 mm, 
Cat.No 0 204 07/57

Faceplates with hinges and locks
1 0 204 46 For internal cable sleeves height 1050 or 1095 mm
1 0 204 47 For internal cable sleeves height 1250 or 1295 mm

Pack Cat.Nos Doors
Supplied with handle, interchangeable key barrels, 
to be ordered separately (p. 232)
Distance faceplate/door: 48 mm

Metal
For cabinet

Height (mm) Width (mm)
1 0 212 71 1095 700
1 0 212 72 1295 700
1 0 212 76 1095 950
1 0 212 77 1295 950

Accessories
1 0 205 85 Sealing kit IP 55 for use when joining 

cabinets together - length 2 x 10 m
1 0 204 861 Joining kit
8 0 204 82 Lifting rings

Set of 2

1: For cabinets height 1095 and 1295, use 2 kits

For detailed dimensions and installation 
principle, see e-catalogue

For glass doors,
Please, consult us

Dimensions and installation principle see e-catalogue
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IP 55 distribution enclosures, cable sleeves and doors XL3 800

Dimensions and installation principle see e-catalogue

Distribution equipment and 
accessories, p. 232 to 235

IP 55 with door IK 08
Metal enclosures RAL 7035, plinths RAL 7004
Can take devices up to 630 A
Fireproof  to 750°C/5 s in accordance with IEC 60695-2-1 
For installation in public buildings
Capacity: 24 and 36 modules per row
Can be joined horizontally 
For industrial and urban indoor use

0 204 54 0 204 59 0 204 74

Pack Cat.Nos Enclosures
Supplied with plinth height 100 mm
Supplied without side panel

Width 700 mm
24 modules per row 

Height
(mm) 

Faceplate
height (mm)

Width (mm) Depth
(mm)external usable

1 0 204 53 1595 1400 700 600 225
1 0 204 54 1995 1800 700 600 225

Width 950 mm
Can incorporate a cable sleeve
36 or 24 modules (if integrated cable sleeve)

1 0 204 58 1595 1400 950 850 225
1 0 204 59 1995 1800 950 850 225

Side panels
Set of 2 panels

1 0 204 68 For enclosure height 1595 mm
1 0 204 69 For enclosure height 1995 mm

Internal cable sleeves
Kits for internal cable sleeves
Mounting on the right or left-hand side inside 950 mm 
wide enclosures
Comprising: divider, upright and mounting accessories 
For creating a cable sleeves with a usable width of
250 mm

1 0 204 28 For enclosure height 1550 mm, Cat.No 0 204 08/58
1 0 204 29 For enclosure height 1950 mm, Cat.No 0 204 09/59

Fixing devices
1 0 206 78 For DPX3 630 vertical
1 0 206 79 For DPX3 630 vertical with earth leakage module

Faceplates with hinges and locks
With cut-outs for DPX3 630 with or without earth 
leakage module

1 0 204 48 For internal cable sleeves height 1550 or 1595 mm
1 0 204 49 For internal cable sleeves height 1950 or 1995 mm

Pack Cat.Nos Doors
Supplied with handle, interchangeable key barrels 
(to be ordered separately, p. 232)
Distance faceplate/door: 48 mm

Metal
For cabinet

Height (mm) Width (mm)
1 0 212 73 1595 700
1 0 212 74 1995 700
1 0 212 78 1595 950
1 0 212 79 1995 950

External cable sleeves
Side cable sleeves
Can be attached on the right or left-hand side
Supplied without side panels with a plinth 
height 100 mm
Height
(mm)

Faceplate
height (mm)

Width (mm) Depth
(mm)external usable

1 0 204 73 1595 1400 500 400 225
1 0 204 74 1995 1800 500 400 225

Fixing devices
1 0 206 28 For DPX3 630 vertical
1 0 206 29 For DPX3 630 vertical with earth leakage module

Faceplates with hinges and locks
With cut-outs for DPX3 630 with or without earth 
leakage module 

1 0 204 43 For internal cable sleeve height 1550 or 1595 mm
1 0 204 44 For internal cable sleeve height 1950 or 1995 mm

Doors
1 0 204 83 For external cable sleeve height 1400 mm
1 0 204 84 For external cable sleeve height 1800 mm

Accessories
1 0 205 85 Sealing kit IP 55 for use when joining 

cabinets together - length 2 x 10 m
1 0 204 861 Joining kit
8 0 204 82 Lifting rings

Set of 2

1:  For enclosures height 1595, use 3 kits
For enclosures height 1995, use 4 kits
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0 204 36

0 201 95

Pack Cat.Nos Cable fi xing supports

1 0 204 35 For 660 mm wide cabinets
1 0 204 36 For 910 mm wide cabinets
1 0 204 37 For horizontal external cable sleeves

Plinths
For IP 43 enclosures

1 0 204 10 Width: 660 mm
1 0 204 11 Width: 910 mm
1 0 204 12 For cable sleeves width: 460 mm

For IP 55 enclosures
1 0 204 60 Width: 700 mm
1 0 204 61 Width: 950 mm
1 0 204 62 For cable sleeves, width: 500 mm

Dividers for horizontal compartments
2 0 204 90 For cabinets and enclosures, usable width: 600 mm
1 0 204 91 For cabinets and enclosures, usable width: 850 mm

Accessories
Wall mounting lugs

1 0 201 00 Set of 4 metal lugs for IP 43 cabinets and enclosures

Universal supports
For mounting terminal blocks, earth terminals, etc.
Set of 3 metal supports

1 0 201 96 For internal cable sleeves
1 0 201 95 For external cable sleeves

Cable entry plate
1 0 204 20 Additional adjustable plate for XL3 800 - IP 43

Key barrels 
Supplied with a set of 2 keys

1 0 202 91 Type 405
1 0 202 92 Type 455
1 0 202 93 Type 1242E
1 0 202 94 Type 2433A
1 0 202 96 Double bar knockout

MAIN BENEFITS

�  Easily edit all required technical documents
�  Use the Legrand products which are the most suitable for 

your installation
� Benefit from the permanent free updates
�  Export all the XLPro3 Calcul data into XLPro3 without

re-entering it

XLPRO3 CALCUL 
SOFTWARE

With
     XL3 Calcul
you can...

.... design the wiring diagram, 
automatically calculate total power 
consumption, required protection 
devices and cable section for each 
circuit. 

Get detailed information on many 
digital or printed supports on 
www.export.legrand.com or contact 
your Area Commercial Manager in 
order to obtain your XLPro3 Calcul 
software.

MORE INFORMATION

Accessories for XL3 800
cables fixing, plinths, dividers and accessories
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Equipment for XL3 800 
for modular devices, Vistop, DPX3 160/250, DPX-IS 250 on rail 2

Equipment for XL3 800
for mounting on plate: DPX-IS 250, DPX-IS 630, DPX-IS 1600

For installation principle,
see e-catalogue

Pack Cat.Nos Plates for DPX-IS

Direct fixing on fonctional uprights

24 modules 36 modules Fixed plates - front and rear terminals
1 0 206 05 0 206 55 For 1 or 2 DPX-IS 250 in vertical position
1 0 206 07 0 206 57 For 1 DPX-IS 630 in vertical position
1 0 211 00 For 1 DPX-IS 1600 or 1 DPX 1600 front

Cable sleeve terminals
1 0 206 27 For 1 DPX-IS 630 in external cable sleeve

Metal faceplates

24 modules 36 modules
For DPX-IS 250 in central 
position

1 0 208 101 1/4 turn
1 0 209 102 0 209 602 With captive screws

For 2 DPX-IS 250
1 0 208 061 1/4 turn
1 0 209 062 0 209 602 With captive screws

For 1 DPX-IS 630
1 0 208 071 1/4 turn
1 0 209 072 0 209 572 With captive screws 

Does not allow the use of  
terminal shields  
Cat.No 0 262 45

24 modules For 1 DPX-IS 1600 in vertical position
1 0 211 132 With captive screws

1: For fastening and sealing
2: Hinges Cat.No 0 209 59 available as an option

Pack Cat.Nos Fixing on rail 2
Rails 3

24 modules 36 modules

Comprising: an aluminium profile rail
and two 2-position fixing brackets
Fit onto functional uprights 
Accept HX3 125 A plug-in connection row 
distribution blocks
For mounting DPX3 using fixing plates

1 0 206 01 0 206 51 For fixing XL3 800 and XL3 4000 
functional uprights 
Accept wire guide Cat.No 4 052 25 (p. 225)
Fixing plates for mounting DPX³ 160/250 
on rail 2
For mounting DPX³ 160/250 on aluminium 
rail 3 and on plate Cat.Nos 0 206 11/61

1 4 210 71 For DPX³ 160 without side motor-driven 
handle

1 4 210 73 For DPX3 160 with earth leakage module 
without side motor-driven handle

1 4 210 68 For all DPX³ 160 devices with side  
motor-driven handle

1 4 210 72 For DPX³ 250 without side motor-driven 
handle

1 4 210 74 For DPX3 250 with earth leakage module 
without side motor-driven handle

1 4 210 69 For all DPX³ 250 devices with side  
motor-driven handle

Fixing plate for mounting DPX-IS 250 on 
rail 2
For mounting devices on aluminium rail 3 
and on plate Cat.Nos 0 206 11/61

1 0 262 39 For DPX-IS 250

Rail height spacer
Designed for simultaneous mounting 
of modular devices and DPX3 160/250 and 
DPX-IS 250 devices mounted on rail 3 
Cat.Nos 0 206 01/51 or plate  
Cat.Nos 0 206 11/61

1 4 052 26 For 20 modules 

Metal faceplates

24 modules 36 modules
For modular devices

1 0 208 001 1/4 turn
1 0 209 002 0 209 502 With captive screws

For Vistop up to 160 A
1 0 208 011 1/4 turn
1 0 209 012 0 209 512 With captive screws

For DPX3 160/250 and DPX-IS 250
1 0 208 101 1/4 turn
1 0 209 102 0 209 602 With captive screws

1: For fastening and sealing
2: Hinges Cat.No 0 209 59 available as an option
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Equipment for XL3 800
for mounting on plate: DPX3 160 and DPX3 250

Equipment for XL3 800
for mounting on plate: DPX3 630 and DPX3 1600

Pack Cat.Nos Plates for fixed version  
DPX3 630/1600, with front terminal
Direct fixing on functional uprights

24 modules 36 modules Devices in vertical position
1 0 206 20 0 206 70 For 1 to 3 DPX³ 630
1 0 206 22 0 206 72 For 1 to 3 DPX³ 630 with earth leakage 

module
1 0 211 00 0 211 02 For 1 DPX-IS 1600 or 1 DPX³ 1600 front 

terminal

Devices in horizontal position
For cut-out protection for cable passing, 
use seal Cat.No 0 202 40

1 0 206 23 For 1 DPX³ 630 with or without earth 
leakage module

1 0 211 00 0 211 02 For 1 DPX-IS 1600 or 1 DPX³ 1600 front 
terminal

Metal faceplates - devices in vertical 
position

24 modules 36 modules For 1 to 3 DPX³ 630 only
1 0 208 201 1/4 turn
1 0 209 202 0 209 702 With captive screws

For 1 to 3 DPX³ 630 with  
downstream earth  
leakage module

1 0 208 221 1/4 turn
1 0 209 222 0 209 722 With captive screws

For 1 DPX-IS 1600
1 0 211 131 With captive screws

For 1 DPX³ 1600
1 0 211 101 1/4 turn(1)

1 0 211 112 0 211 122 With captive screws

Metal faceplates - devices in 
horizontal position
For 1 DPX³ 630 with or without 
earth leakage module

1 0 208 231 1/4 turn
1 0 209 232 With captive screws

24 modules 36 modules For 1 DPX³ 1600
1 0 208 341 1/4 turn
1 0 209 342 0 209 842 With captive screws

1: For fastening and sealing
2: Hinges Cat.No 209 59 available as an option
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Pack. Cat.Nos Plates for fixed version 
DPX3 160/250 with front terminals

Direct fixing on functional uprights

24 modules 36 modules
Devices in vertical position

1 0 206 11 0 206 61 Equipped with a rail 3 for fixing  
DPX³ 160/250 
The DPX³ must be equipped with a fixing 
plate Cat.Nos 4 210 68/69/71/72/73/74 
or plate for manual supply inverter 
Cat.No 4 210 58
Designed for simultaneous mounting of 
DPX3 160/250 and modular equipment 
(with spacer Cat.No 0 262 99)

1 0 206 08 Plate for DPX³ with direct rotary handle 
The DPX3 must be equipped with a fixing 
plate Cat.Nos 4 210 68/69

1 0 206 13 Plate for motor-driven supply inverter 
The DPX3 must be equipped with a fixing 
plate Cat.No 4 210 58

Devices in horizontal position

24 modules

For cut-out protection for cable passing, 
use seal Cat.No 0 202 40

1 0 206 15 For 1 DPX³ 160
1 0 206 17 For 1 DPX³ 250

Metal faceplates

24 modules 36 modules

For DPX3 in vertical position without 
direct rotary handle

1 0 208 101 1/4 turn
1 0 209 102 0 209 602 With captive screws
1 0 209 27 With captive screws for

DPX³ 250 with terminal shields

24 modules
For DPX³ in vertical position with direct 
rotary handle

1 0 208 051 1/4 turn
1 0 209 052 With captive screws

For DPX³ 160 in horizontal position
1 0 208 131 1/4 turn
1 0 209 132 With captive screws

For DPX³ 250 in horizontal position
1 0 208 171 1/4 turn
1 0 209 172 With captive screws

1: For fastening and sealing
2: Hinges Cat.No 0 209 59 available as an option
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Installation principle see e-catalogue
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Accessories and faceplates XL3 800

0 206 42 0 206 02

0 209 590 200 92

0 209 45

Pack Cat.Nos Universal plates
Fit onto functional uprights

Perforated width 600 mm
1 0 206 41 Height 200 mm
1 0 206 42 Height 400 mm

Solid plates width 600 mm
1 0 206 43 Height 200 mm
1 0 206 44 Height 400 mm
1 0 206 45 Height 600 mm

Solid plates width 850 mm
1 0 206 46 Height 400 mm

Universal rails 2
Fit onto functional uprights

1 0 206 04 Width 600 mm (24 modules)
1 0 206 54 Width 850 mm (36 modules)

Adjustable universal fi xing devices
Comprising a rail 2 and 2 adjustable fi xing brackets
Fit onto functional uprights

1 0 206 02 For 24 modules cabinets and enclosures
1 0 206 52 For 36 modules cabinets and enclosures

Accessories
Clip nuts and screws
1/4 fastening on front panel

20 0 200 92 Clip nuts for M6 screws
50 0 200 91 M6 screws

Aerosol paint spray
6 0 200 98 RAL 7035 - 400 ml

Lighting for panel
Lighting kit

1 0 209 89 Kit for metal XL3 800/4000, comprising fl uorescent 
lamp, fi xings and metal screw-mounting faceplate

Wiring
Lina 25 ducting mounting supports
For horizontal and vertical mounting and height
adjustment of Lina 25 ducting
Supplied with plastic rivets

1 0 204 70 Set of 2, for 36 modules cabinets and enclosures
1 0 205 70 Set of 2, for 24 modules cabinets and enclosure

Lina 25 ducting
Length: 2 m

Width (mm) Height (mm)
56 0 362 02 25 60
48 0 362 07 40 60
40 0 362 08 40 80
32 0 362 12 60 60
32 0 362 13 60 80

Plastic rivet
100 0 200 80 For fi xing Lina 25 ducting on functional uprights

Pack Cat.Nos Solid metal faceplates
1/4 turn
For fastening and sealing

24 modules Height (mm)
1 0 208 40 50
1 0 208 41 100
1 0 208 42 150
1 0 208 43 200
1 0 208 44 300
1 0 208 45 400
1 0 208 46 600

Captive screws
Hinges Cat.No 0 209 59 available as an 
option

24 modules 36 modules Height (mm)
1 0 209 40 0 209 90 50
1 0 209 41 0 209 91 100
1 0 209 42 0 209 92 150
1 0 209 43 0 209 93 200
1 0 209 44 0 209 94 300
1 0 209 45 0 209 95 400
1 0 209 46 0 209 96 600

Hinges
1 0 209 59 Set of 2 hinges

Fit on screw mounting faceplates

Blanking plates
For metal or plastic faceplates

20 0 200 51 24 modules, smooth adjustable strip
10 0 016 65 18 modules, separable into module 

or 1/2 module

Clip-on holder for adhesive labels
Supplied with a sheet of labels
for marking rows on faceplate

10 0 203 99 24 modules

Accessories for natural ventilation

24 modules
Assist natural ventilation
Screw mounting

1 0 209 49 Height 200 mm

Download XL3 400/800
Workshop specifi cations on
www.docexport.legrand.com

CABINETS AND ENCLOSURES

XL³ 400 and XL³ 800

O
S

OOOOOO
O

GLOBAL SPECIALIST IN ELECTRICAL AND 
DIGITAL BUILDING INFRASTRUCTURES
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Equipment selection  for XL3 4000

Device Version Position Confi guration Connection
terminals

XL3 4000 - 24 modules XL3 4000 - 36 modules

Spacer
Fixing

devices
Plate

Metal faceplate Fixing
devices

Plate
Metal faceplate

Height (mm) 1/4 turn Screw Lock Height (mm) Screw

FIXING ON DIN-RAIL

DX3 < 63 A vertical 0 206 01 - 150 0 208 00 0 209 00 - 0 206 51 - 150 0 209 50

DX3 > 63 A vertical 0 206 01 - 200 0 208 01 0 209 01 0 212 09 0 206 51 - 200 0 209 51

Vistop 63 to 
160 A modular vertical 0 206 01 - 200 0 208 01 0 209 01 0 212 09 0 206 51 - 200 0 209 51

DPX-IS 250 fi xed vertical with modular devices front or rear 0 206 01 0 262 39 300 0 208 10 0 209 10 - 0 206 51 0 262 39 300 0 209 60

FIXING ON PLATE

DPX³ 160
(Combination 

possible 
with 

DPX³ 250)

fi xed

vertical

without side motor-
driven handle front - - 0 206 11

+ 4 210 71/73(1) 300 0 208 10 0 209 10 - - 0 206 61
+ 4 210 71/73(1) 300 0 209 60

with side motor-driven 
handle front - - 0 206 11

+ 4 210 68 300 0 208 10 0 209 10 - - 0 206 61
+ 4 210 68 300 0 209 60

without front motor-
driven handle front or rear 0 207 50 0 207 90 0 207 49 300 0 208 10 0 209 10 - 0 207 61 0 207 49 300 0 209 60

with front motor-driven 
handle front or rear - 0 207 90 0 207 49 300 0 208 10 0 209 10 - 0 207 61 0 207 49 300 0 209 60

with direct rotary 
handle

front - - 0 206 08
+ 4 210 71/73(1) 300 0 208 05 0 209 05 - - - - -

front or rear 0 207 50 0 207 90 0 207 49 300 0 208 05 0 209 05 - 0 207 61 0 207 49 300 0 209 65

manual supply inverter
front - - 0 206 11

+ 4 210 58 300 0 208 10 0 209 10 - - - - -

front or rear 0 207 50 0 206 63 0 206 71 300 0 208 10 0 209 10 - - - - -

motor-driven 
supply inverter

front - 0 206 13 
+ 4 210 58 300 0 208 10 0 209 10 - - - - -

front or rear - 0 206 63 0 206 71 300 0 208 10 0 209 10 - - - - -

horizontal
- front - - 0 206 15 150 0 208 13 0 209 13 - - - - -

with or without front 
motor-driven handle front or rear - 0 207 94 150 0 208 13 0 209 13 - - - - -

draw-out
vertical

with or without front 
motor-driven handle front or rear 0 207 50 0 207 91 0 207 59 400 - - 0 212 11 - - - -

with direct rotary 
handle front or rear 0 207 91 0 207 59 400 - - 0 212 08 - - - -

manual or motor-driven 
supply inverter front or rear 0 207 50 0 206 69 0 206 81 400 - - 0 212 11 - - - -

horizontal with or without front 
motor-driven handle front or rear - 0 207 95 200 - - 0 212 13 - - - -

DPX³ 250
(Combination 

possible 
with thermal-

magnetic 
DPX³ 160)

fi xed

vertical

without side motor-
driven handle front - - 0 206 11

+ 4 210 72/74(1) 300 0 208 10 0 209 10 - - 0 206 61
+ 4 210 72/74(1) 300 0 209 60

with side motor-driven 
handle front - - 0 206 11

+ 4 210 69 300 0 208 10 0 209 10 - - 0 206 61
+ 4 210 69 300 0 209 60

without front motor-
driven handle front or rear - 0 207 90 0 207 64 300 0 208 10 0 209 10 - 0 207 61 0 207 49 300 0 209 60

with front motor-driven 
handle front or rear 0 207 50 0 207 90 0 207 64 300 0 208 10 0 209 10 - 0 207 61 0 207 49 300 0 209 60

with direct rotary 
handle

front 0 207 50 - 0 206 08
+ 4 210 72/74(1) 300 0 208 05 0 209 05 - - - - -

front or rear 0 207 50 0 207 90 0 207 64 300 0 208 05 0 209 05 - 0 207 61 0 207 49 300 0 209 65

manual supply inverter
front - - 0 206 11 

+ 4 210 58 300 0 208 10 0 209 10 - - - - -

front or rear 0 207 50 0 206 63 0 206 73 300 0 208 10 0 209 10 - - - - -

motor-driven 
supply inverter

front - 0 206 13 
+ 4 210 58 300 0 208 10 0 209 10 - - - - -

front or rear - 0 206 63 0 206 73 300 0 208 10 0 209 10 - - - - -

horizontal
- front - - 0 206 17 200 0 208 17 0 209 17 - - - - -

with or without front 
motor-driven handle front or rear - 0 207 96 200 0 208 17 0 209 17 - - - - -

draw-out
vertical

with or without front 
motor-driven handle front or rear 0 207 50 0 207 91 0 207 69 400 - - 0 212 11 - - - -

with direct rotary 
handle front or rear 0 207 91 0 207 69 400 - - 0 212 08 - - - -

manual or motor-driven 
supply inverter front or rear 0 207 50 0 206 69 0 206 83 400 - - 0 212 11 - - - -

horizontal with or without front 
motor-driven handle front or rear - 0 207 97 200 - - 0 212 13 - - - -

DPX-IS 250 fi xed
vertical

centred device only front or rear - 0 206 05 300 0 208 10 0 209 10 - - 0 206 55 300 0 209 60

1 or 2 devices front or rear - 0 206 05 300 0 208 06 0 209 06 - - 0 206 55 300 0 209 60

horizontal 1 device front or rear - 0 206 18 300 - 0 209 18 - - - - -

1:  Cat.Nos 4 210 73/74 for DPX³ with earth leakage module

DISCOVER THE RANGE

�  Enclosure:
2 Heights: 2 m and 2.2 m
3 Widths: 475, 725 or 975 mm
3 Depths: 475, 725 or 975 mm
IP 30 or IP 55 (with door and seal)

�  Takes: DIN rail equipment, DMX3, DPX3,
DPX-IS and Vistop up to 4000 A

XL3 4000 
ENCLOSURES

Enclosures
       for any
configuration

XL3 4000 enclosure with Legrand protection devices

XL3 4000 enclosures are fully modular, 
enable different configurations 
(back to back, or side by side) and take all 
equipment up to 4000 A, whatever level of 
partitioning is required

XL3 configurable assemblies
guide to migration from 
IEC 60439 to IEC 61439
Download the guide on 
www.docexport.legrand.com 

FROM IEC 60439 TO IEC 61439
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Device Version Position Configuration Connection
terminals

XL3 4000 - 24 modules XL3 4000 - 36 modules

Spacer
Fixing

devices
Plate

Metal faceplate Fixing
devices

Plate
Metal faceplate

Height (mm) 1/4 turn Screw Lock Height (mm) Screw

FIXING ON DIN-RAIL

DX3 < 63 A vertical 0 206 01 - 150 0 208 00 0 209 00 - 0 206 51 - 150 0 209 50

DX3 > 63 A vertical 0 206 01 - 200 0 208 01 0 209 01 0 212 09 0 206 51 - 200 0 209 51

Vistop 63 to 
160 A modular vertical 0 206 01 - 200 0 208 01 0 209 01 0 212 09 0 206 51 - 200 0 209 51

DPX-IS 250 fixed vertical with modular devices front or rear 0 206 01 0 262 39 300 0 208 10 0 209 10 - 0 206 51 0 262 39 300 0 209 60

FIXING ON PLATE

DPX³ 160
(Combination 

possible  
with  

DPX³ 250)

fixed

vertical

without side motor-
driven handle front - - 0 206 11

+ 4 210 71/73(1) 300 0 208 10 0 209 10 - - 0 206 61
+ 4 210 71/73(1) 300 0 209 60

with side motor-driven 
handle front - - 0 206 11

+ 4 210 68 300 0 208 10 0 209 10 - - 0 206 61
+ 4 210 68 300 0 209 60

without front motor-
driven handle front or rear 0 207 50 0 207 90 0 207 49 300 0 208 10 0 209 10 - 0 207 61 0 207 49 300 0 209 60

with front motor-driven 
handle front or rear - 0 207 90 0 207 49 300 0 208 10 0 209 10 - 0 207 61 0 207 49 300 0 209 60

with direct rotary 
handle

front - - 0 206 08
+ 4 210 71/73(1) 300 0 208 05 0 209 05 - - - - -

front or rear 0 207 50 0 207 90 0 207 49 300 0 208 05 0 209 05 - 0 207 61 0 207 49 300 0 209 65

manual supply inverter
front - - 0 206 11

+ 4 210 58 300 0 208 10 0 209 10 - - - - -

front or rear 0 207 50 0 206 63 0 206 71 300 0 208 10 0 209 10 - - - - -

motor-driven  
supply inverter

front - 0 206 13 
+ 4 210 58 300 0 208 10 0 209 10 - - - - -

front or rear - 0 206 63 0 206 71 300 0 208 10 0 209 10 - - - - -

horizontal
- front - - 0 206 15 150 0 208 13 0 209 13 - - - - -

with or without front 
motor-driven handle front or rear - 0 207 94 150 0 208 13 0 209 13 - - - - -

draw-out
vertical

with or without front 
motor-driven handle front or rear 0 207 50 0 207 91 0 207 59 400 - - 0 212 11 - - - -

with direct rotary 
handle front or rear 0 207 91 0 207 59 400 - - 0 212 08 - - - -

manual or motor-driven 
supply inverter front or rear 0 207 50 0 206 69 0 206 81 400 - - 0 212 11 - - - -

horizontal with or without front 
motor-driven handle front or rear - 0 207 95 200 - - 0 212 13 - - - -

DPX³ 250
(Combination 

possible  
with thermal-

magnetic  
DPX³ 160)

fixed

vertical

without side motor-
driven handle front - - 0 206 11

+ 4 210 72/74(1) 300 0 208 10 0 209 10 - - 0 206 61
+ 4 210 72/74(1) 300 0 209 60

with side motor-driven 
handle front - - 0 206 11

+ 4 210 69 300 0 208 10 0 209 10 - - 0 206 61
+ 4 210 69 300 0 209 60

without front motor-
driven handle front or rear - 0 207 90 0 207 64 300 0 208 10 0 209 10 - 0 207 61 0 207 49 300 0 209 60

with front motor-driven 
handle front or rear 0 207 50 0 207 90 0 207 64 300 0 208 10 0 209 10 - 0 207 61 0 207 49 300 0 209 60

with direct rotary 
handle

front 0 207 50 - 0 206 08
+ 4 210 72/74(1) 300 0 208 05 0 209 05 - - - - -

front or rear 0 207 50 0 207 90 0 207 64 300 0 208 05 0 209 05 - 0 207 61 0 207 49 300 0 209 65

manual supply inverter
front - - 0 206 11 

+ 4 210 58 300 0 208 10 0 209 10 - - - - -

front or rear 0 207 50 0 206 63 0 206 73 300 0 208 10 0 209 10 - - - - -

motor-driven  
supply inverter

front - 0 206 13 
+ 4 210 58 300 0 208 10 0 209 10 - - - - -

front or rear - 0 206 63 0 206 73 300 0 208 10 0 209 10 - - - - -

horizontal
- front - - 0 206 17 200 0 208 17 0 209 17 - - - - -

with or without front 
motor-driven handle front or rear - 0 207 96 200 0 208 17 0 209 17 - - - - -

draw-out
vertical

with or without front 
motor-driven handle front or rear 0 207 50 0 207 91 0 207 69 400 - - 0 212 11 - - - -

with direct rotary 
handle front or rear 0 207 91 0 207 69 400 - - 0 212 08 - - - -

manual or motor-driven 
supply inverter front or rear 0 207 50 0 206 69 0 206 83 400 - - 0 212 11 - - - -

horizontal with or without front 
motor-driven handle front or rear - 0 207 97 200 - - 0 212 13 - - - -

DPX-IS 250 fixed
vertical

centred device only front or rear - 0 206 05 300 0 208 10 0 209 10 - - 0 206 55 300 0 209 60

1 or 2 devices front or rear - 0 206 05 300 0 208 06 0 209 06 - - 0 206 55 300 0 209 60

horizontal 1 device front or rear - 0 206 18 300 - 0 209 18 - - - - -

1: �Cat.Nos 4 210 73/74 for DPX³ with earth leakage module
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Equipment selection for XL3 4000

Device Version Position Configuration Connection
(terminals)

Rotary handle/
motor-driven

XL3 4000 - 24 modules XL3 4000 - 36 modules

Spacer Fixing
devices Plate

Metal faceplate Fixing
devices Plate

Metal faceplate
Height (mm) 1/4 turn Screw Lock Height (mm) Screw Lock

FIXING ON PLATE

DPX³ 630

fixed

vertical

1 to 3 devices, no elcbs front - - 0 206 20 400 0 208 20 0 209 20 - - 0 206 70 400 0 209 70 -

1 to 3 devices, no elcbs front or rear with or without 0 207 50(1) 0 207 20 0 207 85 400 0 208 20 0 209 20 - 0 207 70 0 207 85 400 0 209 70 -

1 to 3 devices, with elcbs front - - 0 206 22 600 0 208 22 0 209 22 - - 0 206 72 600 0 209 72 -

1 to 3 devices, with elcbs front or rear with or without 0 207 50(1) 0 207 22 0 207 86 600 0 208 22 0 209 22 - 0 207 72 0 207 86 600 0 209 72 -

horizontal
with or without elcbs front - - 0 206 23 300 0 208 23 0 209 21 - - - - - -

with or without elcbs front or rear with or without - 0 207 93 300 - 0 209 23 - - - - - -

vertical supply inverters front or rear with or without mot. control 0 207 50(1) - 0 210 67 400 - 0 210 67 - - - - - -

plug-in
vertical

1 to 2 devices, no elcbs front or rear with or without 0 210 60 0 210 62 400 - - 0 210 64 - - - - -

1 to 2 devices, no elcbs front or rear with or without - 0 210 61 0 210 63 400 - - 0 210 65 - - - - -

horizontal with or without elcbs front or rear with or without - 0 207 98 300 - - 0 212 17 - - - - -

draw-out

vertical

no elcbs front or rear with or without rotary handle 0 207 50 0 210 60 0 210 62 400 - - 0 212 21 - - - - -

no elcbs front or rear motor-driven 0 207 50 0 210 60 0 210 62 400 - - 0 212 04 - - - - -

with elcbs front or rear with or without rotary handle 0 207 50 0 210 61 0 210 63 600 - - 0 212 23 - - - - -

horizontal
with or without elcbs front or rear with or without rotary handle - 0 207 98 300 - - 0 212 18 - - - - -

with or without elcbs front or rear motor-driven - 0 207 98 300 - - 0 212 19 - - - - -

vertical
supply inverters front or rear motor-driven 0 207 50 - 0 210 66 400 - - 0 210 69 - - - - -

supply inverters front or rear - - - - - - - 0 210 68 - - - - -

DPX-IS 630 fixed
vertical device only front or rear - - 0 206 07 300 0 208 07 0 209 07 - - 0 206 57 300 0 209 57 -

horizontal device only front or rear - 0 206 19 300 - 0 209 19 - - - - - -

DPX-IS 1600 fixed
vertical

device only front terminals - - 0 211 00 400 - 0 211 13 - - - - - -

device only rear terminals - - 0 211 06 400 - 0 211 13 - - - - - -

horizontal device only - - - 0 211 00 400 - 0 208 36 - - - - - -

DPX³ 1600

fixed

vertical

no elcbs front terminals - - 0 211 00 400 0 211 10 0 211 11 - - 0 211 02 400 0 211 12 -

no elcbs front terminals rotary handle or motor-driven 0 207 50(1)(2) - 0 211 04 400 - 0 211 14 - - - - - -

no elcbs rear terminals - 0 207 50(1)(2) - 0 211 06 400 0 211 10 0 211 11 - - 0 211 03 400 0 211 12 -

no elcbs rear terminals rotary handle or motor-driven 0 207 50(1)(2) - 0 211 06 400 - 0 211 14 - - - - - -

horizontal

no elcbs front terminals - - 0 211 00 400 0 208 34 0 209 34 - - 0 206 80 400 0 209 84 -

no elcbs front terminals motor-driven - 0 211 00 400 - 0 209 36 - - - - - -

no elcbs rear terminals motor-driven - 0 211 00 400 - 0 209 35 - - - - - -

no elcbs front or rear - 0 207 50(1)(2) - 0 207 36 400 0 208 34 0 209 34 - - - - - -

no elcbs front or rear rotary handle or motor-driven 0 207 50(1)(2) - 0 207 36 400 - 0 209 35 - - - - - -

horizontal
supply inverters front or rear - - 0 206 86 800 - 0 209 86 - - - - - -

supply inverters front or rear motor-driven - 0 206 86 800 - 0 209 87 - - - - - -

draw-out

vertical
no elcbs front terminals - - 0 211 05 400 - - 0 211 15 - - - - -

no elcbs front terminals rotary handle or motor-driven - 0 211 05 400 - - 0 211 16 - - - - -

horizontal

no elcbs rear terminals - - 0 207 35 400 - - 0 212 34 - - - - -

no elcbs rear terminals rotary handle or motor-driven - 0 207 35 400 - - 0 212 35 - - - - -

supply inverters rear terminals - - 0 206 87 800 - - 0 212 36 - - - - -

supply inverters rear terminals motor-driven - 0 206 87 800 - - 0 212 37 - - - - -

DMX³ 1600

fixed

vertical

device only rear terminals - 0 207 80 - 600 - - 0 210 84 0 207 81 - 600 - 0 207 86

draw-out device only rear terminals - 0 207 80 - 600 - - 0 210 85 0 207 81 - 600 - 0 207 87

fixed 2 devices side by side rear terminals - - - - - - - 0 207 81 - 600 - 0 207 88

draw-out 2 devices side by side rear terminals - - - - - - - 0 207 81 - 600 - 0 207 89

DMX3 2500, N/H/L, 3P
DMX3 2500, N/H, 4P

fixed
vertical

device only rear terminals - 0 207 51 - 600 - - 0 209 38 0 207 52 - 600 - 0 209 48

draw-out device only rear terminals - 0 207 53 - 600 - - 0 209 38 0 207 54 - 600 - 0 209 48

DMX3-L 2500 4P
fixed

vertical
device only rear terminals - 0 207 51 - 600 - - 0 209 39 0 207 52 - 600 - 0 209 48

draw-out device only rear terminals - 0 207 53 - 600 - - 0 209 39 0 207 54 - 600 - 0 209 48

DMX3 4000, N/H/L, 3P
fixed

vertical
device only rear terminals - 0 207 51 - 600 - - 0 209 38 0 207 52 - 600 - 0 209 48

draw-out device only rear terminals - 0 207 53 - 600 - - 0 209 38 0 207 54 - 600 - 0 209 48

DMX3-L 4000, N/H/L, 4P
fixed

vertical
device only rear terminals - 0 207 51 - 600 - - 0 209 39 0 207 52 - 600 - 0 209 48

draw-out device only rear terminals - 0 207 53 - 600 - - 0 209 39 0 207 54 - 600 - 0 209 48

1: No height spacer if  motor-driven
2: Two sets of  spacers for adjustable plate
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Device Version Position Configuration Connection
(terminals)

Rotary handle/
motor-driven

XL3 4000 - 24 modules XL3 4000 - 36 modules

Spacer Fixing
devices Plate

Metal faceplate Fixing
devices Plate

Metal faceplate
Height (mm) 1/4 turn Screw Lock Height (mm) Screw Lock

FIXING ON PLATE

DPX³ 630

fixed

vertical

1 to 3 devices, no elcbs front - - 0 206 20 400 0 208 20 0 209 20 - - 0 206 70 400 0 209 70 -

1 to 3 devices, no elcbs front or rear with or without 0 207 50(1) 0 207 20 0 207 85 400 0 208 20 0 209 20 - 0 207 70 0 207 85 400 0 209 70 -

1 to 3 devices, with elcbs front - - 0 206 22 600 0 208 22 0 209 22 - - 0 206 72 600 0 209 72 -

1 to 3 devices, with elcbs front or rear with or without 0 207 50(1) 0 207 22 0 207 86 600 0 208 22 0 209 22 - 0 207 72 0 207 86 600 0 209 72 -

horizontal
with or without elcbs front - - 0 206 23 300 0 208 23 0 209 21 - - - - - -

with or without elcbs front or rear with or without - 0 207 93 300 - 0 209 23 - - - - - -

vertical supply inverters front or rear with or without mot. control 0 207 50(1) - 0 210 67 400 - 0 210 67 - - - - - -

plug-in
vertical

1 to 2 devices, no elcbs front or rear with or without 0 210 60 0 210 62 400 - - 0 210 64 - - - - -

1 to 2 devices, no elcbs front or rear with or without - 0 210 61 0 210 63 400 - - 0 210 65 - - - - -

horizontal with or without elcbs front or rear with or without - 0 207 98 300 - - 0 212 17 - - - - -

draw-out

vertical

no elcbs front or rear with or without rotary handle 0 207 50 0 210 60 0 210 62 400 - - 0 212 21 - - - - -

no elcbs front or rear motor-driven 0 207 50 0 210 60 0 210 62 400 - - 0 212 04 - - - - -

with elcbs front or rear with or without rotary handle 0 207 50 0 210 61 0 210 63 600 - - 0 212 23 - - - - -

horizontal
with or without elcbs front or rear with or without rotary handle - 0 207 98 300 - - 0 212 18 - - - - -

with or without elcbs front or rear motor-driven - 0 207 98 300 - - 0 212 19 - - - - -

vertical
supply inverters front or rear motor-driven 0 207 50 - 0 210 66 400 - - 0 210 69 - - - - -

supply inverters front or rear - - - - - - - 0 210 68 - - - - -

DPX-IS 630 fixed
vertical device only front or rear - - 0 206 07 300 0 208 07 0 209 07 - - 0 206 57 300 0 209 57 -

horizontal device only front or rear - 0 206 19 300 - 0 209 19 - - - - - -

DPX-IS 1600 fixed
vertical

device only front terminals - - 0 211 00 400 - 0 211 13 - - - - - -

device only rear terminals - - 0 211 06 400 - 0 211 13 - - - - - -

horizontal device only - - - 0 211 00 400 - 0 208 36 - - - - - -

DPX³ 1600

fixed

vertical

no elcbs front terminals - - 0 211 00 400 0 211 10 0 211 11 - - 0 211 02 400 0 211 12 -

no elcbs front terminals rotary handle or motor-driven 0 207 50(1)(2) - 0 211 04 400 - 0 211 14 - - - - - -

no elcbs rear terminals - 0 207 50(1)(2) - 0 211 06 400 0 211 10 0 211 11 - - 0 211 03 400 0 211 12 -

no elcbs rear terminals rotary handle or motor-driven 0 207 50(1)(2) - 0 211 06 400 - 0 211 14 - - - - - -

horizontal

no elcbs front terminals - - 0 211 00 400 0 208 34 0 209 34 - - 0 206 80 400 0 209 84 -

no elcbs front terminals motor-driven - 0 211 00 400 - 0 209 36 - - - - - -

no elcbs rear terminals motor-driven - 0 211 00 400 - 0 209 35 - - - - - -

no elcbs front or rear - 0 207 50(1)(2) - 0 207 36 400 0 208 34 0 209 34 - - - - - -

no elcbs front or rear rotary handle or motor-driven 0 207 50(1)(2) - 0 207 36 400 - 0 209 35 - - - - - -

horizontal
supply inverters front or rear - - 0 206 86 800 - 0 209 86 - - - - - -

supply inverters front or rear motor-driven - 0 206 86 800 - 0 209 87 - - - - - -

draw-out

vertical
no elcbs front terminals - - 0 211 05 400 - - 0 211 15 - - - - -

no elcbs front terminals rotary handle or motor-driven - 0 211 05 400 - - 0 211 16 - - - - -

horizontal

no elcbs rear terminals - - 0 207 35 400 - - 0 212 34 - - - - -

no elcbs rear terminals rotary handle or motor-driven - 0 207 35 400 - - 0 212 35 - - - - -

supply inverters rear terminals - - 0 206 87 800 - - 0 212 36 - - - - -

supply inverters rear terminals motor-driven - 0 206 87 800 - - 0 212 37 - - - - -

DMX³ 1600

fixed

vertical

device only rear terminals - 0 207 80 - 600 - - 0 210 84 0 207 81 - 600 - 0 207 86

draw-out device only rear terminals - 0 207 80 - 600 - - 0 210 85 0 207 81 - 600 - 0 207 87

fixed 2 devices side by side rear terminals - - - - - - - 0 207 81 - 600 - 0 207 88

draw-out 2 devices side by side rear terminals - - - - - - - 0 207 81 - 600 - 0 207 89

DMX3 2500, N/H/L, 3P
DMX3 2500, N/H, 4P

fixed
vertical

device only rear terminals - 0 207 51 - 600 - - 0 209 38 0 207 52 - 600 - 0 209 48

draw-out device only rear terminals - 0 207 53 - 600 - - 0 209 38 0 207 54 - 600 - 0 209 48

DMX3-L 2500 4P
fixed

vertical
device only rear terminals - 0 207 51 - 600 - - 0 209 39 0 207 52 - 600 - 0 209 48

draw-out device only rear terminals - 0 207 53 - 600 - - 0 209 39 0 207 54 - 600 - 0 209 48

DMX3 4000, N/H/L, 3P
fixed

vertical
device only rear terminals - 0 207 51 - 600 - - 0 209 38 0 207 52 - 600 - 0 209 48

draw-out device only rear terminals - 0 207 53 - 600 - - 0 209 38 0 207 54 - 600 - 0 209 48

DMX3-L 4000, N/H/L, 4P
fixed

vertical
device only rear terminals - 0 207 51 - 600 - - 0 209 39 0 207 52 - 600 - 0 209 48

draw-out device only rear terminals - 0 207 53 - 600 - - 0 209 39 0 207 54 - 600 - 0 209 48

1: No height spacer if  motor-driven
2: Two sets of  spacers for adjustable plate
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Distribution enclosures XL3 4000

IP 30 - IK 07
IP 55 - IK 08 with door and sealing kit for use when joining enclosures
Consist of  the combination of  a "roof-base" assembly, structural uprights, functional uprights, rear and side panels RAL 7035, plinths RAL 7004  
Height 2000 or 2200 mm.
Capacity 24 modules (enclosures width 725 or width 975 with internal cable sleeve), 36 modules (enclosures width 975) 
Usable faceplate height 1800 mm (1700 mm only if  using the pivoting support frame) or 2000 mm

Assembly consisting of:
- Structural upright Cat.Nos 0 205 00
- "Roof-base" Cat.Nos 0 205 03/06/09
- Plinth Cat.Nos 0 205 17/18/19
- Functional uprights Cat.Nos 0 205 24/27
- Intermediate structural uprights Cat.No 0 205 20

0 205 12

Pack Cat.Nos Enclosures and cable sleeves
modular metal

Structural uprights
Height (mm)

2000 2200

Fit onto the "roof-base" assembly 
Take the side and rear panels

1 0 205 00 0 208 50 Set of 4 uprights

Intermediate structural upright
1 0 205 20 0 208 51 Fits on the structure of the enclosure "roof-base"

"Roof-base" for enclosure
Fitted with cable entry plates 
Take the structural uprights

Depth  
(mm)

Width (mm)
external usable

1 0 205 04 475 725 600
1 0 205 05 725 725 600
1 0 205 07 475 975 850
1 0 205 08 725 975 850
1 0 205 06 975 725 600
1 0 205 09 975 975 850

"Roof-base" for cable sleeves
Fitted with cable entry plates
Take the structural uprights

1 0 205 01 475 475 350
1 0 205 02 925 475 350
1 0 205 03 975 475 350

Rear and side panels
Height (mm)

2000 2200 Fixed with screws
1 0 205 41 0 208 57 Width 475 mm
1 0 205 42 0 208 58 Width 725 mm
1 0 205 43 0 208 59 Width 975 mm

Finishing panels IP 30
1 0 205 61 IP 30 width 475 mm
1 0 205 62 IP 30 width 725 mm
1 0 205 63 IP 30 width 975 mm

Height (mm)
2000 2200 IP 55 strip

1 0 205 41 0 208 57 IP 55 strip (for use when joining enclosures)

Plinths that can be placed side by side
Height (mm) Width (mm) Depth (mm)

1 0 205 11 100 475 475
1 0 205 14 100 725 475
1 0 205 15 100 725 725
1 0 205 17 100 975 475
1 0 205 18 100 975 725
1 0 205 19 100 975 975

Pack Cat.Nos Equipment
Functional uprights

Height (mm)
2000 2200

Set of 2 functional uprights
For fixing mounting equipment (faceplate, 
rails…)

1 0 205 12 0 208 52 Reduced functional uprights for enclosure 
depth 475 mm

1 0 205 13 0 208 53 For enclosure without internal cable sleeve
1 0 205 16 0 208 54 For enclosure with cable sleeve

Support frame for faceplates
1 0 205 58 0 208 55 Fixed for enclosure width 725 mm or 

enclosure width 975 mm without internal 
cable sleeves

1 0 205 59 0 208 56 Fixed for enclosure width 975 mm with 
internal cable sleeves

1 0 205 68 Pivoting for enclosure width 725 mm
1 0 205 69 Pivoting for enclosure width 975 mm 

without internal cable sleeves
1 0 205 79 Pivoting for enclosure width 975 mm with 

internal cable sleeves

Spacer for functional uprights
1 0 207 50 For fitting DPX on fixing devices or 

adjustable plates

Fixed crosspieces
Fit onto structural uprights
Fixed crosspieces are required for creating 
an internal cable sleeve

1 0 205 21 Set of 2 crosspieces length 350 mm
1 0 205 22 Set of 2 crosspieces length 600 mm
1 0 205 23 Set of 2 crosspieces length 850 mm

Adjustable crosspieces
Fit onto structural uprights
Specifically for busbar supports

1 0 205 51 Set of 2 crosspieces length 350 mm
1 0 205 52 Set of 2 crosspieces length 600 mm
1 0 205 53 Set of 2 crosspieces length 850 mm

Equipments for partial chassis
2 0 205 30 Kit consisting of 4 fixing plates for reduced 

functional uprights Cat.No 0 205 12
To be used when assembling a double 
partial chassis

1 0 205 31 Set of 2 fixed crosspieces length 350 mm
1 0 205 32 Set of 2 fixed crosspieces length 600 mm

Height (mm)
2000 2200 Front covers with hinges and lock

1 0 205 47 0 208 66 For internal cable sleeve
1 0 205 48 0 208 67 For external cable sleeve

Dimensions and installation principle see e-catalogue
Composition table p. 242
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Distribution enclosures XL3 4000Distribution enclosures XL3 4000  
(continued)

0 205 77 0 205 82

Example of double partial chassis with reduced functional 
uprights Cat.No 0 205 12

with reduced functional upright  
Cat.No 0 205 12 

with functional upright  
Cat.No 0 205 13 

crosspieces  
Cat.No 0 205 31/32 

fixing plate 
Cat.No 0 205 30 

Pack Cat.Nos Reversible doors

Supplied with handle
Interchangeable key barrels, to be 
ordered separately
For mounting on front, rear or side 

Height (mm)
2000 2200 Curved - metal

1 0 205 54 0 208 61 Width 725 mm
1 0 205 57 0 208 62 Width 975 mm

Curved - glass
1 0 205 64 0 208 63 Width 725 mm
1 0 205 67 0 208 64 Width 975 mm

Flat - metal
1 0 205 71 0 208 65 Width 475 mm
1 0 205 74 Width 725 mm
1 0 205 77 Width 975 mm

Height 2000 mm Flat - glass
1 0 205 84 Width 725 mm
1 0 205 87 Width 975 mm

Mounting equipment
Joining

1 0 205 86 Screws for structural joining
1 0 205 88 Set of 2 L-shaped reinforcement plates
1 0 205 89 Set of 2 flat reinforcement plates
1 0 205 85 Sealing kit IP 55 for use when joining 

cabinets - length 5 m
1 0 205 10 Kit for joining plinths

Lifting rings
1 0 205 82 Set of 4

Max. load: 340 kg per ring

For detailed dimensions and installation 
principle, see e-catalogue
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Distribution enclosures XL3 4000 

Enclosures "Roof-base"
assembly

Structural
uprights Plinths Functional

uprights Faceplate supports
Int. cable
sleeves

crosspcs

Int. cable
sleeves fr.

covers

Rear
panels

Side
panels

Doors
Curved Flat

Metal Glass Metal Glass

Height 2000
or 2200 mm

Width x Depth fixed pivoting

725 x 425

0 205 04 0 205 00
0 208 50(2) 0 205 14 0 205 12

0 208 52(2)
0 205 58

0 208 55(2) 0 205 68 - - 0 205 42
0 208 58(2)

0 205 41
0 208 57(2)

0 205 54
0 208 61(2)

0 205 64
0 208 63(2) 0 205 74 0 205 84

725 x 725

0 205 05 0 205 00
0 208 50(2) 0 205 15 0 205 13

0 208 53(2)
0 205 58

0 208 55(2) 0 205 68 - - 0 205 42
0 208 58(2)

0 205 42
0 208 58(2)

0 205 54
0 208 61(2)

0 205 64
0 208 63(2) 0 205 74 0 205 84

725 x 975

0 205 06 0 205 00
0 208 50(2) 0 205 18 0 205 13

0 208 53(2)
0 205 58

0 208 55(2) 0 205 68 - - 0 205 42
0 208 58(2)

0 205 43
0 208 59(2)

0 205 54
0 208 61(2)

0 205 64
0 208 63(2) 0 205 74 0 205 84

975 x 475(1)

0 205 07 0 205 00
0 208 50(2) 0 205 17

0 205 12
0 208 52(2)

0 205 16
0 208 54(2)

0 205 58
0 208 55(2)

0 205 59
0 208 56(2)

0 205 69
0 205 79 0 205 21 0 205 47 0 205 43

0 208 59(2)
0 205 41

0 208 57(2)
0 205 57

0 208 62(2)
0 205 67

0 208 64(2) 0 205 77 0 205 87

975 x 725(1)

0 205 08 0 205 00
0 208 50(2) 0 205 18

0 205 13
0 208 53(2)

0 205 16
0 208 54(2)

0 205 58
0 208 55(2)

0 205 59
0 208 56(2)

0 205 69
0 205 79 0 205 22 0 205 47 0 205 43

0 208 59(2)
0 205 42

0 208 58(2)
0 205 57

0 208 62(2)
0 205 67

0 208 64(2) 0 205 77 0 205 87

975 x 975(1)

0 205 09 0 205 00
0 208 50(2) 0 205 19

0 205 13
0 208 53(2)

0 205 16
0 208 54(2)

0 205 58
0 208 55(2)

0 205 59
0 208 56(2)

0 205 69
0 205 79 0 205 23 0 205 47 0 205 43

0 208 59(2)
0 205 43

0 208 59(2)
0 205 57

0 208 62(2)
0 205 67

0 208 64(2) 0 205 77 0 205 87

External cable
sleeves

"Roof-base"
assemblie

Structural
uprights Plinths Front covers Rear panels Side panels Metal doors

Height 2000
or 2200 mm

Width x Depth

475 x 475

0 205 01 0 205 00
0 208 50(2) 0 205 11 0 205 48

0 208 67(2)
0 205 41

0 208 57(2)
0 205 41

0 208 57(2)
0 205 71

0 208 65(2)

475 x 725

0 205 02 0 205 00
0 208 50(2) 0 205 14 0 205 48

0 208 67(2)
0 205 41

0 208 57(2)
0 205 42

0 208 58(2)
0 205 71

0 208 65(2)

475 x 975

0 205 03 0 205 00
0 208 50(2) 0 205 17 0 205 48

0 208 67(2)
0 205 41

0 208 57(2)
0 205 43

0 208 59(2)
0 205 71

0 208 65(2)

1: With internal cable sleeve
2: For enclosure height 2200 mm
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Equipment for XL3 4000
 for modular devices, Vistop, DPX3 160/250, DPX-IS 250 on rail 2

Equipment for XL3 4000
for mounting on plate: DPX-IS 250, 630 and 1600

0 208 00 0 209 01

0 206 01 0 262 39

0 208 10 0 209 10

0 206 05

Pack Cat.Nos Plates for DPX-IS
Direct fi xing on functional uprights

24 modules 36 modules Fixed plates for device in vertical position
1 0 206 05 0 206 55 For 1 or 2 DPX-IS 250 front or rear terminals
1 0 206 07 0 206 57 For 1 DPX-IS 630 front or rear terminals
1 0 211 00 For 1 DPX-IS 1600 or 1 DPX 1600 front 

terminals
1 0 211 06 0 211 03 For 1 DPX-IS 1600 or 1 DPX 1600 rear 

terminals
Fixed plates for device in horizontal 
position

1 0 206 18 For 1 DPX-IS 250 front or rear terminals
1 0 206 19 For 1 DPX-IS 630 front or rear terminals

Metal faceplates

24 modules 36 modules
For 1 DPX-IS 250
in vertical position

1 0 208 101 1/4 turn
1 0 209 102 0 209 602 With captive screws(2)

For 2 DPX-IS 250 in vertical position
1 0 208 061 1/4 turn
1 0 209 062 0 209 602 With captive screws

For 1 DPX-IS 250 in horizontal position
1 0 209 182 With captive screws

For 1 DPX-IS 630 in vertical position
1 0 208 071 1/4 turn
1 0 209 072 0 209 572 With captive screws

Does not allow the use 
of terminal shields Cat.No 0 262 45

For 1 DPX-IS 630 in horizontal position
1 0 209 192 With captive screws

24 modules For 1 DPX-IS 1600 in vertical position
1 0 211 132 With captive screws

For 1 DPX-IS 1600 in horizontal position
1 0 208 362 With captive screws

1: For fastening and sealing
2: Hinges Cat.No 0 209 59 available as an option

Pack Cat.Nos Fixing devices on rail 2
Rails 2

24 modules 36 modules

Comprising: an aluminium profi le rail and 
two 2-position fi xing brackets
Accept HX3 125 A plug-in connection row 
distribution blocks
Fit onto functional uprights
For mounting DPX3 using fi xing plates

1 0 206 01 0 206 51 For fi xing on XL3 800 and XL3 4000 
functional uprights
Accept wire guide Cat.No 4 052 25 (p. 225)

Fixing plates for mounting DPX³
on rail 2
For mounting DPX³ on aluminium rail 3 
or on plate Cat.Nos 0 206 11/61

1 4 210 71 For DPX3 160 without side motor-driven 
handle

1 4 210 73 For DPX3 160 with earth leakage module 
without side motor-driven handle

1 4 210 68 For all DPX3 160 devices with side motor-
driven handle

1 4 210 72 For DPX3 250 without side motor-driven 
handle

1 4 210 74 For DPX3 250 with earth leakage module 
without side motor-driven handle

1 4 210 69 For all DPX3 250 devices with side motor-
driven handle

Fixing plate for mounting DPX-IS 250 
on rail 2
For mounting devices on aluminium rail 3 
or on plate Cat.Nos 0 206 11/61

1 0 262 39 For DPX-IS 250

Rail height spacer
Designed for simultaneous mounting
of modular devices and DPX3 160/250 and 
DPX-IS 250 devices mounted on rail 3
Cat.Nos 0 206 01/51 or plate 
Cat.Nos 0 206 11/61

1 4 052 26 For 20 modules 

Metal faceplates

24 modules 36 modules For modular devices
1 0 208 001 1/4 turn
1 0 209 002 0 209 502 With captive screws

For Vistop up to 160 A
1 0 208 011 1/4 turn
1 0 209 012 0 209 512 With captive screws

For DPX3 and DPX-IS 250
1 0 208 101 1/4 turn
1 0 209 102 0 209 602 With captive screws

1: For fastening and sealing
2: Hinges Cat.No 0 209 59 available as an option
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Download XL3 4000/6300
Workshop specifi cations on
www.docexport.legrand.com

enclosures 

XL³ 4000 and XL³ 6300

GLOBAL SPECIALIST In elecTrIcAl  
AnD DIGITAl BuIlDInG InFrAsTrucTures

XL³ 4000 and XL³ 6300
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Equipment for XL³ 4000
for mounting on fixed plate : DPX3 160 and DPX3 250

Equipment for XL3 4000
for mounting on fixed plate: DPX3 630 and DPX3 1600 

Pack Cat.Nos Plates for fixed version  
DPX³ 630/1600, with front terminals

Direct fixing on functional uprights

24 modules 36 modules Devices in vertical position
1 0 206 201 0 206 70 For 1 to 3 DPX³ 630
1 0 206 221 For 1 to 3 DPX³ 630 with earth leakage 

module
1 0 211 00 0 211 02 For 1 DPX IS 1600 or 1 DPX³ 1600 front 

terminal

Devices in horizontal position
For cut-out protection for cable passing, 
use seal Cat.No 0 202 40 (p. 208)

1 0 206 23 For 1 DPX³ 630 with or without earth 
leakage module

1 0 211 00 0 211 02 For 1 DPX IS 1600 or 1 DPX³ 1600 front 
terminal

Metal faceplates for devices in 
vertical position

24 modules 36 modules For 1 to 3 DPX³ 630 only
1 0 208 202 1/4 turn
1 0 209 203 0 209 703 With captive screws

For 1 to 3 DPX³ 630 with downstream  
earthleakage module

1 0 208 222 1/4 turn
1 0 209 223 0 209 723 With captive screws

For 1 DPX³ 1600
1 0 211 102 1/4 turn
1 0 211 113 0 211 123 With captive screws

Metal faceplates for devices in 
vertical position

24 modules

For 1 DPX³ 630 with or without 
earth leakage module without motor

1 0 208 232 1/4 turn
1 0 209 213 With captive screws

For 1 DPX³ 630 with or without 
earth leakage module with motor

1 0 209 233 With captive screws

24 modules 36 modules For 1 DPX³ 1600
1 0 208 343 1/4 turn
1 0 209 343 0 209 843 With captive screws

1: For 2 DPX 630 4P
2: For fastening and sealing
3: Hinges Cat.No 0 209 59 available as an option
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Pack Cat.Nos Plates for fixed version 
DPX3 160/250 with front terminals

Direct fixing on functional uprights

24 modules 36 modules
Devices in vertical position

1 0 206 11 0 206 61 Equipped with a rail 3 for fixing DPX³  
The DPX³ must be equipped with a fixing 
plate Cat.Nos 4 210 68/69/71/72 or plate 
for manual supply inverter Cat.No 4 210 58
Designed for simultaneous mounting of 
DPX3 160/250 and modular equipment 
(with spacer Cat.No 0 262 99)

1 0 206 08 Plate for DPX³ with direct rotary handle
The DPX3 must be equipped with a fixing 
plate Cat.Nos 4 210 68/69

1 0 206 13 Plate for motor-driven supply inverter 
The supply inverter must be equipped with 
a fixing plate Cat.Nos 4 210 58

Devices in horizontal position

24 modules

For cut-out protection for cable passing, 
use seal Cat.No 0 202 40 (p. 208)

1 0 206 15 For 1 DPX³ 160
1 0 206 17 For 1 DPX³ 250

Metal faceplates

24 modules 36 modules

For DPX3 in vertical position without 
direct rotary handle

1 0 208 101 1/4 turn
1 0 209 102 0 209 602 With captive screws
1 0 209 27 With captive screws for

DPX³ 250 with terminal shields

24 modules
For DPX³ in vertical position with direct 
rotary handle

1 0 208 051 1/4 turn
1 0 209 052 With captive screws

For DPX³ 160
1 0 208 131 1/4 turn
1 0 209 132 With captive screws

For DPX³ 250
1 0 208 171 1/4 turn
1 0 209 172 With captive screws

1: For fastening and sealing
2: Hinges Cat.No 0 209 59 available as an option
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Equipment for XL3 4000
for mounting on adjustable plate: DPX3 160, DPX3 250 fixed version

Equipment for XL3 4000
for mounting on adjustable plate: plug-in DPX3 160, DPX3 250

0 209 10 0 212 110 208 13 0 212 13

Pack Cat.Nos Fixing fixed version DPX3 160/250 
with front or rear terminals

Adjustable fixing devices for MCCBs in 
vertical position

24 modules 36 modules

The MCCBs are fixed using special 
mounting plates
Allow mounting direct rotary handles and 
front motor-driven handles

1 0 207 90 0 207 61 For 1 to 3 DPX3

1 0 206 63 For 2 DPX3 supply invertor

Mounting plates for devices in  
vertical position

1 0 207 49 For 1 DPX3 160
1 0 206 71 For 1 DPX3 160 in supply invertor
1 0 207 64 For 1 DPX3 250
1 0 206 73 For 1 DPX3 250 in supply invertor

24 modules
Adjustable plates for devices in 
horizontal position

1 0 207 94 For 1 DPX3 160
1 0 207 96 For 1 DPX3 250

Metal faceplates for devices in 
vertical position

24 modules 36 modules
For DPX3 with or without
motor driven handle

1 0 208 101 1/4 turn
1 0 209 102 0 209 602 With captive screws

For 1 to 3 DPX3 with 
direct rotary handle

1 0 208 051 1/4 turn
1 0 209 052 0 209 652 With captive screws

Metal faceplates for devices in 
horizontal position
Allow mounting front motor-driven handles

24 modules For 1 DPX3 160
1 0 208 132 1/4 turn
1 0 209 131 With captive screws

For 1 DPX3 250
1 0 208 172 1/4 turn
1 0 209 171 With captive screws

1: Hinges Cat.No 0 209 59 available as an option
2: For fastening and sealing

Pack Cat.Nos Fixing plug-in version DPX3 160/250
with front or rear terminals

Adjustable fixing devices in vertical position
The devices are fixed using special mounting plates
Allow mounting direct rotary handles and front  
motor-driven handles

1 0 207 91 For 1 to 3 DPX3

1 0 206 69 For 2 DPX3 supply invertor

Mounting plates for devices in vertical position
1 0 207 59 For 1 DPX3 160
1 0 206 81 For 1 DPX3 160 in supply invertor
1 0 207 69 For 1 DPX3 250
1 0 206 83 For 1 DPX3 250 in supply invertor

Adjustable plates for devices in horizontal 
position

1 0 207 95 For 1 DPX3 160
1 0 207 97 For 1 DPX3 250

Metal faceplates for devices in  
vertical position
For 1 to 3 DPX3 with or without  
front motor-driven handle

1 0 212 11 With hinges and lock

For 1 to 3 DPX3 with  
direct rotary handle

1 0 212 08 With hinges and lock

Metal faceplate for devices
in horizontal position
Allow mounting front motor-driven handles

For 1 DPX3

1 0 212 13 With hinges and lock
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Equipment for XL3 4000
for mounting on adjustable plates: DPX3 630 fixed version

Equipment for XL3 4000 for mounting on adjustable 

plates: DPX3 630 plug-in, draw-out version or supply invertors

0 210 60 0 210 620 208 20 0 208 23

Pack Cat.Nos Fixing fixed version DPX3 630, with 
front or rear terminals

Adjustable fixing devices for MCCBs in 
vertical position

24 modules 36 modules The MCCBs are fixed using special plates
1 0 207 20 0 207 70 For 1 to 3 DPX³ 630
1 0 207 22 0 207 72 For 1 to 3 DPX³ 630 with earth leakage 

module

24 modules
Mounting plates for devices in  
vertical position

1 0 207 85 DPX³ 630
1 0 207 86 DPX³ 630 with earth leakage module

24 modules
Adjustable plates for devices in 
horizontal position

1 0 207 93 For 1 DPX³ 630 with or without elcbs

Metal faceplates for devices in 
vertical position

24 modules 36 modules
For 1 to 3 DPX³ 630 only

1 0 208 201 1/4 turn
1 0 209 202 0 209 702 With captive screws

For 1 to 3 DPX³ 630 with 
downstream elcbs

1 0 208 221 1/4 turn
1 0 209 222 0 209 722 With captive screws

Metal faceplates for devices in
horizontal position

24 modules
For 1 DPX³ 630 with or 
without elcbs

1 0 208 231 1/4 turn
1 0 209 212 With captive screws

For 1 DPX³ 630 with or without elcbs 
with motor-driven or rotary handle

1 0 209 232 With captive screws

1: For fastening and sealing
2: Hinges Cat.No 0 209 59 available as an option
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Adjustable plates are used for front terminal/rear terminal connection and 
mounting of motor-driven or rotary handles

Adjustable plates are used for front terminal/rear terminal connection and 
mounting of motor-driven or rotary handles

Pack Cat.Nos Fixing plug-in or draw-out version DPX³ 630, 
with front or rear terminals

Adjustable fixing devices for MCCBs in  
vertical position
The MCCBs are fixed using special plates

1 0 210 60 For 1 to 2 DPX³ 630
1 0 210 61 For 1 to 2 DPX³ 630 with elcbs

Mounting plates for devices in  
vertical position

1 0 210 62 For device only
1 0 210 63 For device with elcbs
1 0 207 98 For plug-in or draw-out device with or without elcbs

Metal faceplates for plug-in devices
Faceplates with hinges and lock
Devices in vertical position

1 0 210 64 For 1 to 2 DPX³ 630
1 0 210 65 For 1 to 2 DPX³ 630 with elcb

Devices in horizontal position
1 0 212 17 For device with or without elcbs

Metal faceplates for draw-out devices
Faceplates with hinges and lock

Devices in vertical position with or without  
rotary handle

1 0 212 21 For 1 DPX³ 630 without elcb
1 0 212 23 For 1 DPX³ 630 with elcb

Devices in vertical position with  
motor-driven handle

1 0 212 04 For 1 device without elcb

Devices in horizontal position
1 0 212 18 For 1 device with or without downstream earth leakage 

module with or without rotary handle
1 0 212 19 For 1 device with or without elcbs mounted 

underneath with motor-driven handle

Fixing supply invertors DPX3

Devices in vertical position
1 0 210 66 For 2 fixed or draw-out devices

Metal faceplates for supply invertors
For fixed version DPX3

With captive screws
1 0 210 67 For 2 devices with or without motor-driven handle

For draw-out DPX3

With hinges and lock 
1 0 210 68 For 2 devices
1 0 210 69 For 2 devices with motor-driven handle

1: Hinges Cat.No 0 209 59 available as an option
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Equipment for XL3 4000
for mounting on adjustable plates: DPX³ 1600 fixed version

Equipment for XL3 4000 for mounting on adjustable 

plates: DPX³ 1600 draw-out version and supply invertors

0 211 10 0 211 150 209 34 0 212 34

Pack Cat.Nos Fixing draw-out version DPX³ 1600, with 
front or rear terminals

24 modules Adjustable plates for devices in vertical position
1 0 211 05 For 1 DPX³ 1600

Adjustable plates for devices in horizontal 
position

1 0 207 35 For 1 DPX³ 1600 with rear terminals

Metal faceplates for draw-out version
Faceplates with hinges and lock

24 modules Devices in vertical position
1 0 211 15 For 1 DPX³ 1600

1 0 211 16 For 1 DPX³ 1600 with motor-driven 
or rotary handle

Devices in horizontal position
1 0 212 34 For 1 DPX³ 1600

1 0 212 35 For 1 DPX³ 1600 with motor-driven 
or rotary handle

Fixing supply invertor version DPX³ 1600

24 modules Devices in horizontal position
1 0 206 86 For 2 fixed DPX³ 1600
1 0 206 87 For 2 draw-out DPX³ 1600

Metal faceplates for supply invertors
For fixed version DPX³ 1600

24 modules With captive screws
1 0 209 861 For 2 DPX³ 1600
1 0 209 871 For 2 DPX³ 1600 

with motor-driven handle

For draw-out version DPX³ 1600
With hinges and lock

1 0 212 36 For 2 DPX³ 1600
1 0 212 37 For 2 DPX³ 1600 

with motor-driven handle

1: Hinges Cat.No 0 209 59 available as an option

Pack Cat.Nos Fixing fixed version devices

24 modules 36 modules
Adjustable plates for devices in vertical 
position

1 0 211 04 For 1 DPX³ 1600 with front terminals
1 0 211 06 0 211 03 For 1 DPX-IS 1600 or 1 DPX³ 1600 with rear 

terminals

24 modules 36 modules
Fixed plate for devices in horizontal or 
vertical position

1 0 211 003 0 211 02 For 1 DPX³ 1600 or DPX-IS 1600 front 
terminals

Adjustable plate for devices in horizontal 
position

1 0 207 36 For 1 DPX-IS 1600 or DPX³ 1600 rear 
terminals in vertical position

Metal faceplates for devices in 
vertical position

24 modules 36 modules For 1 DPX³ 1600 only
1 0 211 101 1/4 turn
1 0 211 112 0 211 122 With captive screws

24 modules
For 1 DPX³ 1600 with rotary 
or motor-driven handle

1 0 211 142 With captive screws

Metal faceplates for devices in 
horizontal position

24 modules 36 modules For 1 DPX³ 1600 only
1 0 208 341 1/4 turn
1 0 209 342 0 209 842 With captive screws

24 modules

For 1 DPX³ 1600 rear terminals 
with motor-driven or rotary 
handle and front terminals 
with rotary handle

1 0 209 352 With captive screws

For 1 DPX³ 1600 front terminals with 
motor-driven handle

1 0 209 362 With captive screws

1: For fastening and sealing
2: Hinges Cat.No 0 209 59 available as an option 
3 : DPX-IS only in vertical position
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Adjustable plates are used for front terminal/rear terminal connection and 
mounting of motor-driven or rotary handles
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Adjustable plates are used for front terminal/rear terminal connection and 
mounting of motor-driven or rotary handles
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Equipment for XL3 4000 - for mounting on plate: 

DMX3 1600 and DMX3-I fixed or draw-out version

Equipment for XL3 4000 - for mounting on plate: 

DMX3 2500 and 4000 and DMX3-I fixed or draw-out version

0 207 51

0 209 38 

Pack Cat.Nos Fixing devices for DMX3 2500 / 4000 
and DMX3-I

24 modules 36 modules For DMX3 fixed version
1 0 207 51 For 1 DMX3 2500/4000, N/H/L, 3P/4P, 

and DMX3-I 
Width 600 mm

1 0 207 52 For 1 DMX3 2500/4000, N/H/L, 3P/4P, 
and DMX3-I 
Width 850 mm

For DMX3 draw-out version
1 0 207 53 For 1 DMX3 2500/4000, N/H/L, 3P/4P, 

and DMX3-I 
Width 600 mm

1 0 207 54 For 1 DMX3 2500/4000, N/H/L, 3P/4P,
and DMX3-I
Width 850 mm

Metal faceplates for DMX3 2500 / 
4000 and DMX3-I fixed or draw-out 
version
Faceplates with hinges and lock

Width 600 mm
1 0 209 38 For 1 DMX3 2500/4000,

N/H/L, 3P, 
or 1 DMX3 2500, N/H, 4P
or 1 DMX3-I 2500

1 0 209 39 For 1 DMX3-L 2500, 4P, 
or 1 DMX3 4000, N/H/L, 4P
or 1 DMX3-I 4000

Width 850 mm
1 0 209 48 For 1 DMX3 2500/4000, 

N/H/L, 3P/4P
or 1 DMX3-I 2500/4000
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Pack Cat.Nos Fixing devices for DMX3 1600  
and DMX3-I

Fixing plates for XL3 4000 - 24 modules
1 0 207 80 For 1 DMX3 1600 or DMX3-I

Fixing plates for XL3 4000 - 36 modules 
1 0 207 81 For 1 or 2 DMX3 1600 or DMX3-I

Fixing plates for cable sleeve
1 0 207 79 For 1 DMX3 1600 or DMX3-I

Metal faceplates for DMX3 1600 and 
DMX3-I fixed and draw-out versions

24 modules 36 modules Width 600 mm
1 0 210 84 For 1 DMX3 1600 or 

DMX3-I fixed version
1 0 210 85 For 1 DMX3 1600 or 

DMX3-I draw-out version

Width 850 mm
1 0 210 86 For 1 DMX3 1600 or 

DMX3-I fixed version
1 0 210 87 For 1 DMX3 1600 or 

DMX3-I draw-out version
1 0 210 88 For 2 DMX3 1600 or 

DMX3-I fixed version side by side
1 0 210 89 For 2 DMX3 1600 or 

DMX3-I draw-out version side by side

Faceplates for cable sleeve
1 0 210 80 For 1 DMX3 1600 or DMX3-I fixed version
1 0 210 81 For 1 DMX3 1600 or DMX3-I draw-out 

version

Metal solid faceplates for  
cable sleeve
Height (mm)

1 0 210 82 200
1 0 210 83 600
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Solid faceplates and accessories for XL3 4000

0 208 44 0 206 420 209 59 0 200 51 0 206 02

Pack Cat.Nos Universal plates (continued)

Adjustable solid plates
1 0 206 40 Height 100 mm, width 600 mm
1 0 206 47 Height 200 mm, width 600 mm
1 0 206 48 Height 400 mm, width 600 mm
1 0 206 49 Height 200 mm, width 850 mm
1 0 206 90 Height 100 mm, width 850 mm

Solid mounting plate
Supplied with depth adjustment runner

1 0 205 40 Height 1800 mm, width 600 mm

Universal 2 rails
Fit onto the functional uprights 

1 0 206 04 Width 600 mm (24 modules)
1 0 206 54 Width 850 mm (36 modules)

Adjustable universal fixing devices

Comprising a 2 rail and 2 adjustable
fixing brackets
Fit onto the functional uprights

1 0 206 02 For 24 module cabinets and enclosures
1 0 206 52 For 36 module cabinets and enclosures

Lighting for panel
Lighting kit

1 0 209 89 Kit for metal XL3 800/4000, comprising fluorescent 
lamp, fixings and metal screw-mounting faceplate

Wiring
Lina 25 ducting fixing supports
For horizontal and vertical mounting and height 
adjustment of Lina 25 ducting  
Fit directly onto the functional uprights 

1 0 204 70 Set of 2, for 36 module enclosures
1 0 205 70 Set of 2, for 24 module enclosures

Lina 25 ducting
Length: 2 m
Width x Height (mm)

48 0 362 07 40 x 60
40 0 362 08 40 x 80
32 0 362 12 60 x 60
32 0 362 13 60 x 80

Isolating rivet
100 0 200 80 For fixing Lina 25 ducting on functional uprights

Accessories
Clip nuts and screws
1/4 fastening on front panel

20 0 200 92 Clip nuts for M6 screws
50 0 200 91 M6 screws

Aerosol paint spray
6 0 200 98 RAL 7035 - 400 ml

Cable fixing supports
1 0 205 21 Set of 2 crosspieces length 350 mm
1 0 205 22 Set of 2 crosspieces length 600 mm
1 0 205 23 Set of 2 crosspieces length 850 mm

Roof reinforcement bracket
1 0 205 29 Set of 2 brackets for XL3 4000 - CEP Zucchini 

connection

Pack Cat.Nos Metal solid faceplates

1/4 turn
For fastening and sealing

24 modules Height (mm)
1 0 208 40 50
1 0 208 41 100
1 0 208 42 150
1 0 208 43 200
1 0 208 44 300
1 0 208 45 400
1 0 208 46 600

With captive screws
Hinges Cat.No 0 209 59 available as 
an option

24 modules 36 modules Height (mm)
1 0 209 40 0 209 90 50
1 0 209 41 0 209 91 100
1 0 209 42 0 209 92 150
1 0 209 43 0 209 93 200
1 0 209 44 0 209 94 300
1 0 209 45 0 209 95 400
1 0 209 46 0 209 96 600

With hinges and lock
1 0 212 45 100
1 0 212 47 200
1 0 212 48 300

Accessories for natural ventilation
Assist natural ventilation 
Screw mounting

24 modules 36 modules Perforated faceplates
1 0 209 49 0 209 99 Height 200 mm

Perforated panels
1 0 205 44 For plinth 725 mm width
1 0 205 45 For plinth 975 mm width

Distance piece
1 0 205 46 Distance piece for roof heightening

Accessories for faceplates
Hinges

1 0 209 59 Set of 2
Fit on screw mounting faceplates

Blanking plates
For metal or insulated faceplates

20 0 200 51 24 modules, smooth adjustable strip
10 0 016 65 18 modules, can be separated into modules 

or 1/2 modules

Clip-on holder for adhesive labels
Supplied with sheet of labels for marking 
rows on faceplate

10 0 203 99 24 modules

Universal plates
Fit onto the functional uprights

Perforated plates width 600 mm
1 0 206 41 Height 200 mm
1 0 206 42 Height 400 mm

Solid plates width 600 mm
1 0 206 43 Height 200 mm
1 0 206 44 Height 400 mm
1 0 206 45 Height 600 mm

Solid plates width 850 mm
1 0 206 46 Height 400 mm
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Distribution enclosures XL3 6300

Pack Cat.Nos Enclosures modular metal

Structural uprights
Fit onto the "roof-base" assembly
Take the side and rear panels

1 0 211 36 Set of 4 uprights

"Roof-base" for enclosure
Fitted with cable entry plates
Take the structural uprights

Depth
(mm)

Width (mm)

external usable
1 0 211 33 475 1425 1300
1 0 211 34 725 1425 1300
1 0 211 35 975 1425 1300

Side panels
Fixed with screws

1 0 208 57 Width 475 mm
1 0 208 58 Width 725 mm
1 0 208 59 Width 975 mm

Rear panel
Fixed with screws

1 0 211 41 Width 1300 mm (supplied in two parts)

Finishing panels IP 30
1 0 211 48 1300 x 2000 mm

Plinths that can be placed side by side

Height (mm) Depth (mm) Width (mm)
1 0 211 30 100 475 1425
1 0 211 31 100 725 1425
1 0 211 32 100 975 1425

Equipment

Functional uprights
For fi  xing mounting equipment (faceplate, rails…)

1 0 211 37 Set of 2 functional uprights

Support frame for faceplates
1 0 208 55 Fixed for enclosure width 725 mm or enclosure width 

975 mm

Isolating supports for busbars 6300 A
Supports for 3 bars 200 x 10 mm (per phase)

1 0 373 12 Fixed support
1 0 373 13 Additional support

Mounted in addition to fi  xed support Cat.No 0 373 12 
to comply with the distances (depending on the Isc)

IP 30 - IK 07
Consist of the combination of a "roof-base" assembly, structural uprights, rear and side panels RAL 7035, plinths RAL 7004
Height 2200 mm, usable faceplate height 2000 mm

Pack Cat.Nos Mounting equipment

Joining
1 0 205 86 Screws for structural joining
1 0 205 88 Set of 2 L-shaped reinforcement plates
1 0 205 89 Set of 2 fl at reinforcement plates

Lifting rings
1 0 205 82 Set of 4

Max. load: 480 kg per ring

Fixing modular devices on rail 2
Rail 2
Comprising: an aluminium profi le rail and two 
2-position fi xing brackets
Fit onto functional uprights

1 0 211 42 For fi xing on XL3 6300 functional uprights
36 modules

Metal faceplate for 2 rail equipment
1 0 208 00 Height 200 mm

Fixing devices for DMX3 6300

Fixing plates
1 0 211 38 For 1 DMX3 6300 3P/4P fi xed version
1 0 211 40 For 1 DMX3 6300 3P/4P draw-out version

Metal faceplate
1 0 211 39 For 1 DMX3 6300 3P/4P fi xed or draw-out version

Metal solid faceplates
1 0 211 44 Height 200 mm, width 1300 mm
1 0 211 45 Height 400 mm, width 1300 mm

Forms of separation equipment
1 0 211 46 DMX³ 6300 compartment kit (form 4b)
1 0 211 47 Partitionning for 6300 A busbars
1 0 211 49 Kit for horizontal separation (up and down)

0 211 40

0 211 37

Assembly consisting of:
- Roof-base Cat.No 0 211 35
- Structural uprights Cat.No 0 211 36
- Functional uprights Cat.No 0 211 37
- Rear panel Cat.No 0 211 41
- Support frame for faceplates Cat.No 0 208 55
- Lifting rings Cat.No 0 205 82

0 211 39

0 208 00
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n Installation principle

n Dimensions

External dimensions (mm)

n Mounting DXM3 6300 fixed version with Cat.No 0 211 38

n Mounting DMX3 6300 draw-out version with Cat.No 0 211 40

488/738/988

1425

22
00

0 211 33/34/350 211 41

0 211 36

0 211 37

0 208 57/58/59

0 211 30/31/32

Distribution enclosures XL3 6300
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Forms of separation equipment  
for XL3 1600, 4000 and 6300

Designation

Complementary 
information

Forms of separation and type of connection (terminals) Forms of separation and type of connection (terminals)

2a 2b 3a 3b 4a 4b
rear

terminals
front

terminals
rear

terminals
rear

terminals
front

terminals
rear

terminals
front

terminals
rear

terminals
For enclosures /

cable sleeves depth : 725 mm 975 mm 475 mm 725 mm 975 mm 725 mm 975 mm 725 mm 975 mm 475 mm 725 mm 975 mm 725 mm 975 mm 475 mm 725 mm 975 mm 725 mm 975 mm

Top or bottom horizontal separation kit
width 24 modules 0 208 91 0 208 91 0 208 91 0 208 91 0 208 91

width 36 modules 0 208 99 0 208 99 0 208 99 0 208 99 0 208 99

Front panel partitioning DMX3
width 24 modules 0 208 08 0 208 08

width 36 modules 0 208 09 0 208 09

Front panel side partitioning 0 208 68 0 208 68 0 208 68

Horizontal partitioning for functional units
width 24 modules 0 208 92 0 208 92 0 208 92 0 208 92 0 208 92 0 208 92

width 36 modules 0 205 92 0 205 92 0 205 92 0 205 92 0 205 92 0 205 92

Kit for vertical separation  
between enclosure and cable sleeve for enclosure 0 208 27 0 208 28 0 208 29 0 208 27 0 208 28 0 208 29 0 208 27 0 208 28 0 208 29

Kit for vertical separation between internal 
cable sleeve and external cable sleeve for enclosure 0 208 37 0 205 38 0 205 39 0 208 37 0 208 38 0 208 39 0 208 37 0 208 38 0 208 39

L-shaped separation kit  
for horizontal busbars 1600 A max. for enclosure 0 205 36 0 205 36 0 205 36

U-shaped separation kit  
for horizontal busbars 1600 A max. for enclosure 0 205 37 0 205 37 0 205 37

L-shaped separation kit  
for horizontal busbars 4000 A max. for enclosure 0 205 38 0 205 38 0 205 38

U-shaped separation kit  
for horizontal busbars 4000 A max. for enclosure 0 205 39 0 205 39 0 205 39

U-shaped separation kit  
for horizontal busbars 6300 A max. for XL³ 6300 enclosures 0 211 47 0 211 47 0 211 47

U-shaped separation kit  
for horizontal busbars 1600 A max. for internal cable sleeves 0 208 70 0 208 71 0 208 70 0 208 71 0 208 70 0 208 71

U-shaped separation kit  
for horizontal busbars 4000 A max. for internal cable sleeves 0 208 72 0 208 76 0 208 72 0 208 76 0 208 72 0 208 76

U-shaped separation kit  
for horizontal busbars 1600 A max. for external cable sleeves 0 208 73 0 208 74 0 208 73 0 208 74 0 208 73 0 208 74

U-shaped separation kit  
for horizontal busbars 4000 A max. for external cable sleeves 0 208 75 0 208 86 0 208 75 0 208 86 0 208 75 0 208 86

Side vertical divider for DPX3 1600 0 205 96 0 205 96 0 205 96

Side partition with and caps  
for functional units separation

height 200 mm 0 205 97 0 205 97

height 300 mm 0 205 98 0 205 98

height 400 mm 0 205 99 0 205 99

Vertical partitionning for rear busbars for enclosure 0 208 48 0 208 49 0 208 48 0 208 49

Partitionning for rear busbars

height 200 mm 0 208 77 0 208 77

height 300 mm 0 208 78 0 208 78

height 400 mm 0 208 79 0 208 79

Horizontal busbar partitioning for enclosure 0 208 93 0208 94 0 208 93 0 208 94 0 208 94

Rear vertical partitioning 0 208 69 0 208 69

DPX3 compartment kit

height 200 mm 0 208 87

height 300 mm 0 208 88

height 400 mm 0 208 89

Partitionning for cell  
without horizontal busbars

to close last DPX 
compartment 0 208 95

Bottom busbar area closure 0 208 96

Rear partitioning divider  
for space compartment 0 208 97

DMX3 1600, compartment kit

for cables sleeve 0 210 94 0 210 95 0 210 94 0 210 95 0 210 94 0 210 95 0 210 94 0 210 95 0 210 94 0 210 95 0 210 94 0 210 95 0 210 94 0 210 95 0 210 94 0 210 95

width 24 modules  
for enclosure 0 210 96 0 210 97 0 210 96 0 210 97 0 210 96 0 210 97 0 210 96 0 210 97 0 210 96 0 210 97 0 210 96 0 210 97 0 210 96 0 210 97 0 210 96 0 210 97

width 36 modules  
for enclosure 0 210 98 0 210 99 0 210 98 0 210 99 0 210 98 0 210 99 0 210 98 0 210 99 0 210 98 0 210 99 0 210 98 0 210 99 0 210 98 0 210 99 0 210 98 0 210 99

DMX3 2500/4000, compartment kit

width 24 modules  
for enclosure 0 208 02 0 208 18 0 208 02 0 208 18 0 208 02 0 208 18 0 208 02 0 208 18 0 208 02 0 208 18 0 208 02 0 208 18

width 36 modules  
for enclosure 0 208 03 0 208 19 0 208 03 0 208 19 0 208 03 0 208 19 0 208 03 0 208 19 0 208 03 0 208 19 0 208 03 0 208 19

DMX3 2500/4000, compartment kit for XL³ 6300 enclosures 0 211 46 0 211 46 0 211 46 0 211 46 0 211 46 0 211 46

DMX3 6300, kit for horizontal separation for XL³ 6300 enclosures 0 211 49 0 211 49 0 211 49 0 211 49 0 211 49 0 211 49
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Designation

Complementary 
information

Forms of separation and type of connection (terminals) Forms of separation and type of connection (terminals)

2a 2b 3a 3b 4a 4b
rear

terminals
front

terminals
rear

terminals
rear

terminals
front

terminals
rear

terminals
front

terminals
rear

terminals
For enclosures /

cable sleeves depth : 725 mm 975 mm 475 mm 725 mm 975 mm 725 mm 975 mm 725 mm 975 mm 475 mm 725 mm 975 mm 725 mm 975 mm 475 mm 725 mm 975 mm 725 mm 975 mm

Top or bottom horizontal separation kit
width 24 modules 0 208 91 0 208 91 0 208 91 0 208 91 0 208 91

width 36 modules 0 208 99 0 208 99 0 208 99 0 208 99 0 208 99

Front panel partitioning DMX3
width 24 modules 0 208 08 0 208 08

width 36 modules 0 208 09 0 208 09

Front panel side partitioning 0 208 68 0 208 68 0 208 68

Horizontal partitioning for functional units
width 24 modules 0 208 92 0 208 92 0 208 92 0 208 92 0 208 92 0 208 92

width 36 modules 0 205 92 0 205 92 0 205 92 0 205 92 0 205 92 0 205 92

Kit for vertical separation  
between enclosure and cable sleeve for enclosure 0 208 27 0 208 28 0 208 29 0 208 27 0 208 28 0 208 29 0 208 27 0 208 28 0 208 29

Kit for vertical separation between internal 
cable sleeve and external cable sleeve for enclosure 0 208 37 0 205 38 0 205 39 0 208 37 0 208 38 0 208 39 0 208 37 0 208 38 0 208 39

L-shaped separation kit  
for horizontal busbars 1600 A max. for enclosure 0 205 36 0 205 36 0 205 36

U-shaped separation kit  
for horizontal busbars 1600 A max. for enclosure 0 205 37 0 205 37 0 205 37

L-shaped separation kit  
for horizontal busbars 4000 A max. for enclosure 0 205 38 0 205 38 0 205 38

U-shaped separation kit  
for horizontal busbars 4000 A max. for enclosure 0 205 39 0 205 39 0 205 39

U-shaped separation kit  
for horizontal busbars 6300 A max. for XL³ 6300 enclosures 0 211 47 0 211 47 0 211 47

U-shaped separation kit  
for horizontal busbars 1600 A max. for internal cable sleeves 0 208 70 0 208 71 0 208 70 0 208 71 0 208 70 0 208 71

U-shaped separation kit  
for horizontal busbars 4000 A max. for internal cable sleeves 0 208 72 0 208 76 0 208 72 0 208 76 0 208 72 0 208 76

U-shaped separation kit  
for horizontal busbars 1600 A max. for external cable sleeves 0 208 73 0 208 74 0 208 73 0 208 74 0 208 73 0 208 74

U-shaped separation kit  
for horizontal busbars 4000 A max. for external cable sleeves 0 208 75 0 208 86 0 208 75 0 208 86 0 208 75 0 208 86

Side vertical divider for DPX3 1600 0 205 96 0 205 96 0 205 96

Side partition with and caps  
for functional units separation

height 200 mm 0 205 97 0 205 97

height 300 mm 0 205 98 0 205 98

height 400 mm 0 205 99 0 205 99

Vertical partitionning for rear busbars for enclosure 0 208 48 0 208 49 0 208 48 0 208 49

Partitionning for rear busbars

height 200 mm 0 208 77 0 208 77

height 300 mm 0 208 78 0 208 78

height 400 mm 0 208 79 0 208 79

Horizontal busbar partitioning for enclosure 0 208 93 0208 94 0 208 93 0 208 94 0 208 94

Rear vertical partitioning 0 208 69 0 208 69

DPX3 compartment kit

height 200 mm 0 208 87

height 300 mm 0 208 88

height 400 mm 0 208 89

Partitionning for cell  
without horizontal busbars

to close last DPX 
compartment 0 208 95

Bottom busbar area closure 0 208 96

Rear partitioning divider  
for space compartment 0 208 97

DMX3 1600, compartment kit

for cables sleeve 0 210 94 0 210 95 0 210 94 0 210 95 0 210 94 0 210 95 0 210 94 0 210 95 0 210 94 0 210 95 0 210 94 0 210 95 0 210 94 0 210 95 0 210 94 0 210 95

width 24 modules  
for enclosure 0 210 96 0 210 97 0 210 96 0 210 97 0 210 96 0 210 97 0 210 96 0 210 97 0 210 96 0 210 97 0 210 96 0 210 97 0 210 96 0 210 97 0 210 96 0 210 97

width 36 modules  
for enclosure 0 210 98 0 210 99 0 210 98 0 210 99 0 210 98 0 210 99 0 210 98 0 210 99 0 210 98 0 210 99 0 210 98 0 210 99 0 210 98 0 210 99 0 210 98 0 210 99

DMX3 2500/4000, compartment kit

width 24 modules  
for enclosure 0 208 02 0 208 18 0 208 02 0 208 18 0 208 02 0 208 18 0 208 02 0 208 18 0 208 02 0 208 18 0 208 02 0 208 18

width 36 modules  
for enclosure 0 208 03 0 208 19 0 208 03 0 208 19 0 208 03 0 208 19 0 208 03 0 208 19 0 208 03 0 208 19 0 208 03 0 208 19

DMX3 2500/4000, compartment kit for XL³ 6300 enclosures 0 211 46 0 211 46 0 211 46 0 211 46 0 211 46 0 211 46

DMX3 6300, kit for horizontal separation for XL³ 6300 enclosures 0 211 49 0 211 49 0 211 49 0 211 49 0 211 49 0 211 49
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Forms 2a to 4b for XL3 4000 and 6300

Form 4a
Separation of the busbars and the functional units and 
separation of all the functional units from one another,  
including the terminals for external conductors which  
are an integral part of the functional unit The terminals for  
external conductors are in the same compartment as the  
functional unit 
The terminals for external conductors are separated from 
the busbars

Form 2a
Separation of the busbars from the functional units 
The terminals for external conductors do not need to  
be separated from the busbars

n Definitions (standard EN 60439-1)

Form 3a
Separation of the busbars from the functional units,  
separation of the terminals for external conductors from the 
functional units and separation of all the functional units 
from one another 
The terminals for external conductors do not need to be  
separated from the busbars

n Rear terminals construction

Form 2a is simply obtained by using 
adjustable horizontal plates 
DPX must have rear terminals 
The busbar must be installed behind the 
functional uprights 
If the addition of further equipment in the 
enclosure is required, use solid plates 
When there is a gap between  
2 plates, horizontal divider  
Cat. Nos 0 208 92 or 0 205 92  
must be used to prevent any contact  
with the rear busbar

Form 2a

Form 3a is obtained from form 2a by 
adding horizontal dividers  
Cat.No 0 208 92 or Cat.No 0 205 92  
and front panel total dividers  
Cat.No 0 208 90

Form 3a

Horizontal partitioning  
Cat.No 0 208 92 or Cat.No 0 205 92

Front panel side  
partitioning Cat.No 0 208 90

Form 3b
Separation of the busbars from the functional units and 
separation of all the functional units from one another 
Separation of the terminals for external conductors from 
the functional units but not from each other 
The terminals for external conductors do not need to be  
separated from the busbars

Form 2b
Separation of the busbars from the functional units 
The terminals for external conductors are separated  
from the busbars

Forme 2b

Separation of  the busbars from  
the functional units 
The terminals for external conductors are 
separated from the busbars 
The vertical busbar is placed behind  
the functional uprights  
The devices must be horizontal  
and with rear terminal connection

Form 4b
Separation of  the busbars and the functional units  
and separation of  all the functional units from one another,  
including the terminals for external conductors 
The terminals for external conductors are not in the same  
compartment as the functional unit, but in individual,  
separate compartments

Horizontal partitioning  
Cat.No 0 208 92 or Cat.No 0 205 92 
to fill the space between the plates

Horizontal busbar partitioning  
Cat.No 0 208 93/94

Horizontal rear busbars partitioning  
Cat.No 0 208 84/85

Divider for rear terminals  
Cat.No 0 208 77/78/79
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n Front terminals construction

Form 2b

Forms 3b, 4a

The vertical busbar is positioned in a cable sleeve then separated from 
the functional units using a vertical separation kit between the enclosure 
and the cable sleeve (the cables and flexible bars can be fed through the 
front part) 
Use an L-shaped or U-shaped separation kit for the horizontal busbars 
These kits consist of  a rear part (height 200 or 300 mm) and a horizontal 
divider across the whole of  the usable depth

For form 3b partitioning, it is advisable to start with form 2b and add: 
	 1 - Horizontal dividers between the functional units
	 2 - Side partitions on either side of  the functional units
In 4a form, the outgoing connections must be made within the functional 
units
Note: When connecting via front terminals, the incoming terminals  
must be fitted with terminal shield MCBs

Form 3b

For form 3b partitioning, it is advisable to 
start with form 2b and add: 
	 - Horizontal dividers between the 
functional units 
	 - Side partitions either side of  the 
functional units

Connection on the rear terminals is obtained 
by using: 
- Closing partitions for busbars (vertical and 
horizontal) 
- Closing partitions for devices (horizontal 
and with rear terminals)
- Closing partitions for output terminals 
- Closing partitions between cells that are 
joined together

Form 4b

Horizontal busbar partitioning  
Cat.No 0 208 93/94

Horizontal busbar partitioning  
Cat.No 0 208 94

Separation kit for horizontal 
busbars in enclosure  
Cat.Nos 0 205 36/37/38/39

U-shaped separation kit 
for horizontal busbars in 
external cable sleeves 
Cat.Nos 0 208 73/74/75/86

Vertical separation kit 
between enclosure or 
internal/external cable 
sleeves 
Cat.Nos 0 205 33/34/35

Vertical rear busbars partitioning  
Cat.No 0 208 84/85

DPX compartment kit 
Cat.No 0 208 87/88/89

Front panel side partitioning  
Cat.No 0 208 68

Front panel side partitioning  
Cat.No 0 208 68

Separation kit for horizontal 
busbars in enclosure  
Cat.Nos 0 205 36/37/38/39

U-shaped separation kit 
for horizontal busbars in 
external cable sleeves 
Cat.Nos 0 208 73/74/75/86

Vertical separation kit 
between enclosure or 
internal/external cable 
sleeves 
Cat.Nos 0 205 33/34/35

Horizontal partitioning  
Cat.No 0 208 92 or  
Cat.No 0 205 92

Side partitions with end 
pieces  
Cat.No 0 205 97/98/99
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Plexo3

IP 65 weatherproof cabinets, multifunction sleeves and accessories

Self-extinguishing: resistance to incandescent wire 650°C. Allows to achieve assemblies conform to IEC 61 439 - 3
Weatherproof cabinets - IP 65 - IK 09 - Class II
Door and cabinet fully reversible. Removable chassis and faceplates from 2-row versions up
2-position rail for modular products and moulded cases. Spacing between rails 150 mm
Can be fitted with perforated plates and solid faceplates for mounting non-modular products
Lockable door handle, sealable cover and faceplate. Shock-resistant polystyrene material
Box colour light grey L750A, cover colour dark grey R746A. Supplied without terminal blocks

6 018 326 019 94

Pack Cat.Nos Cabinets 2 to 8 modules
Number of rows Number of modules

6 6 019 32 1 2 (+1)
6 6 019 94 1 4
6 6 019 96 1 6
6 6 019 98 1 8

Cabinets 12 modules per row
Number of rows

1 6 018 31 1
1 6 018 32 2
1 6 018 33 3

Cabinets 18 modules per row
Number of rows

1 6 018 35 1
1 6 018 36 2
1 6 018 37 3
1 6 018 38 4

Multifunction sleeves
Supplied with hinges connecting the cover to the 
back of the cabinet
For use with 12 and 18-module cabinets using 
joining kit Cat.No 0 019 67
Can be fitted with control units and accessories: 
P17 16 A and 32 A sockets with standard fixing 
centres, flush-mounted IP 55 Plexo wiring 
accessories, Osmoz, modular rail at the back of the 
box

Vertical
1 0 019 17 For 2 rows cabinets
1 0 019 18 For 3 rows cabinets

6 018 32 + 0 019 17 0 019 55

Pack Cat.Nos Accessories

Plexo adaptor
5 0 019 71 For fi xing Plexo fl ush mounting wiring accessories, 

complete version (p. 548) on Plexo3 cabinets 
(minimum 2 rows)

Installation supports for terminal blocks
Set of 2 supports for mounting additional terminal 
blocks (p. 180) or empty supports for screw terminal 
blocks (p. 180) into Plexo3 cabinets

1 0 019 72 For 1 and 2 rows cabinets, 12 and 18 modules per row
1 0 019 73 For 3 and 4 rows cabinets, 12 and 18 modules per row

Key lock
1 0 019 66 N° 850

Joining kit
1 0 019 67 Allows cables to be run horizontaly or vertically 

between 2 cabinets or multifunction sleeves while 
maintaining IP 65 protection

Sealing kit
1 0 019 68 Set of 2 sealable terminal shields for cover and 8 

sealable supports for faceplate

Fixing lugs
1 0 019 69 Set of 4 wall mounting lugs for Plexo3 boxes and P17 

combined units (p. 328)

Blanking plates
20 0 019 61 5, separable into modules or 1/2 module

Grey R746A

Direct piercing end caps
1 0 019 55 Pack consisting of 2 Ø32 mm ISO end caps,

5 Ø25 mm ISO end caps and 10 Ø20 mm ISO end 
caps

Plain faceplates
2 0 019 64 For 12 modules cabinets
2 0 019 65 For 18 modules cabinets

Perforated plates
Allow the DIN rail to be replaced with a LINA 25 
plate when integrating non-modular products

2 0 019 62 For 12 modules cabinets, Height 150 mm
2 4 018 53 For 18 modules cabinets, Height 150 mm

Hinges
2 0 019 70 Set of 2 hinges connecting the back of the cabinet to 

the cover

Technical characteristics p. 257

IP 2X terminal blocks, 
and empty supports
p. 192
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Plexo3

IP 65 weatherproof cabinets, multifunction sleeves and accessories

Cabinets 12 and 18 modules

n Vertical multifunction sleeves

n Number of knockouts on each side

n Dimensions

Cabinets 2, 4, 6 and 8 modules

A

48,5

78

C D

B
E

B
EA

48,5

89

DC

Cat.Nos
Dimensions (mm)

A B C D E

6 019 32 109 93 174 94 -

6 019 94 115.6 128 200 120 -

6 019 96 115.6 164 200 120 70

6 019 98 115.6 200 200 120 106

Cat.Nos
Dimensions (mm)

A B C D E

6 018 31 141 340 282 180 180

6 018 32 161 340 432 330 180

6 018 33 161 340 622 480 180

6 018 35 141 448 282 180 288

6 018 36 161 448 432 330 290

6 018 37 161 448 622 480 290

6 018 38 161 448 822 680 290

Cat.No
Dimensions (mm) Number of 

positionsA B

0 019 17 137 432 3

0 019 18 137 622 4

Cat.Nos
Top/bottom Left/right

Ø20 mm Ø25 mm Ø32 mm Ø20 mm Ø25 mm Ø32 mm

6 019 32 2 - - - - -

6 019 94 2 1 - 2 - -

6 019 96 4 1 - 2 - -

6 019 98 6 1 - 2 - -

6 018 31 7 2 2 - - 2

6 018 32 13 2 2 - - 3

6 018 33 13 2 2 - - 4

6 018 35 12 2 3 - - 2

6 018 36 13 4 3 - - 3

6 018 37 13 4 3 - - 4

6 018 38 13 4 3 - - 5

A

B
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Atlantic, Atlantic food industry and Marina: cabinets and equipment selection chart

EXTERNAL
DIMENSIONS

W

H

D

ATLANTIC CABINETS (p. 261) ATLANTIC FOOD INDUSTRY 
CABINETS (p. 263)

MARINA CABINETS (p. 266) EQUIPMENT (p. 272)

METAL IP 66 - IK 10 (1 door)
IP 55 - IK 10 (2 doors) 

supplied with plain plate

STAINLESS STEEL 304L - IP 66
IP 69 IK 10

POLYESTER - IP 66 - IK 10 Plain
plates

Lina 12.5
plates

Perforated
plates
Lina 25

Sectionned
uprights
Lina 25

Crosspieces
rails
3

Insulated
modular
chassis

Metal
internal
doors

Insulating 
internal
doors

(+ Cat.No 
0 363 69 for 
mounting on 
Atlantic metal 

cabinets)

Roofs Plinths IP 55
Cabstop

plate
Direct

mounting
on Atlantic

cabinet
opening(5)

RAL 7035 RAL 7035 RAL 7035
with

glass door

Shapes H 
(mm)

W 
(mm)

D 
(mm)

300 200 160 0 369 10(1) 0 362 50 0 360 49(M) 

0 360 50(A)
0 360 00(A) 
0 360 01(M)

0 360 07(A) 
0 360 99(M) 0 361 50(A)

400 300 160 0 369 12(1) 0 360 52 0 360 04 0 360 12 0 361 51 0 367 80 0 363 15(A) 0 363 59(A)(M)

500 400 160 0 369 13(1) 0 360 55 0 360 09 0 360 15 0 361 52 0 367 81 0 363 16(A) 0 363 60(A)

400 300 200 0 369 17 0 352 34 0 362 51 0 362 71 0 360 52 0 360 04 0 360 12 0 361 51 0 367 80 0 361 01(6) 0 363 15(A)(6) 0 363 59(A)(M)(6) 0 365 51(A)(6) 0 364 94

500 400 200 0 369 18 0 362 52 0 362 72 0 360 55 0 360 09 0 360 15 0 361 52 0 367 81 0 361 02 0 363 16(A) 0 363 60(A)(M) 0 365 52(A) 0 364 95

600 400 200 0 369 19 0 360 56 0 360 22 0 360 16 0 361 53 0 367 81 0 363 17(A) 0 363 61(A)(M) 0 365 52(A) 0 364 95

600 500 200 0 369 20 0 360 84 0 361 53 0 367 82 0 365 67(A) 0 364 95

700 500 200 0 369 21 0 360 58 0 360 31 0 360 18 0 361 54 0 367 82 0 363 18(A) 0 363 62(A)(M) 0 365 67(A) 0 364 95

500 400 250 0 369 25 0 360 55 0 360 09 0 360 55 0 361 52 0 367 81 0 363 16(A) 0 363 60(A)(M) 0 365 53(A)(6) 0 364 95

600 400 250 0 369 26 0 352 36 0 362 55 0 362 75 0 360 56 0 360 22 0 360 16 0 361 53 0 367 81 0 361 03(6) 0 363 17(A) 0 363 61(A)(M)(6) 0 365 53(A)(6) 0 364 95

700 500 250 0 369 30 0 362 56 0 362 76 0 360 58 0 360 31 0 360 18 0 361 54 0 367 82 0 361 05 0 363 18(A) 0 363 62(A)(M) 0 362 93(M) 
0 365 64(A) 0 364 96

800 600 250 0 369 31 0 360 59 0 360 33 0 360 19 0 361 55 0 367 83 0 363 19(A) 0 363 63(A)(M) 0 365 54(A) 0 364 97

1000 600 250 0 369 32 0 360 54 0 360 40 0 360 23 0 361 56 0 367 83 0 363 20(A) 0 365 54(A) 0 364 97

1000 800 250 0 369 33 0 360 61 0 360 42 0 360 21 0 361 56 0 367 84 0 363 21(A) 0 363 63(A)(M) 0 364 97

800 600 300 0 369 37 0 352 38 0 362 61 0 362 81 0 360 59 0 360 33 0 360 19 0 361 55 0 367 83 0 361 06(6) 0 363 19(A) 0 363 63(A)(M)(6) 0 362 94(M) 
0 365 56(A)(6)

0 362 91(M) 
0 363 00(A)(6) 0 364 97

1000 600 300 0 369 38 0 360 54 0 360 40 0 360 23 0 361 56 0 367 83 0 363 20(A) 0 365 56(A) 0 363 00(6) 0 364 97

1000 800 300 0 369 39 0 352 39 0 362 63 0 362 83 0 360 61 0 360 42 0 360 21 0 361 56 0 367 84 0 361 09(6) 0 363 21(A) 0 363 64(A)(M)(6) 0 362 95(M) 
0 365 57(A)(6)

0 362 92(M) 
0 363 01(6) 0 364 97

1200 600 300 0 369 42 0 360 85 0 361 58 0 367 83 0 363 22(A) 0 363 00 0 364 97

1200 800 300 0 369 43 0 362 64 0 362 84 0 360 64 0 360 46 0 360 87 0 361 58 0 367 84 0 361 10 0 363 23(A) 0 363 65(A)(M) 0 362 95(M) 
0 365 57(A)

0 362 92 
0 363 01 0 364 97

800 600 400 0 369 44 0 360 59 0 360 33 0 360 19 0 361 55 0 367 83 0 363 19(A) 0 363 63(A)(M) 0 365 56(A) 0 364 97

1000 800 400 0 369 45 0 360 61 0 360 42 0 360 21 0 361 56 0 367 84 0 363 21(A) 0 363 63(A)(M) 0 364 97

1200 800 400 0 369 46 0 360 64 0 360 46 0 360 87 0 361 58 0 367 84 0 363 23(A) 0 363 65(A)(M)(3) 0 364 97

1400 800 400 0 369 50 0 360 67 0 360 75 0 360 90 0 361 59 0 367 84 0 364 97

300 300 160 0 369 51(1) 0 360 69 0 360 02 0 360 91 0 361 50 0 367 80

300 300 200 0 369 55 0 360 69 0 360 02 0 360 91 0 361 50 0 367 80 0 365 51(A) 0 364 94

400 400 200 0 369 57 0 360 70 0 360 05 0 360 92 0 361 51 0 367 81 0 365 52(A) 0 364 95

500 500 200 0 369 59 0 360 71 0 360 14 0 360 93 0 361 52 0 367 82 0 365 67(A) 0 364 95

500 500 250 0 369 62 0 360 71 0 360 14 0 360 93 0 361 52 0 367 82 0 365 64 0 364 96

600 600 250 0 369 64 0 360 57 0 360 24 0 360 17 0 361 53 0 367 83 0 365 54(A) 0 364 97

800 800 300 0 369 68 0 360 60 0 360 34 0 360 20 0 361 55 0 367 84 0 365 57(A) 0 363 01 0 364 97

600 600 400 0 369 72 0 360 57 0 360 24 0 360 17 0 361 53 0 367 83 0 364 97

300 400 160 0 369 11(1) 0 360 52 0 360 04 0 360 11 0 361 50 0 367 81

300 400 200 0 369 75 0 360 52 0 360 04 0 360 11 0 361 50 0 367 81 0 365 52(A) 0 364 95

400 600 200 0 369 76 0 360 56 0 360 22 0 360 13 0 361 51 0 367 83 0 365 68(A) 0 364 95

400 600 250 0 369 77 0 360 56 0 360 22 0 360 13 0 361 51 0 367 83 0 365 54(A) 0 364 97

600 800 300 0 369 78(2) 0 360 59 0 360 33 0 360 06 0 361 53 0 367 84 0 365 57(A) 0 363 01 0 364 97

600 1000 300 0 369 79(2) 0 360 54 0 360 40 0 360 08 0 361 53 (4) 2 x 0 364 96

800 1000 300 0 369 80(2) 0 360 61 0 360 42 0 360 94 0 361 55 (4) 2 x 0 364 96

1000 1200 300 0 369 81(2) 0 360 65 0 360 47 0 360 10 0 361 56 (4) 2 x 0 364 97

1: Without cable entries plate - 2: 2 doors - 3: Usable area: 800 x 640 mm - 4: Crosspieces to be cut (2 m height) can be used for cabinets width 1000 and 1200 (see p. 274)	 5: Use kit Cat.No 0 364 98 (p. 262) for direct mounting on Marina cabinets - 6: Except for Atlantic food industry cabinets - (A) For Atlantic - (M) For Marina
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EXTERNAL
DIMENSIONS

W

H

D

ATLANTIC CABINETS (p. 261) ATLANTIC FOOD INDUSTRY 
CABINETS (p. 263)

MARINA CABINETS (p. 266) EQUIPMENT (p. 272)

METAL IP 66 - IK 10 (1 door)
IP 55 - IK 10 (2 doors) 

supplied with plain plate

STAINLESS STEEL 304L - IP 66
IP 69 IK 10

POLYESTER - IP 66 - IK 10 Plain
plates

Lina 12.5
plates

Perforated
plates
Lina 25

Sectionned
uprights
Lina 25

Crosspieces
rails
3

Insulated
modular
chassis

Metal
internal
doors

Insulating 
internal
doors

(+ Cat.No 
0 363 69 for 
mounting on 
Atlantic metal 

cabinets)

Roofs Plinths IP 55
Cabstop

plate
Direct

mounting
on Atlantic

cabinet
opening(5)

RAL 7035 RAL 7035 RAL 7035
with

glass door

Shapes H 
(mm)

W 
(mm)

D 
(mm)

300 200 160 0 369 10(1) 0 362 50 0 360 49(M) 

0 360 50(A)
0 360 00(A) 
0 360 01(M)

0 360 07(A) 
0 360 99(M) 0 361 50(A)

400 300 160 0 369 12(1) 0 360 52 0 360 04 0 360 12 0 361 51 0 367 80 0 363 15(A) 0 363 59(A)(M)

500 400 160 0 369 13(1) 0 360 55 0 360 09 0 360 15 0 361 52 0 367 81 0 363 16(A) 0 363 60(A)

400 300 200 0 369 17 0 352 34 0 362 51 0 362 71 0 360 52 0 360 04 0 360 12 0 361 51 0 367 80 0 361 01(6) 0 363 15(A)(6) 0 363 59(A)(M)(6) 0 365 51(A)(6) 0 364 94

500 400 200 0 369 18 0 362 52 0 362 72 0 360 55 0 360 09 0 360 15 0 361 52 0 367 81 0 361 02 0 363 16(A) 0 363 60(A)(M) 0 365 52(A) 0 364 95

600 400 200 0 369 19 0 360 56 0 360 22 0 360 16 0 361 53 0 367 81 0 363 17(A) 0 363 61(A)(M) 0 365 52(A) 0 364 95

600 500 200 0 369 20 0 360 84 0 361 53 0 367 82 0 365 67(A) 0 364 95

700 500 200 0 369 21 0 360 58 0 360 31 0 360 18 0 361 54 0 367 82 0 363 18(A) 0 363 62(A)(M) 0 365 67(A) 0 364 95

500 400 250 0 369 25 0 360 55 0 360 09 0 360 55 0 361 52 0 367 81 0 363 16(A) 0 363 60(A)(M) 0 365 53(A)(6) 0 364 95

600 400 250 0 369 26 0 352 36 0 362 55 0 362 75 0 360 56 0 360 22 0 360 16 0 361 53 0 367 81 0 361 03(6) 0 363 17(A) 0 363 61(A)(M)(6) 0 365 53(A)(6) 0 364 95

700 500 250 0 369 30 0 362 56 0 362 76 0 360 58 0 360 31 0 360 18 0 361 54 0 367 82 0 361 05 0 363 18(A) 0 363 62(A)(M) 0 362 93(M) 
0 365 64(A) 0 364 96

800 600 250 0 369 31 0 360 59 0 360 33 0 360 19 0 361 55 0 367 83 0 363 19(A) 0 363 63(A)(M) 0 365 54(A) 0 364 97

1000 600 250 0 369 32 0 360 54 0 360 40 0 360 23 0 361 56 0 367 83 0 363 20(A) 0 365 54(A) 0 364 97

1000 800 250 0 369 33 0 360 61 0 360 42 0 360 21 0 361 56 0 367 84 0 363 21(A) 0 363 63(A)(M) 0 364 97

800 600 300 0 369 37 0 352 38 0 362 61 0 362 81 0 360 59 0 360 33 0 360 19 0 361 55 0 367 83 0 361 06(6) 0 363 19(A) 0 363 63(A)(M)(6) 0 362 94(M) 
0 365 56(A)(6)

0 362 91(M) 
0 363 00(A)(6) 0 364 97

1000 600 300 0 369 38 0 360 54 0 360 40 0 360 23 0 361 56 0 367 83 0 363 20(A) 0 365 56(A) 0 363 00(6) 0 364 97

1000 800 300 0 369 39 0 352 39 0 362 63 0 362 83 0 360 61 0 360 42 0 360 21 0 361 56 0 367 84 0 361 09(6) 0 363 21(A) 0 363 64(A)(M)(6) 0 362 95(M) 
0 365 57(A)(6)

0 362 92(M) 
0 363 01(6) 0 364 97

1200 600 300 0 369 42 0 360 85 0 361 58 0 367 83 0 363 22(A) 0 363 00 0 364 97

1200 800 300 0 369 43 0 362 64 0 362 84 0 360 64 0 360 46 0 360 87 0 361 58 0 367 84 0 361 10 0 363 23(A) 0 363 65(A)(M) 0 362 95(M) 
0 365 57(A)

0 362 92 
0 363 01 0 364 97

800 600 400 0 369 44 0 360 59 0 360 33 0 360 19 0 361 55 0 367 83 0 363 19(A) 0 363 63(A)(M) 0 365 56(A) 0 364 97

1000 800 400 0 369 45 0 360 61 0 360 42 0 360 21 0 361 56 0 367 84 0 363 21(A) 0 363 63(A)(M) 0 364 97

1200 800 400 0 369 46 0 360 64 0 360 46 0 360 87 0 361 58 0 367 84 0 363 23(A) 0 363 65(A)(M)(3) 0 364 97

1400 800 400 0 369 50 0 360 67 0 360 75 0 360 90 0 361 59 0 367 84 0 364 97

300 300 160 0 369 51(1) 0 360 69 0 360 02 0 360 91 0 361 50 0 367 80

300 300 200 0 369 55 0 360 69 0 360 02 0 360 91 0 361 50 0 367 80 0 365 51(A) 0 364 94

400 400 200 0 369 57 0 360 70 0 360 05 0 360 92 0 361 51 0 367 81 0 365 52(A) 0 364 95

500 500 200 0 369 59 0 360 71 0 360 14 0 360 93 0 361 52 0 367 82 0 365 67(A) 0 364 95

500 500 250 0 369 62 0 360 71 0 360 14 0 360 93 0 361 52 0 367 82 0 365 64 0 364 96

600 600 250 0 369 64 0 360 57 0 360 24 0 360 17 0 361 53 0 367 83 0 365 54(A) 0 364 97

800 800 300 0 369 68 0 360 60 0 360 34 0 360 20 0 361 55 0 367 84 0 365 57(A) 0 363 01 0 364 97

600 600 400 0 369 72 0 360 57 0 360 24 0 360 17 0 361 53 0 367 83 0 364 97

300 400 160 0 369 11(1) 0 360 52 0 360 04 0 360 11 0 361 50 0 367 81

300 400 200 0 369 75 0 360 52 0 360 04 0 360 11 0 361 50 0 367 81 0 365 52(A) 0 364 95

400 600 200 0 369 76 0 360 56 0 360 22 0 360 13 0 361 51 0 367 83 0 365 68(A) 0 364 95

400 600 250 0 369 77 0 360 56 0 360 22 0 360 13 0 361 51 0 367 83 0 365 54(A) 0 364 97

600 800 300 0 369 78(2) 0 360 59 0 360 33 0 360 06 0 361 53 0 367 84 0 365 57(A) 0 363 01 0 364 97

600 1000 300 0 369 79(2) 0 360 54 0 360 40 0 360 08 0 361 53 (4) 2 x 0 364 96

800 1000 300 0 369 80(2) 0 360 61 0 360 42 0 360 94 0 361 55 (4) 2 x 0 364 96

1000 1200 300 0 369 81(2) 0 360 65 0 360 47 0 360 10 0 361 56 (4) 2 x 0 364 97

1: Without cable entries plate - 2: 2 doors - 3: Usable area: 800 x 640 mm - 4: Crosspieces to be cut (2 m height) can be used for cabinets width 1000 and 1200 (see p. 274)	 5: Use kit Cat.No 0 364 98 (p. 262) for direct mounting on Marina cabinets - 6: Except for Atlantic food industry cabinets - (A) For Atlantic - (M) For Marina

ADDITIONAL
PRODUCTS

Accessories
for Atlantic food 

industry cabinets
(p.263)

Hinged glass doors
(p. 274)

Kit Cat.No 0 364 98
for mounting

Cabstop plate on 
plain surface (p. 262)

Document holders
(p. 274)

Colring cable ties  
(p. 286)

Heat regulation
(p. 278)

19" wall mounting
chassis (p. 274)

Floor fixing 
with stands (p. 267)

Locking accessories  
(p. 276)

Marina enclosures 
RAL 7035  

IP 66 - IK 10 (p. 266)
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ATLANTIC METAL &
ATLANTIC FOOD INDUSTRY

ATLANTIC

ATLANTIC METAL CABINETS

  IP 55/66 - IK 10
  Conform to IEC/EN 60529 and 62262
   Supplied with plain plate
   Metal, textured polyester coating
   Excellent resistance to corrosion and 
chemical agents

   Reversible door equipped with 
double bar lock

ATLANTIC FOOD INDUSTRY CABINETS

  IP 66 - IK 10
  Conform to IEC/EN 60529 and 62262
   Stainless steel fi nish
   Specifi c design, especially adapted to food 
& beverage industry or other environments 
with high hygiene requirements

   Inclined roof (30°) for improved door 
protection and facilitating cleaning 
operations (no accumulation of dust, 
chemicals,  etc...)

A wide range of 
accessories: 
wall mounting lugs, 
perforated plates, 
chassis with insulating 
faceplates, internal 
doors, etc.

reliable & easy to install 
weatherproof cabinets

Atlantic metal cabinets 
are supplied with plain 
plate. Self-centering 
positioning system for 
the equipment

Blue silicone gasket 
for identifi cation as 
dedicated enclosure for 
food & beverage 
industry

Specifi c accessories: 
304L stainless steel 
wall spacer brackets 
and adjustable feet 
in order to facilitate 
cleaning operations
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Atlantic metal cabinets supplied with plain plate
IP 55/IP 66 - IK 10 - Type 4x - Type 12

IP 66 according to standards IEC EN 60529 for 1 doors cabinets - IP 55 according to standards IEC EN 60529 for 2 doors cabinets
IK 10 according to standards IEC EN 62262
LCIE 17 07 90 10A
Type 4x, 1 door, Type 12, 2 doors - cULus
EMC attenuation 20 dB (for an EMC attenuation from 40 to 50 dB at 1 GHz, please consult us)
Excellent resistance to corrosion and chemical agents
80 µm thick textured polyester coating. Anti-corrosion treatment for hinges and axis
Reversible door - Fitted with lever 
Supplied with plain plate - Double bar lock - Self-centering positioning system for the equipment
Compatible with all Atlantic accessories
Low cable entries RAL 7035 - Optional depth adjustement for cabinets 400 mm depth, with slides Cat.No 0 367 45 (p. 262)

0 369 19 0 369 79 0 355 53

Pack Cat.Nos Metal cabinets

Vertical version
External dimensions (mm)

Height x Width x Depth
Number
of doors

Weight
(kg)

1 0 369 101 300 x 200 x 160 1 3.9
1 0 369 122 400 x 300 x 160 1 6.3
1 0 369 13 500 x 400 x 160 1 10.3
1 0 369 17 400 x 300 x 200 1 6.9
1 0 369 18 500 x 400 x 200 1 11.2
1 0 369 19 600 x 400 x 200 1 13
1 0 369 20 600 x 500 x 200 1 16.8
1 0 369 21 700 x 500 x 200 1 20.3
1 0 369 25 500 x 400 x 250 1 13.2
1 0 369 26 600 x 400 x 250 1 14
1 0 369 30 700 x 500 x 250 1 23.8
1 0 369 31 800 x 600 x 250 1 30.9
1 0 369 32 1000 x 600 x 250 1 44.5
1 0 369 33 1000 x 800 x 250 1 49.5
1 0 369 37 800 x 600 x 300 1 32
1 0 369 38 1000 x 600 x 300 1 45
1 0 369 39 1000 x 800 x 300 1 56.9
1 0 369 42 1200 x 600 x 300 1 50.4
1 0 369 43 1200 x 800 x 300 1 67
1 0 369 44 800 x 600 x 400 1 41.6
1 0 369 45 1000 x 800 x 400 1 63.5
1 0 369 46 1200 x 800 x 400 1 73.6
1 0 369 50 1400 x 800 x 400 1 81.6

Square version
1 0 369 512 300 x 300 x 160 1 4.8
1 0 369 55 300 x 300 x 200 1 5.6
1 0 369 57 400 x 400 x 200 1 8.7
1 0 369 59 500 x 500 x 200 1 13.6
1 0 369 62 500 x 500 x 250 1 15.2
1 0 369 64 600 x 600 x 250 1 22.8
1 0 369 68 800 x 800 x 300 1 48
1 0 369 72 600 x 600 x 400 1 33.5

Horizontal version
1 0 369 11 300 x 400 x 160 1 6.2
1 0 369 75 300 x 400 x 200 1 6.9
1 0 369 76 400 x 600 x 200 1 13
1 0 369 77 400 x 600 x 250 1 14
1 0 369 78 600 x 800 x 300 2 38.4
1 0 369 79 600 x 1000 x 300 2 47.4
1 0 369 80 800 x 1000 x 300 2 59.7
1 0 369 81 1000 x 1200 x 300 2 85.7

Pack Cat.Nos Roofs RAL 7035

Steel
Possible adjustment ± 20 mm (front or back)

For cabinets
Weight (kg)Width (mm) Depth (mm)

1 0 365 51 300 200 1.2
1 0 365 52 400 200 1.4
1 0 365 67 500 200 1.8
1 0 365 68 600 200 2.1
1 0 365 53 400 250 1.8
1 0 365 64 500 250 2
1 0 365 54 600 250 2.5
1 0 365 56 600 300 3
1 0 365 57 800 300 3.6

Lighting kit

1 0 363 12 Supplied with 8 W fl uorescent tube, Ø16 mm
230 V - 50 Hz
Class I - IP 20 - 600 lumens
Electromagnetic compatibility according to EN 55015
Equipped with a switch
Connection on terminal block
Dim.: 320 x 61 x 32 mm

Plinths RAL 7021

Height 200 mm
Front and rear trap door

For cabinets
Weight (kg)Width (mm) Depth (mm)

1 0 363 00 600 300 6
1 0 363 01 800 300 6.7

1: With no opening supplied with plain pates
2: With no opening

Lina 12.5 and Lina 25 perforated 
plates, p. 272

Door contact
p. 274

Cabinet and equipment selection chart p. 259-260
Technical characteristics p. 264
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Equipment for Atlantic metal cabinets

0 364 010 347 95 Touch-up brush 0 365 91 0 329 47 0 364 04

0 367 35 with rail Cat.No 0 367 82
(p. 274)

0 329 46

Cabstop plate Cat.No 0 364 96 and mounting kit 
Cat.No 0 364 98 on enclosure Cat.No 0 369 43

Pack Cat.Nos Metallic internal doors
Metallic internal doors RAL 7035
For direct mounting in Atlantic metal and stainless 
steel cabinets
IPXXB
Reversible door with captiv hinge pins
Double bar lock
Can be equipped with other key barrels and metal
rebate locks. Distance between cabinet door and 
internal door: 55 mm

For cabinets (mm)
Height x Width

Dimensions (mm)
Height x Width

Usable  
dimensions (mm)

Height x Width
1 0 363 15 400 x 300 334 x 248 235 x 155
1 0 363 16 500 x 400 434 x 348 335 x 255
1 0 363 17 600 x 400 534 x 348 435 x 255
1 0 363 18 700 x 500 634 x 448 535 x 355
1 0 363 19 800 x 600 734 x 548 635 x 455
1 0 363 20 1000 x 600 934 x 548 835 x 455
1 0 363 21 1000 x 800 934 x 748 835 x 655
1 0 363 22 1200 x 600 1134 x 548 1035 x 555
1 0 363 23 1200 x 800 1134 x 748 1035 x 655

Cabstop open-work plate IP 55
Cable entries consisting of a cable clamp providing 
the mechanical grip, and elastomer areas for 
weatherproofing 
Can be pierced using the cable (no tool required) 
Fits the cable perfectly 
Replacement of a cable possible 
Fire retardant polypropylene RAL 7035 
2 possibilities of mounting: 
- direct on cable entry of Atlantic or Marina cabinets 
- on flat surface with kit Cat.No 0 364 98 
Supplied with: 
- �locking caps for sealing a pierced 

entry providing IP 55 protection
- cable release tool

Number
of entries
Ø5 to 14

Number
of entries
Ø14 to 24

Number of
spare entries

Direct mounting
on cable entry of

cabinet width (mm)
1 0 364 94 13 1 - 300
1 0 364 95 13 1 1 400
1 0 364 96 28 2 1 500-1000
1 0 364 97 28 2 2 600-800-1200
1 0 364 98 Kit for mounting Cabstop plate on plain plate 

Enables mounting of 2 Cabstop plates: 
Cat.Nos 0 364 94 or 95 and 0 364 96 or 97 
IP 55 maintained

Pack Cat.Nos Cable entries for Atlantic cabinets 
600 or 800 mm width

1 0 329 46 IP 43 cable entry plate with brush 
(cable feed-through 385 x 30 mm)

1 0 329 47 IP 55 multi-entry cable entry plate with cable glands 
Supplied with 12 ISO 32 cable glands 
The cable glands take 4 UTP/FTP/SFTP cables 
(Ø6.5 to 9.5 mm) per cable gland 
Cords with connectors can be fed through without 
having to dismantle the cable gland 
Usable interior Ø25.5 mm 
Supplied with blanking plates for unused entries

Protective conductor
Earth braid

Capacity
(mm2)

Fixing spacing 
(mm)

Ø of holes
(mm)

20 0 347 95 6 200 8.5
20 0 347 96 16 200 8.5
10 0 347 97 30 200 8.5

Green/yellow wire
20 0 363 95 6 200 6.5

Paint touch-up
Aerosol paint spray

1 0 365 97 RAL 7035 

Touch-up brush 
For protecting the sheet metal after cutting 
Anti-corrosion paint

10 0 365 91 RAL 7035 
Other colours on request

Temporary marking 
10 0 395 99 Water-soluble marker pen

Accessories
Set of 4 slides for depth adjustment

1 0 367 45 For 400 mm depth cabinets

Wall-mounting lugs (set of 4)
1 0 364 01 For load up to 300 kg 

Horizontal or vertical installation 
With a roof, horizontal installation only 
Zamak RAL 7035 
Supplied with cover finish

1 0 364 04 For load up to 300 kg 
Horizontal or vertical installation 
Anti-corrosion steel treatment

Attachment lugs for rail 2
5 0 367 35 Supplied with M6 screws 

Set of 2 
Used to attach the 15 mm depth symmetric rail 2 
on door profile strand-holder

Cabinet and equipment selection chart p. 259-260
Technical characteristics p. 264

0 363 17
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Pack Cat.Nos Enclosures - 304L stainless steel

IP 66 according to EN/IEC 60529
IK 10 according to EN/IEC 62262 (EN 50102)
Vertical version, 1 door

External dimensions/ Corresponding enclosure
Weight 

(kg)
Height 
(mm)

Width 
(mm)

Depth 
(mm)

1 0 352 34 566/400 312/300 210/200 6.5
1 0 352 36 798/600 412/400 260/250 12.5
1 0 352 38 1031/800 612/600 310/300 27.4
1 0 352 39 1231/1000 812/800 310/300 39

Wall spacer brackets - 304L stainless steel

1 0 364 10 Set of 4 wall spacer brackets. Supplied with screws 
For load up to 125 kg
Spacing between wall and enclosure: 75 mm 
Maximum spacing between wall and enclosure:  
150 mm with 2 sets of wall spacer brackets  
Cat.No 0 364 10

Adjustable feets - 304L stainless steel

1 0 364 11 Set of 4 feets. Supplied with screws 
For load up to 125 kg
Adjustable height from 120 to 160 mm
Adjustable tilt up to 10°

Selection chart p. 259-260
Approvals p. 858

Atlantic food industry  
stainless steel cabinets

Hygienic Design: especially designed for food & beverage
industry or other environments with high hygiene requirements
Finish: brushed stainless steel
Curved reversible door, stainless steel lock
Roof angles forwards by 30° for improved door protection
Supplied with one key
Can be equipped with Atlantic & Atantic stainless steel accessories 
(lighting kit …)

0 352 36 + 2 x 0 364 10

Stainless steel 
wall mounting lugs

0 364 10

0 352 36 + 0 364 11 0 364 11

0 352 36

Stainless steel door lock  
for food industry

H

F

C6

13

B

A

GE

D
O Q

P

n Dimensions
Cabinet

Usable depth

Adjustable feets

Ø 80

M 16
10°

12
0 

à 
16

0

Cat.No 0 364 11

Door

Cat.No

Dimensions (mm)

Height 
A

Width 
B

Depth 
C D E F G H

0 352 34 566 312 210(1) 428 364 267 325 225
0 352 36 798 412 260(1) 628 564 367 525 325
0 352 38 1031 612 310(1) 828 764 566 725 525
0 352 39 1231 812 310(1) 1028 964 766 925 725

1: + 6 mm when equipped with lock

Atlantic food industry  
stainless steel cabinets

Cat.No

Door usable area Locking 
position

O (mm) P (mm) Q (mm)

0 352 34 330 150 -
0 352 36 530 250 400
0 352 38 730 450 600
0 352 39 930 650 800

Wall spacer brackets

75
150

ou

Cat.No 0 364 10

76

76

Swivelling area
of  the hinge

w

76

76

Enclosure 
depth 
(mm)

Back of 
enclosure

W (mm)

200 179
250 229
300 279
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Atlantic metal cabinets supplied with plain plate
IP 55/IP 66 - IK 10 - Type 4x - Type 12

n Usable dimensions

Doors

2 doors 1 door

P

L

Q O

P

O

L

Cable entries

M

NC

30
.6

= =

Cabinets width ≤ 800 mm
M M= =131

C N
30

.6

Cabinets width ≥ 1000 mm

Cat.Nos

Cabinets Door usable dimensions Lock
positions

Strand-holder
fixing centres

Height
(mm)

Width
(mm)

Height
O (mm)

Width
P (mm) Q (mm) L (mm)

0 369 10 300 200 251 148(3) (1) (2)

0 369 17/12/27 400 300 351 248(3) (1) (2)

0 369 13/18/28 500 400 451 300 (1) 330

0 369 19/26/29/36 600 400 551 300 350 330

0 369 20 600 500 551 400 350 430

0 369 21/30/40 700 500 651 400 400 430

0 369 25 500 400 451 300 (1) 330

0 369 31/37/41/44/47 800 600 751 500 500 530

0 369 32/38/48 1000 600 951 500 (1) 530

0 369 33/39/45/49 1000 800 951 700 (1) 730

0 369 42 1200 600 1151 500 (1) 530

0 369 43/46/56 1200 800 1151 700 (1) 730

0 369 50/60 1400 800 1351 700 (1) 730

0 369 51/55 300 300 251 248(3) (1) (2)

0 369 57 400 400 351 348(3) (1) (2)

0 369 59/62 500 500 451 400 (1) 430

0 369 64/72/74 600 600 551 500 350 530

0 369 68 800 800 751 700 500 730

0 369 11/75 300 400 251 348(3) (1) (2)

0 369 76/77 400 600 351 500 (1) 530

0 369 78 600 800 551 300 x 2 (1) 330

0 369 79 600 1000 551 400 x 2 (1) 430

0 369 80 800 1000 751 400 x 2 (1) 430

0 369 81 1000 1200 951 500 x 2 (1) 530

1: Central lock  
2: Without strand-holder  
3: -12 mm on the side with "Legrand" marking

Cabinets (mm) Dimensions
of cable entries (mm)

Width Depth C M N
200 160 170 - -
300 160 170 - -
400 160 170 - -
300 200 210 169 115
400 200 210 269 115
400 250 260 269 115
500 200 210 269 115
600 200 210 269 115
500 250 260 369 150
500 300 310 369 150
600 250 260 469 150
600 300 310 469 150
600 400 410 469 150
800 250 260 469 150
800 300 310 469 150
800 400 410 469 150
1000 300 310 369 150
1200 300 310 469 150

Usable depth

X

W

Cabinets Back of cabinet
Depth
(mm) W (mm) X (mm)

160 140 125

200 180 165

250 230 215

300 280 265

400 380 365

n Plinths
Trap doors

Cat.Nos Cabinets 
W x D (mm) A B C D E F G H J

0 363 00 600 x 300 600 280 200 150 574 469 150 542 271

0 363 01 800 x 300 800 280 200 150 774 469 150 742 371

C

587E

59
65

B
A

D
Ø 9

J

H
49

52

G

13

15
0

F
169

11
5

78-348
93-363

Adjustment of equipment (optional) with slides
Cat.No 0 367 45 for 400 mm depth cabinets 

Cat.Nos C (mm)

0 365 51/52/67/69 100

0 365 53/54/64 125

0 365 56/57 150

C

drilling Ø7 

12,512,5

n Roofs fixing

n Fixing on door of a symmetrical rail 4  depth 15 mm 
with Cat.No 0 367 35
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n Usable dimensions

Fixing

8.5

37.5

64

27.5

188.
5

12
.4

49

Cat.No 0 364 01

• Tensile resistance: 15 kg minimum
• Operating temperature: – 20 °C to + 65 °C
• ASTM No 3 resistance to cutting oil
• Resistance to incandescent wire: 750 °C 
	 according to IEC EN 60695-2-11

n Assembly kit on plane surface for Cabstop plate

501
97 97269

BlankBlank 1
4

5

1
4

8

1
8

2

Cat.No 0 364 97

1
4

7
1

1
4

169
201

Cat.No 0 364 94

Blank

301

1
1

0

98169

1
4

7
1

1
4

Cat.No 0 364 95

401

1
4

5

1
4

8

1
8

2

97269

Blank

Cat.No 0 364 96 Side view  
0 364 96/97

1
4

8

32

Side view  
0 364 94/95

1
1

4

32

Cable entry 
Ø14 to 24 
equivalent CG PG 21/29
	 ISO 25/32

Cable entry 
Ø5 to 14 
equivalent CG PG 9/11/13/16
	 ISO 16/20

A

B

n Cabstop plate

Cat.No 0 364 98

Dimensions

51
22 17

70 17 25

9
Cat.No 0 364 04

Y 

U 

S 

R
 

T V
 E
 

Direct wall

fixing on stands

(without lug) Ø9

F 

 

Cabinets Vertical
lugs

Mounting
centres

Horizontal
lugs

Mounting
centres

Overall
0 364 01

Overall
0 364 04

H
(mm)

W
(mm)

R
(mm)

S(1)

(mm)
E

(mm)
T(1)

(mm)
U

(mm)
F

(mm)
V

(mm)
Y

(mm)
V

(mm)
Y

(mm)
300 200 375 150 225 250 275 169 430 330 402 302

300 300 375 250 225 250 375 269 430 430 402 402

300 400 375 350 225 250 475 369 430 530 402 502

400 300 475 250 325 350 375 269 530 430 502 402

400 400 475 350 325 350 475 369 530 530 502 502

400 600 475 550 325 350 675 569 530 730 502 702

500 400 575 350 425 450 475 369 630 530 602 502

500 500 575 450 425 450 575 469 630 630 602 602

600 400 675 350 525 550 475 369 730 530 702 502

600 500 675 450 525 550 575 469 730 630 702 602

600 600 675 550 525 550 675 569 730 730 702 702

600 800 675 750 525 550 875 769 730 930 702 902

600 1000 675 950 525 550 1075 969 730 1130 702 1102

700 500 775 450 625 650 575 469 830 630 802 602

800 600 875 550 725 750 675 569 930 730 902 702

800 800 875 750 725 750 875 769 930 930 902 902

800 1000 875 950 725 750 1075 969 930 1130 902 1102

1000 600 1075 550 925 950 675 569 1130 730 1102 702

1000 800 1075 750 925 950 875 769 1130 930 1102 902

1000 1200 1075 1150 925 950 1275 1169 1130 1330 1102 1302

1200 800 1275 750 1125 1150 875 769 1330 930 1302 902

1400 800 1475 750 1325 1350 875 769 1530 930 1502 902

1: Same mounting centres for Cat.Nos 0 364 01 and 0 364 04
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Marina cabinets
polyester - IP 66 - IK 10

0 362 76

Pack Cat.Nos RAL 7035 cabinets
External dimensions (mm)

Height x Width x Depth
Corresponding metal

cabinets (mm)
Height x Width x Depth

1 0 362 50 300 x 220 x 160 300 x 200 x 160
1 0 362 51 400 x 300 x 206 400 x 300 x 200
1 0 362 52 500 x 400 x 206 500 x 400 x 200
1 0 362 55 610 x 400 x 257 600 x 400 x 250
1 0 362 56 720 x 510 x 250 700 x 500 x 250
1 0 362 61 820 x 610 x 300 800 x 600 x 300
1 0 362 63 1020 x 810 x 300 1000 x 800 x 300
1 0 362 64 1220 x 810 x 300 1200 x 800 x 300

RAL 7035 cabinets with glass door
Coloured toughened glass

External dimensions (mm)
Height x Width x Depth

Window dimensions (mm)
Height x Width

1 0 362 71 400 x 300 x 206 235 x 145
1 0 362 72 500 x 400 x 206 335 x 245
1 0 362 75 610 x 400 x 257 463 x 245
1 0 362 76 720 x 510 x 250 570 x 272
1 0 362 81 820 x 610 x 300 672 x 372
1 0 362 83 1020 x 810 x 300 770 x 495
1 0 362 84 1220 x 810 x 300 970 x 495

IP 66 according to IEC EN 60529
LCIE n°60059283-560528
IK 10 according to IEC EN 62262 (EN 50102)
Class II (used to create totally isoled assemblies acc. to EN 60439-1 and 
assemblies for photovoltaic installations acc. to UTE C15-712-1)
Fiber glass reinforced polyester
Self-extinguisting 960°C acc. to IEC EN 60695-2-11
Adapted to corrosive environment and different weather conditions 
(detailed technical sheet available on e-catalogue)
Reversible door, opening 180°, (except Cat.No 0 362 50)
Stainless steel hinge pins (except Cat.No 0 362 50) 
2 double bar lock (1 lock for Cat.No 0 362 50)
Direct fi xing of equipment at bottom of cabinet (screws supplied)
Possible to fi t a partial plate from 500 x 400 x 200 mm and/or rails on 
intermediate studs (except for Cat.No 0 362 50)
Optional depth adjustment from height 400 x width 300 mm with 
Cat.No 0 362 42
Can be equipped with Atlantic accessories

Cabinet and equipement selection chart p. 258-259
Technical characteristics p. 270

Heat regulation for cabinets and enclosures
p. 278

Plastic industrial boxes
p. 594

DISCOVER THE RANGE

n  Fiber glass  reinforced 
polyester cabinets

n IP 66 - IK 10 

n  Class II (used to create 
totally isoled assemblies

n  8 sizes of cabinets and
3 sizes of enclosures from 
300 x 220 x 160 mm to 
1800 x 800 x 400 mm

n  Equipment fixed directly 
at the back of the cabinets 
thanks to a complete range 
of accessories

MARINA CABINETS 
AND ENCLOSURES

Enclosures
         for
   all corrosive
   environments

Designed in fi breglass reinforced 
polyester, these enclosures are 
particularly suitable for corrosive 
environments: petrochemical, food 
processing industries and provide 
excellent UV resistance.

Marina enclosures p. 268

Marina cabinets p. 266

0 362 56
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Equipment for Marina cabinets

Pack Cat.Nos Accessories

1 0 362 42 Depth adjustment kit for cabinets
depth ≥ 200 mm, for plate or
uprights (p. 274)
Set of 4 lugs, supplied with screws

10 0 394 49 Set of 2 supports for 45° rail slope
Supplied with 4 M6 screws, 
nuts and washers 

1 0 364 98 Kit for mounting Cabstop plate on 
plain plate
Enables mounting of 2 Cabstop plates:
Cat.Nos 0 364 94 or 95, and 0 364 96 or 97
IP 55 maintained

1 0 362 44 Twin kit (horizontal or vertical)
for cabinets ≥ 500 mm height
Comprising:
- 1 frame for cable crossing and
weather proofi ng
- 2 linking pieces for fi xing lugs
(Cat.No 0 364 09 to be ordered separately)

1 0 365 13 Padlock adaptor stainless steel for Marina
cabinets height ≥ 400 mm
additional to latches
Takes 3 padlocks Ø6 max.

0 362 63
with plinth Cat.No 0 362 92
and roof  Cat.No 0 362 95 

Example of  cabinets Cat.No 0 362 61 associated and equipped:
- Lugs Cat.No 0 364 09
- Internal door Cat.No 0 363 63 (p. 275)
- Cabstop plate + kit Cat.No 0 364 98 (p. 262)
- Twin kit Cat.No 0 362 44
- Depth adjustment kit Cat.No 0 362 42

0 362 56 
on stand Cat.No 0 364 36
and cross-pieces 
Cat.No 0 364 39

0 364 98 0 362 420 364 09

0 362 44

Pack Cat.Nos Plinths RAL 7035
Height 170 mm
Front and rear trap door
Possibility to overlap 2 plinths

1 0 362 91 For cabinets Cat.Nos 0 362 61/81
1 0 362 92 For cabinets Cat.Nos 0 362 61/64/83/84

Roofs RAL 7035
1 0 362 93 For cabinets Cat.Nos 0 362 56/76
1 0 362 94 For cabinets Cat.Nos 0 362 61/81
1 0 362 95 For cabinets Cat.Nos 0 362 61/64/83/84

Fixing accessories
IP 66 maintained
Wall mounting lugs
Set of 4, supplied with screws

1 0 364 08 For cabinets height 300 mm. For 100 kg load
1 0 364 09 For cabinets height 400 and 1200 mm. For 150 kg 

load

Rear with threaded rod
10 0 362 40 M8 for cabinets height ≥ 400 mm

Mounting at back of cabinets

On ground
Stand comprised of 2 feet for fi xing cabinets high up 
Supplied with cabinet fi xing screws
Hot galvanized steel
Conform to EN 50125-3 (railway applications, fi xed 
installations)

1 0 364 36 For cabinets height 400 to 800 mm
1 0 364 37 For cabinets height 1000 to 1200 mm
1 0 364 39 Anti-tipping cross-pieces

Option of fi tting casters Cat.No 0 464 83 (p. 729)

Cabinet and equipement selection chart p. 258-259
Technical characteristics p. 270

IP 66 ventilation glands for cabinets
p. 279
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Marina enclosures
polyester - IP 66 - IK 10

Equipment for Marina enclosures

0 362 85 Example of  2 enclosures Cat.No 0 362 85 on plinth  
Cat.No 0 362 96, associated and equipped 

IP 66 acc. to IEC EN 60529
LCIE n° 60059283-560528
IK 10 acc. to EN 62262 (EN 50102)
Class II (Used to create totally isolated assemblies acc. to EN 60439-1)
Fiberglass reinforced polyester
Self-extinguishing 960°C acc. to IEC EN 60695-2-11
Adapted to corrosive environment 
Supplied with fixing kit for plain plates or sectionned uprights
Depth adjustment of equipment
Equipped with low cable entries plate
Reversible door with strand-holder 
3 point closing with handle fitted with 1/2 locking latch 2433 A (other key 
code, please consult us)
Stainless steel hinges and hinges axis 

Document pocket 
Cat.No 0 476 45

Lina 12.5 plate 
Cat.No 0 481 40

Rail  
Cat.No 0 477 28

Assembly and lifting 
enclosure  
kit Cat.No 0 362 48

Lifting brackets 
Cat.No 0 362 46

0 362 86 with plinth Cat.No 0 362 96 
internal door Cat.No 0 363 67  
and roof  Cat.No 0 362 97

Pack Cat.Nos Enclosures RAL 7035

External 
dimensions (mm) 

Height x Width x Depth

Corresponding 
metal enclosures (mm) 
Height x Width x Depth

1 0 362 85 1460 x 800 x 463 1400 x 800 x 400
1 0 362 86 1660 x 800 x 463 1600 x 800 x 400
1 0 362 87 1860 x 800 x 463 1800 x 800 x 400

Plinth RAL 7035
Height 170 mm 
Front and rear trap door 
Possibility to overlap 2 plinths

1 0 362 96 For enclosure width 800 x depth 400 mm

Roof RAL 7035
1 0 362 97 For enclosure width 800 x depth 400 mm

Pack Cat.Nos Equipment

Plain plates
Galvanized steel. Pre-marked pitch 100 mm 
Admissible load: 200 kg/m2

For enclosures 
Height x Width (mm)

Net weight 
(kg)

1 0 349 59 1400 x 800 27
1 0 349 50 1600 x 800 30.5
1 0 344 18 1800 x 800 34

Lina 12.5 plates
Galvanized steel 
With drilling for fixing equipment without marking 
Automatic bracket: 
- Ø6.5 mm for plastic rivet Cat.No 0 366 44 (trunking) 
- Ø3.3 mm for equipment with screw Cat.No 0 347 45 
For installation of Cat. No 0 481 40/43, use Lina 25 
sectioned uprights (p. 274) 
Cat. No 0 364 08 can be fixed directly on the back of 
the enclosure (1400 mm height enclosures) 
Admissible load: 150 kg/m2

Plates
Height x Width (mm)

Net weight  
(kg)

1 0 481 40 800 x 800 5.9
1 0 481 43 1000 x 800 7.6
1 0 346 08 1400 x 800 14.6

Lina 25 perforated plates
Zinc steel 
For mounting with sectionned uprights  
(except plain plate Cat.No 0 346 09) 
Admissible load: 50 kg/m2

Plates 
Height x Width (mm)

Net weight  
(kg)

1 0 474 90 800 x 800 3.9
1 0 474 95 1000 x 800 5
1 0 346 09 1400 x 800 6.7

Internal doors RAL 7035
IP xxB steel. Textured polyester coated steel 
Double bar lock. Take key barrels and other 
knockouts (p. 276) 
Distance between enclosure door and internal door 
78 mm 
Right or left opening, handle included

For cabinets 
Height x Width (mm)

Door dim. (mm) 
Height x Width

Door usable dim. (mm) 
Height x Width

1 0 363 66 1400 x 800 1280 x 675 1200 x 580
1 0 363 67 1600 x 800 1480 x 675 1400 x 580
1 0 363 68 1800 x 800 1680 x 675 1600 x 580

Technical characteristics p. 270
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Equipment for Marina enclosures 
(continued)

Document pocket
Cat.No 0 476 45

Lifting brackets
Cat.No 0 362 46

0 374 02

0 362 46 0 476 45

Pack Cat.Nos Screws

500 0 366 44 Rivet reinforced plastic Ø6 mm
for drilling Ø6.5 mm

100 0 347 45 Screw head H 4.8 x 16 mm self-drilling,
self-tapping for Ø3.3 mm

200 0 347 50 Screw caps for isolation of screw head
Cat.No 0 347 45 inside the trunking

Sectionned uprights

For 2 Lina 25 rail, 1 rail and Lina 12.5 or Lina 25 
plates
Set of 2 uprights galvanized steel

For enclosures
Height (mm) Length (mm)

1 0 363 90 1400 1284
1 0 363 91 1600 1484
1 0 363 92 1800 1684

Rails
Lina 25 rail
Galvanized steel
For enclosures width 800 mm

5 0 477 28 3 15 mm depth

Rail to be cut
10 0 374 02 1 EN 60715

Lifting accessories
1 0 362 46 Lifting brackets M14

Set of 4 brackets for max. load 500 kg/m3

Supplied with blanking plates
1 0 362 48 Assembly and lifting enclosures kit:

- 2 support brackets
- screws
- weatherproof seal
For 500 kg/m3 lifting, order separately
one set of 4 brackets Cat.No 0 362 46

Metal document holder (for plans)
RAL 7012. Fixed on door width 800 mm

1 0 476 45 Internal dimensions: W. 425 x H. 275 x D. 50 mm

ADDITIONAL SOLUTIONS
AVAILABLE ON REQUEST

Atlantic stainless steel cabinets, 
Axis control consoles Marina or 
Altis enclosures, four 
ranges available on request 
or made to measure  for 
specific environments or for 
local control of industrial 
processes

Solutions
         for specific
applications

Altis automation enclosure Atlantic Axis control consoles

Atlantic stainless steel cabinets

If you want to know more about 
Legrand  custom made ranges 
( pre-drilled enclosures, special 
colours etc..  ) please contact 
your Area Commercial Manager

CUSTOM MADE RANGES
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Marina cabinets and enclosures
polyester - IP 66 - IK 10

n Dimensions, weights and usable areas of cabinets

H 

I 

C 

26 

A 

75 
100 

250

D 

B 

150

100 

G 

E
 

F 

26 

J 

1: Except window version

Cat. Nos
Usable area (mm)

Weight 
(kg)

Weight 
with 

window 
door (kg)A(1) B(1) C D E F G H I 

maxi J

0 362 50 250 150 105 195 250 115 194 280 - - 1.75 -

0 362 51/71 300 180 130 250 260 150 260 350 178 200 3.7 4

0 362 52/72 400 280 130 350 360 150 360 450 178 300 5.1 5,6

0 362 55/75 500 280 180 350 460 180 360 560 225 400 6.4 7

0 362 56/76 600 340 170 400 560 170 460 662 211 400 11.2 12.3

0 362 61/81 700 440 220 500 660 230 560 762 261 500 15.2 16.7

0 362 63/83 900 600 220 700 860 230 760 962 261 580 21.8 23.9

0 362 64/84 1100 600 220 700 1060 230 760 1162 261 700 25 27.5

n Equipment fixing in cabinets

F

D

B

A
E

C
C

1: 2 studs on height Cat.No 0 362 50

Partial plates mounting

n Adjustment of equipment (optional)

B

A

n Plinths and roofs
L

A
Ø 14B

17
0

26
5

50
50

15
0

P
60

79

Door usable area for Cat. No 0 362 50 n Fixing
Cat.No 0 364 09	 Cat.No 0 364 08

49
,5

18
8,

9

27,5

35

63

Ø18

25
8,

5

30,5
16

13,2

U
Y

S
TRV

H

B
F
D

C GEA

n Stands

Cat.No 0 364 39

n Coupling kit for cabinets Cat.No 0 362 44

150
109

22x13

42
.5

0 364 36 (H=1203 mm)

th. 2 mm

38.5

56

11

40

50 th. 4 mm

200
135

40x14

80

40

60

11

40

50

0 364 37 (H=1603 mm)

same fixing distances on ground and cabinet side

1: With brackets Cat.No 0 364 08 
2: S and T dimensions: insert fixing centres

Usable space 80 x 287.5

Lugs 0 364 09

Cat. Nos A B C D E(1) F
(mm) (mm) (mm) (mm) (mm) (mm)

0 362 50 263 163 - - - -

0 362 51/71 325 225 125 225 102.5 228.5

0 362 52/72 425 325 225 325 87.5 228.5

0 362 55/75 525 325 325 325 95 328.5

0 362 56/76 625 425 425 425 100 428.5

0 362 61/81 725 525 525 525 100 528.5

0 362 63/83 925 725 725 725 100 728.5

0 362 64/84 1125 725 925 725 100 728.5

Cabinet 
Cat.Nos

Plate dim. 
(mm)

Plate Cat.Nos
Plain Lina 12.5 Lina 25

0 362 52/72 300 x 400 0 360 51 0 360 04 0 360 11

0 362 55/75 400 x 400 0 360 70 0 360 05 0 360 92

0 362 56/76 500 x 500 0 360 71 0 360 14 0 360 93

0 362 61/81 600 x 600 0 360 57 0 360 24 0 360 17

0 362 63/83 800 x 800 0 360 60 0 360 34 0 360 20

0 362 64/84 1000 x 800 0 360 61 0 360 21 0 360 42

Cat.Nos

Plain plate  
(mm)

Chassis with rail 
2 (mm)

A max. A min. 
(with Cat.No  

0 362 42)

B max. B min. 
(with Cat.No 

0 362 42)
0 362 50 135 - - -

0 362 51/71 170 70 155 55

0 362 52/72 170 70 155 55

0 362 55/75 220 70 205 55

0 362 56/76 220 70 205 55

0 362 61/81 270 70 255 55

0 362 63/83 270 70 255 55

0 362 64/84 270 70 255 55

Plinths
Cat.Nos

L
(mm)

A
(mm)

B
(mm)

Weight
(kg)

0 362 91 590 480 344 4.8

0 362 92 790 680 544 5.4

Roofs
Cat.Nos

Width
(mm)

D
(mm)

Weight
(kg)

0 362 93 510 310 1

0 362 94 612 360 1.3

0 362 95 812 360 1.7

Cat.Nos

On 
stands

0 364 36
(mm)

Direct fixing 
outside mounting
plate and stand 

area 0 364 37 
(mm)

Direct fixing 
through

rear of cabinet
(mm)

With vertical 
brackets

(mm)

With 
horizontal

brackets (mm)

A B E F G H R S V T U Y
0 362 50(1)(2) - - - - 220 150 330 190 359 270 250 279

0 362 51/71 364 218 358 259 325 120 470 241 525 341 370 425

0 362 52/72 464 318 458 359 425 220 570 341 625 441 470 525

0 362 55/75 574 318 558 358 525 220 680 341 735 551 470 525

0 362 56/76 683 427 664 468 600 200 789 441 844 641 579 634

0 362 61/81 781 525 764 568 700 300 887 548 942 758 677 732

0 362 63/83 981 725 964 768 900 500 1087 748 1142 958 877 932

0 362 64/84 1181 725 1164 768 1100 500 1287 748 1342 1158 877 932

997.5
495 120 4x Ø12

th. 3

30 30 30

10
0

Ø12

H 
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	Enclosures	 Enclosures	 Dimensions (mm)

	 Cat.Nos	 dimensions (mm)	 A	 B	 C

	 0 362 85	 1400 x 800 x 400	 1460	 1240	 250
	 0 362 86	 1600 x 800 x 400	 1660	 1440	 300
	 0 362 87	 1800 x 800 x 400	 1860	 1640	 350

n Dimensions, weights and usable areas of enclosures

n Adjustment of equipment in enclosures

A

pitch 25

n Plinth Cat.No 0 362 96
790

680

544
Ø14

17
0

38
0

65
25

010
0

10
0

521
6095

,5

Weight: 7 kg

Width: 794 mm 
Weight: 2.5 kg 

n Suggested lifting method

A

4 x 500 kg slings and 4 brackets

A
 �H �120° ---->	 250 kg 

  90° ---->	 300 kg 
  60° ---->	 300 kg

n Assembly and lifting kit Cat.No 0 362 48 and lifting kit  

Cat.No 0 362 46

200
340

300

90
90

11
0

12
0

11
0

12
0

C
C

C
C

B A

Ø 9

A
 �H �120° ---->	 500 kg 

  90° ---->	 600 kg 
  60° ---->	 600 kg

A �H 90° ---->	 800 kg 
    60° ---->	 900 kg

n Roof Cat.No 0 362 97
n Sectionned uprights		
    Cat.Nos 0 363 90/91/92

A

n Plates

Choice of plates

Plain plate Lina 12.5 plate 
Cat.No 0 346 08

Lina 25 
perforated plate
Cat.No 0 346 09

675
696692

675
696

12
96

12
50

12
96

12
50

50

50

675

BA
25

Lina 12.5 partial plain and Lina 25 perforated plates

B

D

C E
27

A
45

50

8,5

Ø 6,5

12,5Ø 3,3

12
,5

27

B

D

C E A
45

8,5
25,9 3,9

4
10

,9

Enclosures dim 
Height. x Width

Lina 12.5 partial plate and Lina 25 perforated plate

A B C D E Area 
(dm2)

   800 x 800 703 703 675 675 550 49

1000 x 1000 903 903 875 875 750 82

14

45
,5

67
25

4221,5

1: 487 with handle
2: Usable depth

PL 500
280

53

D

C

180°
B

A

50

50

thick. 4

thick: 4

Strand-holder fixing centres
550 mm

H

E

Cat.Nos
Dimensions Weight Usable areas (mm)

E(2)

H x W x D (mm) (kg) A B C D
0 362 85 1460 x 800 x 463(1) 49 1230 530 1300 700 380

0 362 86 1660 x 800 x 463(1) 53 1430 530 1500 700 380

0 362 87 1860 x 800 x 463(1) 57 1630 530 1700 700 380

Plain 
plate (mm)

Partial
plate (mm)

Chassis with
rail 2 (mm)

A max A min A max A min A max A min
379 109 357 88 351 82

Plates
Enclosures Enclosures Enclosures
H. 1400 mm H. 1600 mm H. 1800 mm

Plain 0 349 59 0 349 50 0 344 18

Lina 12,5 0 346 08
2 x 0 481 40 0 481 43 + 0 481 40

+ uprights 0 363 91 + uprights 0 363 92

Lina 25 0 346 09 2 x 0 474 90 0 474 90 + 0 474 95
perforated + uprights 0 363 91 + uprights 0 363 92

Enclosure 
height (mm)

Plain
A B

1400 1292 1225

1600 1492 1425

1800 1692 1625
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Atlantic, Atlantic food industry and Marina cabinets: plain plates and perforated 
plates

0 360 180 360 58 0 360 31 Lina 12.5 plate  
Cat.No 0 360 22 vertical  
mounting inside Atlantic  
enclosure Cat.No 0 369 26

Lina 12.5 plate Cat.No 0 360 22  
horizontal mounting inside Atlantic 
enclosure Cat.No 0 369 77

Pack Cat.Nos Plain plates

Galvanized steel
Vertical mounting 

for cabinets
Weight (kg)

Horizontal mounting 
for cabinets 

Height (mm) Width (mm) Height (mm) Width (mm)
1 0 360 502 300 200 0.6
1 0 360 491 300 220 0.9
1 0 360 69 300 300 1
1 0 360 52 400 300 1.3 300 400
1 0 360 70 400 400 1.7
1 0 360 55 500 400 2.7
1 0 360 71 500 500 3.5
1 0 360 56 600 400 3.3 400 600
1 0 360 84 600 500 4.9
1 0 360 57 600 600 6.2
1 0 360 54 600 1000 10.6 1000 600
1 0 360 58 700 500 6
1 0 360 59 800 600 8.4 600 800
1 0 360 60 800 800 11.4
1 0 360 61 800 1000 14.4 1000 800
1 0 360 85 1200 600 12.1
1 0 360 64 1200 800 18.5
1 0 360 65 1200 1000 23 1000 1200
1 0 360 672 1400 800 26.4

Lina 12.5 plates
Galvanized steel.  
With drilling for fixing equipment without marking. 
Automatic bracket:  
- Ø6.5 mm for plastic rivet Cat.No 0 366 44 (trunking) 
- Ø3.3 mm for equipment with screw Cat.No 0 347 45

Vertical mounting 
for cabinets 

Horizontal mounting 
for cabinets 

Weight (kg)Height (mm) Width (mm) Height (mm) Width (mm)
1 0 360 002 300 200 0.4
1 0 360 011 300 220 0.47
1 0 360 02 300 300 0.6
1 0 360 04 400 300 0.8 300 400
1 0 360 05 400 400 1.1
1 0 360 09 500 400 1.5
1 0 360 14 500 500 1.85
1 0 360 22 600 400 2.2 400 600
1 0 360 24 600 600 3.7
1 0 360 40 600 1000 6.8 1000 600
1 0 360 31 700 500 3.7
1 0 360 33 800 600 5.2 600 800
1 0 360 34 800 800 7
1 0 360 42 1000 800 9.2 800 1000
1 0 360 46 1200 800 11.1
1 0 360 47 1200 1000 13.9 1000 1200
1 0 360 752 1400 800 13

Pack Cat.Nos Lina 25 perforated plates 

Galvanized steel
Common for all types of cabinets

For cabinets 
Height x Width (mm)

Weight
(kg)

1 0 360 072 300 x 200 0.4
1 0 360 991 300 x 220 0.4
1 0 360 91 300 x 300 0.5
1 0 360 11 300 x 400 0.6
1 0 360 12 400 x 300 0.6
1 0 360 92 400 x 400 0.8
1 0 360 13 400 x 600 1.1
1 0 360 15 500 x 400 0.9
1 0 360 93 500 x 500 1.1
1 0 360 16 600 x 400 1.3
1 0 360 17 600 x 600 2.1
1 0 360 06 600 x 800 3.1
1 0 360 08 600 x 1000 3.7
1 0 360 18 700 x 500 2
1 0 360 19 800 x 600 3.1
1 0 360 20 800 x 800 4
1 0 360 94 800 x 1000 5
1 0 360 23 1000 x 600 3.7
1 0 360 21 1000 x 800 4.9
1 0 360 10 1000 x 1200 8.5
1 0 360 87 1200 x 800 7.1
1 0 360 88 1200 x 1000 8.5
1 0 360 902 1400 x 800 7.8

Clip-nuts for perforated plates
Supplied without screw

100 0 364 40 For M4 screws
100 0 364 41 For M5 screws
100 0 364 42 For M6 screws

Accessories
500 0 366 44 Rivet reinforced plastic Ø6 mm for drilling Ø6.5 mm
100 0 347 45 Screw head 4.8 x 16 mm self-drilling, 

self-tapping for Ø3.3 mm
200 0 347 50 Screw cover for isolation of screw head 

Cat.No 0 347 45 inside the trunking

1: For Marina cabinets
2: For Atlantic

Cabinet and equipement selection chart p. 258-259
Technical characteristics p. 273
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Plain plate Details Lina 25
perforated plate

Details Lina 12.5

Rivet 0 366 44

Screws cover 0 347 50

Screws 0 347 45

Screws 0 347 45 

Fixing exemple on Lina 12.5 plate:
- of  a transformer with screws Cat.No 0 347 45
- of  a rail
- of  Lina 25 cable ducting (p. 300)

Lina 12.5 plain plates and Lina 25 perforated plates

n Dimensions

Assembled chassis with rails and Lina 25 uprights 

25.9 3.9

10
.9

4.
1

Ø 6.5

Ø 8.5

12.5

12
.5

50

Ø 3.3

Ø 6.5

H
E

GF

AB

D

C

Dimensions
of cabinets

Height x Width
(mm)

Uprights Rail Chassis
height length fixing
A (mm) D (mm) B (mm) C (mm)

300 x 200 237 143 225 125

300 x 300 237 243 225 225

300 x 400 237 343 225 325

400 x 300 337 243 325 225

400 x 400 337 343 325 325

400 x 600 337 543 325 525

500 x 400 437 343 425 325

500 x 500 437 443 425 425

600 x 400 537 343 525 325

600 x 500 537 443 525 425

600 x 600 537 543 525 525

600 x 800 537 743 525 725

600 x 1000 537 943 525 925

700 x 500 637 443 625 425

800 x 600 737 543 725 525

800 x 800 737 743 725 725

800 x 1000 737 943 725 925

1000 x 600 937 543 925 525

1000 x 800 937 743 925 725

1000 x 1200 937 1143 925 1125

1200 x 600 1137 543 1125 525

1200 x 800 1137 743 1125 725

1200 x 1000 1137 943 1125 925

1400 x 800 1337 743 1325 725

Cabinets
dimensions

Height x Width
(mm)

Dimensions of plates  
Plain / Lina 12.5 / 25 plates

Usable
space for

equipment
(dm2)

Mounting of
plates

G (mm) H (mm) F (mm) E (mm)

300 x 200 256 156 4.2 225 125

300 x 220 275 192 5.3 263 163

300 x 300 256 256 6.2 225 225

300 x 400(1) 256 356 8.2 225 325

400 x 300(1) 356 256 8.2 325 225

400 x 400 356 356 11.7 325 325

400 x 600(1) 356 556 18.7 325 525

500 x 400 456 356 15.2 425 325

500 x 500 456 456 19.2 425 425

600 x 400(1) 556 356 18.7 525 325

600 x 500 556 456 25.3 525 425

600 x 600 556 556 29.7 525 525

600 x 800(1) 556 756 40.7 525 725

600 x 1000(1) 556 956 51.7 525 925

700 x 500 656 456 28.7 625 425

800 x 600(1) 756 556 40.7 725 525

800 x 800 756 756 55.7 725 725

800 x 1000(1) 756 956 71.7 725 925

1000 x 600(1) 956 556 51.7 925 525

1000 x 800(1) 956 756 70.7 925 725

1000 x 1200(1) 956 1156 108.7 925 1125

1200 x 600 1156 556 64.2 1125 525

1200 x 800 1156 756 85.7 1125 725

1200 x 1000(1) 1156 956 108.7 1125 925

1400 x 800 1356 756 100.7 1325 725

1: For horizontal or vertical mounting

Atlantic, Atlantic food industry and Marina cabinets: plain plates and perforated 
plates
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Atlantic, Atlantic food industry and Marina cabinets equipment

Pack Cat.Nos Copper bars

Copper bars with tapped holes
Cross-section

(mm)
Permis I

(A)
Tapped holes Length

(mm)Ø mm Pitch
10 0 373 88 12 x 2 110 M5 18 990
10 0 373 89 12 x 4 160 M5 18 990

Connectors for bars with tapped holes
100 0 373 651 1 or 2 conductor from 1.5 to 10 mm2 

(supplied with Ø5 mm screws)

Non perforated copper bar
Cross-section

(mm)
Permis I

(A)
Length
(mm)

10 0 373 49 12 x 4 180 991.5

Connectors for bar Cat.No 0 373 49
100 0 373 60 1.5 to 4 mm2

10 0 373 61 6 to 16 mm2

10 0 373 62 10 to 35 mm2 (supplied with M6 CHC Ø5 mm)

Door contact
For example, to cut off the air conditioning and the 
lighting supply as soon as the enclosure or cabinet 
door is opened

1 0 363 13 3 A - 240 V
1 NC contact + 1 NO contact
For Atlantic and Marina cabinets
Supplied with fixing lug

Hinged glass doors
IP 54 
Anodised aluminium frame 
Polycarbonate transparent window, 3 mm stick 
Neoprene seal 
455 key lock. 120° opening 
Supplied complete with drilling template 
For devices on front panels. Protect the devices and 
prevent accidental operation

Width
(mm)

Height
(mm)

External
dim.

Width
(mm)

Window
Height
(mm)

Window
Deph
(mm)

Usable
Depth
(mm)

1 0 475 45 300 400 50 230 330 42
1 0 475 46 400 400 50 330 330 42
1 0 475 47 500 500 50 430 430 42

Self adhesive document holder (for plans)
Open - RAL 7035
External dimensions Internal dimensions

Width
(mm)

Height
(mm)

Width
(mm)

Height
(mm)

Depth
(mm)

20 0 365 80 340 235 310 200 18
20 0 365 81 260 165 230 130 18

Closed - RAL 7035
1 0 365 82 Rigid plastic - IP 50 

Internal dimensions: 324 x 120 x 18 mm

Transparent
10 0 097 99 Flexible plastic - A4 - 320 x 220 mm

Door stop for Atlantic metal cabinets
1 0 363 862 Allows door stop at 90°

Supplied with screws

1: Protective conductor per connector (art. 12 of French decree of 
14/11/89)
2: For Atlantic metal cabinets only

0 367 36

Metal Atlantic cabinet 
equiped with document holder 
Cat.No 0 365 82

0 462 28 supplied not assembled 0 475 450 363 13

Pack Cat.Nos Lina 25 sectioned uprights

Set of 2 uprights
For cabinets 
height (mm)

Length 
(mm)

Section

5 0 361 50 300 237 (
5 0 361 51 400 337 (
5 0 361 52 500 437 (
5 0 361 53 600 537 (
5 0 361 54 700 637 (
5 0 361 55 800 737 (
5 0 361 56 1000 937 (
1 0 361 58 1200 1137 )
1 0 361 59 1400 1337 )

Upright to be cut 
10 0 361 92 Length 3 m - Section (

Lina 25 rail
Rail
For fixing onto uprights with clip nut Cat.No 0 364 42 
and screw-washer Cat.No 0 367 75 (p. 277) 
2 depth 15 mm

For cabinets
width (mm)

Crosspiece
length (mm)

Section

10 0 367 80 300 243
10 0 367 81 400 343
10 0 367 82 500 443
10 0 367 83 600 543 2
10 0 367 84 800 743

Rail to be cut, length 2 m
10 0 374 02 1 EN 60715
10 0 374 07 Symmetrical 2 depth 15 mm
10 0 374 04 Symmetrical 2 EN 60175 depth 7.5 mm
10 0 477 22 2 depth 7.5 mm with oblongs
10 0 477 23 2 depth 15 mm with oblongs

Protective conductor lug
5 0 367 36 Support lug for protection copper bar

For Atlantic enclosures only

Wall-mounting VDI chassis for Atlantic,  
and Marina cabinets
For integrating 19" VDI equipment in Atlantic, and 
Marina cabinets, width 600 or 800 mm and depth 
250 mm min. 
In 400 mm wide cabinets, the chassis can integrate 
10’’ VDI equipment (p. 733) 
Can be fixed directly to the wall to create a  
wall-mounting chassis (without cabinet) 
Self-locking cable ties and cable ties with 
tightenning indicator (p. 742) can be fitted
Technical characteristics see p. 759

1 0 462 27 6 U chassis 
1 0 462 28 12 U chassis
1 0 462 29 16 U chassis

Cabinet and equipement selection chart p. 258-259
Technical characteristics p. 276
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Atlantic, Atlantic food industry and Marina cabinets chassis and internal doors

Pack Cat.Nos Mounting plates

1 0 360 44 For 800 x 600 mm cabinets
for DPX3 160 or Vistop 160 A
or DPX-IS 250, 63 to 250 A,  
please consult us

1 0 360 45 For 1000 x 800 mm 
or 1200 x 800 mm cabinets
For 1, 2 or 3 DPX3 160, DPX3 250 
or Vistop 160 A
or DPX-IS 250, 63 to 250 A

Insulating internal doors RAL 7035
For direct mouting in Marina cabinets,  
with Cat.No 0 363 69 in Atlantic metal cabinets 
IP XXB 
Polyester fiber glass reinforced, height 4 mm 
Self-extinguishing 960°C acc. to IEC EN 60695-2-11 
Grid lines integrated on back 
Centre marking on front 
Adjustable distance between cabinet door and 
internal door: 42 to 50 mm for Atlantic cabinets, 
more than 100 mm for Marina cabinets 
Right or left opening, captive hinge pins 
Double bar key: 1 key for 400 to 600 mm height,  
2 keys for height from 700 mm 
Take key barrels and other barrels 

For cabinets
Height x Width(mm)

Dim. (mm)
Height x Width

Usable dim. (mm)
Height x Width

1 0 363 59 400 x 300 341 x 236 305 x 185
1 0 363 60 500 x 400 441 x 336 405 x 250
1 0 363 61 600 x 400 541 x 336 505 x 250
1 0 363 62 700 x 500 642 x 436 500 x 340
1 0 363 63 800 x 600 742 x 536 600 x 440
1 0 363 64 1000 x 800 942 x 736 800 x 640
1 0 363 65 1200 x 800 942 x 736 800 x 640

Accessory
1 0 363 69 Accessory for mounting insulating internal doors in 

Atlantic metal cabinets

Pack Cat.Nos Chassis with insulating faceplates RAL 7035

Symmetrical rails 15 mm depth 
Supplied complete with uprights and faceplates 
Space between door and faceplate for Atlantic, 
Atlantic Hygienic Design and Marina cabinets : 
- 70 mm for cabinets depth 200 mm 
- 80 mm for cabinets depth 250 mm 
- 90 mm for cabinets depth 300 mm 
Self extinguishing 750 °C acc. to IEC EN 60695-2-11
For cabinets 400 x 300 x 200

1 0 361 01 30 modules (3 rows of 10)
Supplied with 1 blanking plate 

For cabinets 500 x 400 x 200
1 0 361 02 48 modules (3 rows of 16)

Supplied with 1 blanking plate

For cabinets 600 x 400 x 250
1 0 361 03 48 modules (3 rows of 16)

Supplied with 1 blanking plate

For cabinets 700 x 500 x 250
1 0 361 05 84 modules (4 rows of 21)

Supplied with 1 blanking plate

For cabinets 800 x 600 x 300
1 0 361 06 108 modules (4 rows of 27)

Supplied with 2 blanking plates 
Can take in 1st row a mounting
plate Cat.No 0 360 44

For cabinets 1000 x 800 x 300
1 0 361 09 190 modules (5 rows of 38)

Supplied with 2 blanking plates
Can take in 1st row a mounting
plate Cat.No 0 360 45

For cabinets 1200 x 800 x 300
1 0 361 10 228 modules (6 rows of 38)

Supplied with 2 blanking plates
Can take in 1st row a mounting
plate Cat.No 0 360 45

Blanking plate
10 0 361 00 38 modules, length 684 mm

90
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90

110

100
150

150
100

150

150

150

150

150

150

150

125

125

230

170

100

150

150
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150
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150

125

270

180

150

150

150

150

150

Accept key barrel

Cabinet and equipement selection chart p. 258-259
Technical characteristics p. 276

0 361 03 mounted in cabinet  
Cat.No 0 369 26 (p. 261)

0 363 60 mounted in Atlantic metal 
cabinets Cat.No 0 369 18 (p. 261)  
with Cat.No 0 363 69

Metallic internal doors 
p. 262
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Atlantic, Atlantic food industry and  
Marina cabinets rails and uprights

Locking accessories

Pack Cat.Nos Lock housings for rebate locks  
or key barrets
For Atlantic and Marina cabinets

10 0 368 04 Lock

10 0 368 05 Knob (with blanking plate)

10 0 368 06 Knob fitted with key barrel 2433 A

Padlocking 
Takes 3 safety padlocks Cat.No 0 227 97 (p. 65) 
Shackle Ø6 mm max.

1 0 365 11 For fitting on Atlantic and Marina knob or lock
RAL 7021 painted steel

1 0 365 13 Padlock adaptor stainless steel 
for Marina cabinets height ≥ 400 mm
additional to latches
Takes 3 padlocks Ø6 max.

Locking latches
10 0 365 30 For Marina cabinets
10 0 368 43 For Atlantic 1-door cabinet

Metal rebate locks
For Atlantic and Marina cabinets

10 0 368 171 Triangle male 6.5 mm 
10 0 368 181 Triangle male 8 mm
10 0 368 191 Triangle male 9 mm (EDF)

10 0 368 201 Double bar

Key barrels
For Atlantic and Marina cabinets
Supplied with set of 2 key

10 0 368 221 For key No 405
10 0 368 231 For key No 421
10 0 368 241 For key No 455
10 0 368 251 For key No 1242 E
10 0 368 261 For key No 2433 A
10 0 368 271 For key No 3113 A
10 0 365 451 Set of two 2433 A keys

Other key code: please consult us

Metal keys for rebate locks
10 0 365 35 Square female 6 mm
10 0 365 39 Triangle male 6.5 mm
10 0 365 40 Triangle male 8 mm
10 0 365 41 Triangle male 9 mm (EDF)
10 0 365 42 Double bar
1 0 368 42 Multi-size key for rebate locks:

square male 8 mm, 
square male 6 mm, 
Triangle male 8 mm and
double bar

1: Except Marina enclosures: please consult us
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Lina 25 sectioned uprights and uprights to be cut

Cat.No 0 374 02 Cat.Nos �0 367 80/81/82/83/84/85/86
and 0 374 07

Cat.No 0 361 92 Cat.No 0 361 58/59
Cat.Nos 0 361 50/51/52/ 
53/54/55/56

1: Saw notch for upright length x pitch 25,  
the 2 others for uprights Cat.Nos 0 361 50/51/52/53/54/55/56
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Dimensions
of cabinets

Height x Width
(mm)

Uprights Rail Chassis
height length fixing
A (mm) D (mm) B (mm) C (mm)

300 x 200 237 143 225 125

300 x 300 237 243 225 225

300 x 400 237 343 225 325

400 x 300 337 243 325 225

400 x 400 337 343 325 325

400 x 600 337 543 325 525

500 x 400 437 343 425 325

500 x 500 437 443 425 425

600 x 400 537 343 525 325

600 x 500 537 443 525 425

600 x 600 537 543 525 525

600 x 800 537 743 525 725

600 x 1000 537 943 525 925

700 x 500 637 443 625 425

800 x 600 737 543 725 525

800 x 800 737 743 725 725

800 x 1000 737 943 725 925

1000 x 600 937 543 925 525

1000 x 800 937 743 925 725

1000 x 1200 937 1143 925 1125

1200 x 600 1137 543 1125 525

1200 x 800 1137 743 1125 725

1200 x 1000 1137 943 1125 925

1400 x 800 1337 743 1325 725
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Uprights, rails and fixing accessories for cabinets and enclosures

Pack Cat.Nos Fixing accessories (continued)

Adaptor
20 0 364 66 For mounting on rail 1 equipment 

fitting on rail 2
Width 17 mm
Increase equipment height of 6 mm

On rails EN 60 715 1 2
100 0 364 78 For M4 screws

100 0 364 79 For M6 screws

On rails EN 60 715 2
10 0 044 16 Claw width 10 mm

Threaded hole for M4 screw
50 0 044 17 Claw width 17.5 mm

Smooth hole 3.8 mm
Supplied with fixing screw Ø3.5 mm
Length 13 mm

100 0 374 39 Claw width 35 mm 
Holes for M4 and M6 screws

40 0 364 69 Fixomega for M4 screws

On C profile rail
100 0 364 82 Stirrup for M6 screws

Cage nuts
For mounting on square perforation 8.3 x 8.3 mm

20 0 364 50 M4
20 0 364 51 M5
20 0 364 52 M6

HF screw with contact washer
50 0 367 75 M 6-10 HF screws with contact washers

1: Can also be used on Lina 25 perforated plate

Pack Cat.Nos Uprights to be cut

Lina 25
10 0 361 92 Length 3 m - Section (

On C profile rail
10 0 389 71 Section U

Rails to be cut 
Length 2 m

10 0 374 02 1 EN 60 715 
10 0 374 04 4 EN 60 715 depth 7.5 mm
10 0 374 07 2 depth 15 mm
10 0 389 71 Section U
10 0 477 22 3 depth 7.5 mm with oblongs
10 0 477 23 3 depth 15 mm with oblongs

45° mounting bracket
10 0 394 49 Set of 2 supports for 45° rail slope

Supplied with 4 M6 screws Ø6 mm,
nuts and washers

Fixing accessories
On plain plates

100 0 347 46 CBL Z 5.5 x 16 PZ No 3 self-tapping screw
100 0 347 47 CBL Z 5.5 x 19 self-drilling tapping screw

On Lina 12.5 plates
500 0 366 441 Rivet reinforced plastic Ø6 mm for drilling

Ø6.5 mm
100 0 347 45 Screw head H 4.8 x 16 mm self-drilling, 

self-tapping for Ø3.3 mm
200 0 347 50 Screw caps for isolation of screw head 

Cat.No 0 347 45

On Lina 25 perforated plates
Clip-nuts supplied without screw

100 0 364 40 For M4 screws
100 0 364 41 For M5 screws
100 0 364 42 For M6 screws

On cabinet frame and crosspieces
Clip-nuts with pins which provide earth continuity

50 0 477 12 For M6 screws
50 0 477 13 For M8 screws

On rails EN 60 715 1
100 0 364 61 Fixobar for M4 screws
100 0 364 62 Fixobar for M5 screws
100 0 364 63 Fixobar for M6 screws

0 347 450 366 44 0 347 50

0 374 02 0 374 04 0 374 07

For mounting chassis and fixing wiring accessories 

0 477 22 0 477 23

0 477 13

0 389 71
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Heat regulation for cabinets and enclosures
ventilators

0 348 17 0 348 52 0 348 54exemple of  plastic louvre mounted

Pack Cat.Nos Ventilators with metal louvre

IP 32 - IK 10
Ventilator is mounted on the outside of the enclosure 
or cabinet 
A second outlet can be installed to increase the flow 
rate and optimise discharge rates from the enclosure
230 V - 50/60 Hz

30/160 m³/ h :
30 m3 installed with filter
160 m3 for free blow-out
Supplied with a pair of metal louvres, a pair of 
anti-insect grilles and an internal finger-guard grille

1 0 348 17 RAL 7035
1 0 365 71 Beige RAL 7032

Ventilators with plastic louvre
IP 54 - IK 08
230 V - 50/60 Hz
RAL 7035
Equipped with finger-guard grilles
Reduced external dimensions (7 to 10 mm)
Ventilator is mounted on the outside of the enclosure 
or cabinet 
Screw fixing on a panel width 1 to 4 mm
A second outlet louvre can be installed to increase 
the flow rate and optimise discharge rates from the 
enclosure

40/160 m³/h
1 0 348 50 40 m3 installed with filter

45 m3 with second louvre Cat.No 0 348 34
160 m3 for free blow out
Supplied with a pair of louvres 150 x 150 mm 
equipped 
Electrostatic filter washable G3, acc. EN 779

120/160 m³/h
1 0 348 51 120 m3 installed with filter

130 m3 with second louvre Cat.No 0 348 35
160 m3 for free blow out
Supplied with a pair of louvres 250 x 250 mm 
Media filter washable G3, acc. EN 779

Pack Cat.Nos Ventilators with plastic louvre (continued)

240/450 m³/h
1 0 348 52 240 m3 installed with filter

260 m3 with second louvre Cat.No 0 348 35
450 m3 for free blow out
Supplied with a pair of louvres 250 x 250 mm
Media filter washable G3, acc. EN 779

400/900 m³/h
1 0 348 53 400 m3 installed with filter

450 m3 with second louvre Cat.No 0 348 36
900 m3 for free blow out
Supplied with a pair of 325 x 325 mm 
Media filter washable G3, acc. EN 779

550/1200 m³/h
1 0 348 54 550 m3 installed with filter

620 m3 with second louvre Cat.No 0 348 36
1200 m3 for free blow out
Supplied with a pair of louvres 325 x 325 mm 
Media filter washable G3, acc. EN 779

Technical characteristics see e-catalogue
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Heat regulation for cabinets and enclosures
ventilators (continued)

0 365 79 0 348 05

0 365 74

0 348 350 365 77

0 348 08

Pack Cat.Nos Air circulation kit 160 m3/h

1 0 365 74 230 VA - 50/60 Hz 
Uniformizes temperature in enclosure
Prevent hot spots
Plate or rail mounting in bottom part of enclosure or 
under most sensitive equipment
The air fl ow must be directed upward

Roof ventilators
Plastic - RAL 7035
Provide very high extraction rate
Screw mounting on top of enclosures
Dimensions: 400 x 350 x 100 mm
Delivered without input air louvre
IP 23 - IK 08
With motor
Free

blowing
(m3/h)

Flow rate (m3/h)
with 1 louvre

Cat.No 0 348 35

Flow rate (m3/h)
with 2 louvres

Cat.No 0 348 35

Flow rate (m3/h)
with 1 louvre

Cat.No 0 348 36

Flow rate (m3/h) 
with 2 louvres

Cat.No 0 348 36
1 0 348 07 600 350 400 400 450
1 0 348 08 1000 400 500 500 600

Pack Cat.Nos Natural ventilation

IP 66 - IK 08 ventilation glands for cabinets
Polyamide PA 6 - RAL 7035

2 0 365 77 Drilling Ø40.5 mm

IP 44 - IK 08 ventilation glands for cabinets
For outdoor use
Grey polyamide 6.6

2 0 365 78 Drilling Ø15 mm
2 0 365 79 Drilling Ø30.5 mm

Metal louvres
IP 32 - IK 10 
Set of 2 metal louvres + 2 anti-insect grilles

1 0 348 04 RAL 7035 - 138 x 138 mm
1 0 365 70 Beige RAL 7032 - 138 x 138 mm
1 0 348 05 RAL 7035 - 248 x 248 mm
1 0 348 16 Beige RAL 7032 - 248 x 248 mm

Plastic louvres
RAL 7035
Supplied singly

1 0 348 34 IP 44 - 150 x 150 mm
1 0 348 35 IP 54 - 250 x 250 mm
1 0 348 36 IP 54 - 325 x 325 mm

Technical characteristics see e-catalogue

Exchangers, air conditionners,
Please, consult us
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Heat regulation for cabinets and enclosures
heating and regulation

Pack Cat.Nos Heating

IP 20
Class II 
Prevent condensation forming inside the enclosure 
«PTC» auto-regulated and self-limited surface 
temperature < 85 °C 
Connection on terminals 
Mounting on rail 4 
Heat dissipator in aluminium under plastic UL 94 VO

Resistance heaters 120 V/240 VA/=
Power (W) Start-up current (A)

1 0 353 06 20 2.5 
1 0 353 07 50 2.5 
1 0 353 08 100 4.5 
1 0 353 09 150 8.0

Pulsated air resistance heaters 230 VA
Built-in temperature limiter
Material: Polycarbonate UL 94 VO

Power (W)
Start-up current 

(A) Thermostat
Fan flow rate

(m3/h)
1 0 353 10 150 12 without 13
1 0 348 06 350 7.5 0 to 60 °C

with LED
35

Regulation
IP 20

Thermostats
Precision 0.5 °C (neutral connected) 
Switching and control range: 2 °C 
230 V - 50/60 Hz 
NO contact: 5 A, 250 VA
NC contact: 10 A, 250 VA
Can be set to between 5 and 60 °C with NC and NO 
contact

1 0 348 47 Mounted on rail 4
Hygrostat

1 0 353 11 For adjusting the relative humidity inside a cabinet or 
an enclosure to avoid the formation of condensation 
by starting up a heater or a fan  
230 VA, 50/60 Hz
NO contact: 6 A, 240 VA, 4 A, 24 V=
NC contact: 8 A, 240 VA, 4 A, 24 V= 
Mounted on rail 4 
Adjustable from 35 % to 100 % relative humidity

Pack Cat.Nos Regulation (continued)

Hygrothermostat
1 0 353 12 For independent adjustment of the temperature and 

humidity level inside a cabinet or an enclosure, to 
avoid the formation of condensation by starting up a 
heater or a fan
230 VA, 50/60 Hz
NO contact: 6 A - 240 V± , 4 A - 24 V=
NC contact: 8 A, 240 V±, 4 A, 24 V=  
For fixing on rail 4 
Adjustable from 0  °C to 60 °C and from 50 % to 90 % 
relative humidity

Door contact
For example, to cut off the air conditioning and the 
lighting supply as soon as the enclosure or cabinet 
door is opened

1 0 363 13 3 A - 240 V 
1 NC contact + 1 NO contact 
For Atlantic and Marina cabinets 
Supplied with fixing lug

0 348 470 348 060 353 08 0 353 10 0 353 11 0 353 12

Technical characteristics see e-catalogue
Sizing of  heat regulation see XL Pro3
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Plastic cable glands IP 55
ISO and PG

Plastic cable glands IP 55 
ISO and PG

Pack Cat.Nos Grey RAL 7035 cable glands

Cable gland with fl exible blades designed 
for commercial applications that require IP 55 
protection and a good hold on the cables
ISO
Conform to EN 50262

ISO 
Clamping capacity 

Ø Min. (mm) Ø Max. (mm)
50 0 968 00 12 4 6.5
50 0 968 01 16 5 10
50 0 968 03 20 10 14
50 0 968 05 25 13 18
25 0 968 06 32 18 25
10 0 968 07 40 22 32
10 0 968 08 50 30 38
10 0 968 09 63 34 44

PG
Conform to UTE C 68-300 and 68-311 guides 
recommendations

PG
Clamping capacity 

Ø Min. (mm) Ø Max. (mm)
50 0 968 20 7 3.5 6
50 0 968 21 9 4 8
50 0 968 22 11 5 10
50 0 968 23 13.5 7 12
50 0 968 24 16 10 14
50 0 968 25 21 13 18
25 0 968 26 29 18 25
10 0 968 27 36 22 32
10 0 968 28 42 30 38
10 0 968 29 48 34 44

Grey RAL 7035 locking nuts
ISO

50 0 968 40 ISO 12
50 0 968 41 ISO 16
50 0 968 43 ISO 20
50 0 968 45 ISO 25
25 0 968 46 ISO 32
10 0 968 47 ISO 40
10 0 968 48 ISO 50
10 0 968 49 ISO 63

PG
50 0 968 30 PG 7
50 0 968 31 PG 9
50 0 968 32 PG 11
50 0 968 33 PG 13.5
50 0 968 34 PG 16
50 0 968 35 PG 21
25 0 968 36 PG 29
10 0 968 37 PG 36
10 0 968 38 PG 42
10 0 968 39 PG 48

0 968 00 0 968 07

0 968 23

0 968 09

0 968 43

C
1 

to
 fl

at

Ø
 D

1

E

ISO

n Cable glands

Characteristics
Halogen-free polyamide UL 94-V2
Operating temperature: - 20 °C to + 80 °C
Self-extinguishing 650 °C according to IEC 60695-2-11

Dimensions (mm)

Cat.Nos Threading C1
to flat E Ø D1

0 968 40 ISO 12 17 5 19

0 968 41 ISO 16 22 5 24

0 968 43 ISO 20 26 6 28

0 968 45 ISO 25 32 6 35

0 968 46 ISO 32 42 7 46

0 968 47 ISO 40 50 7 56

0 968 48 ISO 50 60 8 66

0 968 49 ISO 63 75 8 81

PG

Cat.Nos Threading C1
to flat E Ø D1

0 968 30 PG 7 19 5 21

0 968 31 PG 9 22 5 24

0 968 32 PG 11 24 5 26

0 968 33 PG 13.5 26 6 28

0 968 34 PG 16 32 6 35

0 968 35 PG 21 36 7 38

0 968 36 PG 29 46 7 51

0 968 37 PG 36 60 8 66

0 968 38 PG 42 64 8 72

0 968 39 PG 48 69 8 77

Cat.Nos Threading A
max. B Ø D C

to flat Ø E Drilling
Ø

0 968 00 ISO 12 23 8 19 16 11.8 12.7

0 968 01 ISO 16 28 15 25 22 15.8 16.2

0 968 03 ISO 20 34 15 29 26 19.9 20.4

0 968 05 ISO 25 36 15 35 30 24.8 25.4

0 968 06 ISO 32 40 15 46 42 31.6 32.5

0 968 07 ISO 40 47 18 53 52 39.8 40.5

0 968 08 ISO 50 48 18 65 58 49.8 50.8

0 968 09 ISO 63 55 18.5 71 66 62.6 64

ISO

Cat.Nos Threading A
max. B Ø D C

to flat Ø E Drilling
Ø

0 968 20 PG 7 23 8 17 15 12.1 12.7

0 968 21 PG 9 27 8 22 19 15.1 15.2

0 968 22 PG 11 31 8 25 22 18.2 18.6

0 968 23 PG 13.5 32 9 27 24 20.2 20.4

0 968 24 PG 16 32 10 29 27 22.3 22.5

0 968 25 PG 21 35 11 39 33 28.1 28.3

0 968 26 PG 29 41 11 46 42 36.9 37

0 968 27 PG 36 50 14.5 59 53 46.4 47

0 968 28 PG 42 52 14.5 66 59 53.5 54

0 968 29 PG 48 52 15.5 70 64 59.9 60

PG

A
B

Ø D

C
Ø E

n Locking nuts
Glass fiber polyamide

Dimensions (mm)

RTA conduit system brochure 
available on request
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Plastic cable glands IP 68 
ISO and PG

Plastic cable glands IP 68

n Cable glands

Characteristics
Halogen-free polyamide UL 94-V2
Operating temperature: - 20 °C to + 80 °C
Self-extinguishing 850 °C according to IEC 60695-2-11

Dimensions (mm)

C
1 

to
 fl

at

Ø
 D

1

E

ISO

PG

n Stopping plugs

Polyamide 
Dimensions (mm)

Ø D1

FxG

B

E

Ø D

A
 

B
 

Ø D

 C 
Ø F

0 980 25 0 980 260 980 05 0 980 47

Pack Cat.Nos Grey RAL 7001 cable glands

Anti-vibration mechanically tightened cable gland 
with neoprene weatherproof  seal for IP 68 protection
Locking part consisting of  flexible blades which exert 
strong pressure on the cable thus giving the product 
excellent tensile strength 
Supplied with surface seal and locking nut mounted
ISO
Conform to EN 50 262

ISO 
Clamping capacity 

Ø Min. (mm) Ø Max. (mm)
25 0 980 00 12 3 6.5
25 0 980 01 16 4 8
25 0 980 03 20 6 12
10 0 980 05 25 12 18
5 0 980 06 32 18 25
3 0 980 07 40 22 32
2 0 980 08 50 30 38
2 0 980 09 63 34 44

PG
Conform to UTE C 68-300 and 68-311 guides 
recommendations

PG
Clamping capacity 

Ø Min. (mm) Ø Max. (mm)
25 0 980 20 7 3 6.5
25 0 980 21 9 4 8
25 0 980 22 11 5 10
25 0 980 23 13.5 6 12
20 0 980 24 16 10 14
10 0 980 25 21 12 18
5 0 980 26 29 18 25
3 0 980 27 36 22 32
2 0 980 28 42 30 38
2 0 980 29 48 34 44

Grey RAL 7001 stopping plugs - ISO
Hexagonal with base ensuring the IP protection of 
the enclosure 
Can be tightened using a flat screwdriver 
Supplied with surface seal 
Nuts to be ordered separately

50 0 980 41 ISO 16
50 0 980 43 ISO 20
50 0 980 45 ISO 25
25 0 980 46 ISO 32
25 0 980 47 ISO 40

Cat.Nos Threading A B Ø D
C Ø Drilling

C1 E Ø D1
(to flat) F Ø

0 980 00 ISO 12 22 10 16.8 15 11.9 12.7 19 5 21

0 980 01 ISO 16 26 10 21 19 15.9 16.2 22 5 24

0 980 03 ISO 20 29 12 26.5 24 19.8 20.4 26 6 28

0 980 05 ISO 25 35 15 36 33 24.8 25.4 32 6 35

0 980 06 ISO 32 40 15 46.5 42 31.6 32.5 42 7 43

0 980 07 ISO 40 49 17 58.5 53 39.9 40.5 50 7 56

0 980 08 ISO 50 54 17 66.5 60 50 50.8 60 8 66

0 980 09 ISO 63 54 18 75 68 62.9 64 75 8 82

Cat.Nos Threading A B Ø D
C Ø Drilling

C1 E Ø D1
(to flat) F Ø

0 980 20 PG 7 22 10 16.8 15 12.5 12.7 19 5 21

0 980 21 PG 9 26 10 21 19 15.2 15.2 22 5 24

0 980 22 PG 11 27 12 24.5 22 18.6 18.6 24 5 26

0 980 23 PG 13.5 29 12 26.5 24 20.4 20.4 26 6 28

0 980 24 PG 16 30 13 29.5 27 22.5 22.5 32 6 35

0 980 25 PG 21 35 15 36 33 28.3 28.3 36 7 38

0 980 26 PG 29 40 15 46.5 42 37 37 46 7 51

0 980 27 PG 36 49 17 58.5 53 47 47 60 8 66

0 980 28 PG 42 54 17 66.5 60 54 54 70 8 78

0 980 29 PG 48 54 18 75 68 60 60 75 8 82

Cat.Nos Threading Ø D D1 F X G B E

0 980 41 ISO 16 15.8 20.5 8 x 2 12 3.9

0 980 43 ISO 20 19.8 25 8 x 2 12 3.8

0 980 45 ISO 25 24.8 30.5 8 x 2 12 4.4

0 980 46 ISO 32 31.8 38 8 x 2 12 4.9

0 980 47 ISO 40 39.8 46.5 8 x 2 12.5 4.9
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Metal cable glands IP 68Metal cable glands IP 68
ISO and PG 

Pack Cat.Nos Metal cable glands
Mechanically tightened cable glands with neoprene 
weatherproof seal for IP 68 protection. Locking part 
consisting of flexible blades which exert strong 
pressure on the cable thus giving the product 
excellent tensile strength
Supplied with surface seal mounted
ISO
Conform to EN 50262

ISO 
Clamping capacity

Ø Min. (mm) Ø Max. (mm)
20 0 955 01 16 5.5 9.5
20 0 955 03 20 7 13
10 0 955 05 25 8 16
5 0 955 06 32 11 21
5 0 955 07 40 15 27
2 0 955 08 50 22 35
2 0 955 09 63 35 48

PG
Conform to UTE C 68-300 and 68-312 guides 
recommendations

PG
Clamping capacity

Ø Min. (mm) Ø Max. (mm)
20 0 955 10 7 3 6.5
20 0 955 11 9 4 9
20 0 955 12 11 6 11.5
20 0 955 13 13.5 7 13
20 0 955 14 16 10 15
10 0 955 15 21 11 19
10 0 955 16 29 16 26
10 0 955 17 36 22 34.5
2 0 955 18 42 27 40
2 0 955 19 48 DIN 35 48

Metal locking nuts

ISO
50 3 866 31 ISO 16
50 3 866 32 ISO 20
50 3 866 33 ISO 25
50 3 866 34 ISO 32
25 3 866 35 ISO 40
10 3 866 36 ISO 50
10 3 866 37 ISO 63

PG
50 3 866 21 PG 7
50 3 866 22 PG 9
50 3 866 23 PG 11
50 3 866 24 PG 13.5
50 3 866 25 PG 16
50 3 866 26 PG 21
25 3 866 27 PG 29
25 3 866 28 PG 36
10 3 866 29 PG 42
10 3 866 30 PG 48

0 955 09 0 955 16

n Cable glands

Characteristics
Nickel-plated brass (locking part in polyamide)
Operating temperature: - 25 °C + 85 °C

Dimensions (mm)

CE

n Locking nuts
Nickel-plated brass

Dimensions (mm)

ISO PG

A
 

B
 

Ø D

 C 
Ø E

Cat.Nos Threading A
max. B Ø D

C
(to

flat)
Ø E Drilling

Ø

0 955 01 ISO 16 25 5 19 17 15.9 16.2
0 955 03 ISO 20 27 6 24 22 19.8 20.4
0 955 05 ISO 25 27 7 30 27 24.6 25.4
0 955 06 ISO 32 31 8 36 34 31.6 32.5
0 955 07 ISO 40 34 8 46 42 39.7 40.5
0 955 08 ISO 50 37 9 60 55 49.7 50.8
0 955 09 ISO 63 45 10 70 65 62.6 64

Cat.Nos Threading A
max. B Ø D

C
(to

flat)
Ø E Drilling

Ø

0 955 10 PG 7 21 5 15.6 14 12.4 12.7
0 955 11 PG 9 25 6 19 17 15.1 15.2
0 955 12 PG 11 25 6 22 20 18.4 18.6
0 955 13 PG 13.5 26 6.5 24 22 20.3 20.4
0 955 14 PG 16 28 6.5 26.6 24 22.4 22.5
0 955 15 PG 21 32 7 33 30 27.7 28.3
0 955 16 PG 29 36 8 44 40 36.9 37
0 955 17 PG 36 39 9 55.6 50 46.9 47
0 955 18 PG 42 42 10 63 58 54 54
0 955 19 PG 48 44 10 69.5 65 60 60

Cat.Nos Threading C E
3 866 31 ISO 16 19 3

3 866 32 ISO 20 24 3.5

3 866 33 ISO 25 30 4

3 866 34 ISO 32 36 4

3 866 35 ISO 40 46 5

3 866 36 ISO 50 60 5

3 866 37 ISO 63 70 6

Cat.Nos Threading C E
3 866 21 PG 7 15 2.8

3 866 22 PG 9 18 2.8

3 866 23 PG 11 21 3

3 866 24 PG 13.5 23 3

3 866 25 PG 16 26 3

3 866 26 PG 21 32 3.5

3 866 27 PG 29 41 4

3 866 28 PG 36 51 5

3 866 29 PG 42 60 6

3 866 30 PG 48 65 6.5

0 955 05


	ex216001_ couv2-001
	ex216001_002-003
	ex216001_004-009
	ex216001_010-041
	ex216001_042-057
	ex216001_058-073
	ex216001_074-089
	ex216001_090-105
	ex216001_106-121
	ex216001_122-137
	ex216001_138-153
	ex216001_154-169
	ex216001_170-189
	ex216001_190-199
	ex216001_200-213
	ex216001_214-229
	ex216001_230-245
	ex216001_246-261
	ex216001_262-277
	ex216001_278-283
	ex216001_284-299
	ex216001_300-315
	ex216001_316-331
	ex216001_332-347
	ex216001_348-355
	ex216001_356-375
	ex216001_376-391
	ex216001_392-405
	ex216001_406-413
	ex216001_414-429
	ex216001_430-443
	ex216001_444-461
	ex216001_462-477
	ex216001_478-489
	ex216001_490-507
	ex216001_508-523
	ex216001_524-541
	ex216001_542-557
	ex216001_558-577
	ex216001_578-593
	ex216001_594-609
	ex216001_610-625
	ex216001_626-641
	ex216001_642-657
	ex216001_658-675
	ex216001_676-693
	ex216001_694-709
	ex216001_710-725
	ex216001_726-741
	ex216001_742-757
	ex216001_758-773
	ex216001_774-789
	ex216001_790-805
	ex216001_806-813
	ex216001_814-829
	ex216001_830-843
	ex216001_844-855
	ex216001_856-863
	ex216001_864-couv3



