
2016
2017

PRODUCTS AND SYSTEMS  
FOR ELECTRICAL AND DIGITAL BUILDING INFRASTRUCTURES



578

WEATHERPROOF
WIRING
ACCESSORIES & OTHER
INSTALLATION
EQUIPMENT

Weatherproof
wiring accessories
& boxes

Plugs and
multi-outlet
extensions

Installation
equipment
& connection

P. 590
Plexo boxe

Connected
mobile socket
and multi-outlet
extension
German standard
(p. 606, 612)

C
chimes
c
f
(p

Multi-outlet
extensions
British standard
(p. 611)

P. 580
Plexo IP 55
complete
flush-mounting

P. 588
Soliroc
IK 10

P. 594
Plastic
industrial
boxes

P. 602
Colson
cable
ties

P. 607
Spotlights,
night lamps,
USB chargi
sockets

P. 613
German st
and multi-s
multi-outl
extensions

P. 619
Colour vid
door entry

P. 617
Connected chimes,
other chimes
and bells

P. 581
Plexo IP 55
complete
surface-
mounting

P. 595
Flexible con

P. 606
Connected mobile
socket

P. 612
German standard
connected multi-outlet
extensions

NEW

NEW

Door entry
system
& detection

NEW

NEW

P. 603
Duplix
marking
system

NEW PRODUCTS 2016

NEW

ex216001_578-593.indd 578 08/03/2016 14:48



594

Plastic industrial boxes

Pack Cat.Nos Accessories for IP 55 - IK 07 grey
RAL 7035
Hinges
RAL 7016 - set of 2

1 0 358 00 For boxes 130 x 130 up to 270 x 170 mm
included

1 0 358 01 For boxes 310 x 240 mm and
360 x 270 mm

Metal mounting plates
Galvanized steel
15/10 thick

5 0 358 10 For boxes 130 x 130 mm
5 0 358 11 For boxes 155 x 110 mm
5 0 358 12 For boxes 180 x 140 mm
5 0 358 13 For boxes 220 x 170 mm
5 0 358 14 For boxes 270 x 170 mm
10 0 358 15 For boxes 310 x 240 mm

Wall mounting lugs
1 0 358 02 Set of 4 lugs for boxes from width 110 mm

For wall fixing supplied with screws

Pack Cat.Nos IP 55 - IK 07 grey RAL 7035

Class II provided by protective caps for the
fixing screws (supplied)
Equipment can be fixed on rail or solid plate
IP 2X terminal blocks fixed at the top from
130 x 130 mm size (p. 192)
Cover opened/closed with 1/4 turn of a
flat screwdriver. Indication of closed/open
position: I/O
Captive covers with ties, except boxes
310 x 240 mm and 360 x 270 mm

Opaque
cover

Transparent
cover

Internal dimensions
Height x Width x Depth (mm)

50 0 921 28 80 x 80 x 45
50 0 921 38 105 x 105 x 55
1 0 359 00 130 x 75 x 74
1 0 359 30 130 x 130 x 74
1 0 359 40 155 x 110 x 74
1 0 359 50 180 x 140 x 86
1 0 359 60 0 359 61 220 x 170 x 86
1 0 359 70 0 359 71 270 x 170 x 86
1 0 359 80 310 x 240 x 124

IP 55 - grey RAL 7035 - increased
depth

Opaque
cover

Box depth 140 mm
IK 07

2 0 921 22 220 x 170 x 240 mm with 4 locks

Box depth 154 mm
IK 08

1 0 350 58 359 x 265 x 154 mm with hinges and
2 locks

Box depth 160 mm
IK 08

1 0 922 84 310 x 240 x 160 mm with 4 locks

Smooth surfaces
Choice of fixing:
- Internal: 4 oblong holes at back of box
- At the 4 corners outside the wiring space, with Ø4 screws
- Using wall mounting lugs Cat.No 0 358 02 (except boxes 130 x 75 x 74 mm)

Can be equipped with a
rail for fixing equipment

Hinges Cat.No 0 358 01

IP 2X terminal blocks fixed
at the top from 130 x 130 mm

Wall mounting lugs
Cat.No 0 358 02 for horizontal
or vertical installation

0 359 71

Weatherproof cabinets, p. 256-271

Flexible cond

6 510 16

6 512 16 (rea

6 512 16

Non flame propagating
Conform to standard EN
Crush resistance: 750 N
Supplied wrapped in film
The various diameters a
Surface-mounting or flu

Pack Cat.Nos Me

PVC
Lig
Imp
Min
Ma
IK 0
Flus
of t

Ø

100 6 510 16
100 6 510 20
100 6 510 25
50 6 510 32
50 6 510 40
50 6 510 50

Hig
Poly
Dar
Imp
Min
Max
IK 0
Pre
Nyl
cor
Sur
Suit

Ø

100 6 512 16
100 6 512 20
100 6 512 25
50 6 512 32
50 6 512 40
50 6 512 50
25 6 512 63

Accessories for conduitsTechnical characteristics see e-catalogue

Know more on fle
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K 07 grey

0 x 170 mm

idth 110 mm
crews

Flexible conduitsFlexible conduits

6 510 16

6 512 16 (real)

6 512 16

Non flame propagating
Conform to standard EN/IEC 61386-22
Crush resistance: 750 Newtons
Supplied wrapped in film, the coil acts as a pay-out reel
The various diameters are identified by coloured ties
Surface-mounting or flush-mounting

Pack Cat.Nos Medium impact (ICA 3321)

PVC without Pb, Sn, Cd (RoHS compliant)
Light grey (RAL 7035)
Impact resistance: 2 joules at - 5 °C
Min operating t°: - 5 °C
Max operating t°: + 60 °C
IK 07
Flush-mounted in certain cases before construction
of the masonry

Ø exterior
(mm)

Ø interior
(mm)

thickness
(mm)

colour of ties
on coil

100 6 510 16 16 10.7 2.65 blue
100 6 510 20 20 14.1 2.95 red
100 6 510 25 25 18.3 3.35 green
50 6 510 32 32 24.3 3.85 white
50 6 510 40 40 31.2 4.40 white
50 6 510 50 50 39.6 5.20 white

High impact with draw wire (ICTA 3422)
Polyolefin additives
Dark grey (RAL 7024)
Impact resistance: 6 joules at - 5 °C
Min operating t°: - 5 °C
Max operating t°: + 90 °C
IK 08
Prelubricated inner surface for easy pulling of the wires
Nylon-coated steel wire puller for a better resistance to
corrosion
Surface mounting not recommended outside
Suitable for prefabricated concrete

Ø exterior
(mm)

Ø interior
(mm)

thickness
(mm)

colour of ties
on coil

100 6 512 16 16 10.7 2.65 blue
100 6 512 20 20 14.1 2.95 red
100 6 512 25 25 18.3 3.35 green
50 6 512 32 32 24.3 3.85 white
50 6 512 40 40 31.2 4.40 white
50 6 512 50 50 39.6 5.20 white
25 6 512 63 63 52.6 5.20 white

n Characteristics

* Based on H 07 V - U/R

n Use

Surface-mounting or flush-mounting for electrical installations
in residential buildings

Wire cross-
section in mm2

Occupation cross-
section in mm2

Number of external Ø of ducts to be used

Conductor* Flexible* Rigid*

1.5 8.55

2 16 16
3 16 16
4 20 16
5 20 16

2.5 11.9

2 16 16
3 20 16
4 20 20
5 25 20

4 15.2

2 20 16
3 20 20
4 25 20
5 25 25

6 22.9

2 20 20
3 25 20
4 32 25
5 32 25

10 36.32

2 25 20
3 32 25
4 32 32
5 40 32

16 50.3

2 32 25
3 32 32
4 40 32
5 40 40

25 75.4

2 32 32
3 40 40
4 50 40
5 50 50

35 95.03

2 40 32
3 50 40
4 50 50
5 63 50

50 132.7

2 50 40
3 50 50
4 63 63
5 63 63

70 176.7

2 50 50
3 63 63
4 63 63
5

95 227

2 63 63
3 63 63
4
5

120 283.5

2 63 63
3 63
4
5

150 346.3

2 63 63
3
4
5

Possible Not recommended Prohibited

High impact Medium impact
Flexible Flexible and rigid

Surface-
mounting

Exterior

Interior

Flush-
mounting

Before
construction

Walls

Floors

After construction

Accessories for conduits p. 600

Know more on flexible conduits
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Batibox™

flush-mounting boxes

EcoBatibox™

flush-mounting boxes for dry partitions

0 800 510 800 21 0 800 34 0 800 42

Pack Cat.Nos

Depth 40 Dep
20 0 800 40

50 0 800 41 0 80

Depth 40 Dep
15 0 800 49

30 0 800 42 0 80

30 0 800 43 0 80

30 15 0 800 44 0 80

20 0 801 80

20 0 892 81

10 0 801 82

20 0 801 97

Pack Cat.Nos 1-gang boxes

Depth 40 Depth 50
40 25 0 800 21 0 800 31 For 1 gang or 2 modules

Drilling diameter 67 mm
For wiring accessories using
screws or claws
Can be associated with blanking
plate kits Cat.Nos 0 800 16/20

Multi-gang boxes

Depth 40 Depth 50

For wiring accessories using screws
Drilling diameter: 67 mm
For 71 mm fixing centers
Supplied with 1 removable divider for
accommodating extended functions
(ex.: preterminated sockets)
Can be associated with blanking
plate kits Cat.Nos 0 800 16/20

15 30 0 800 22 0 800 32 For 2-gang or 4/5 modules
Horizontal or vertical use

10 0 800 23 0 800 33 For 3-gang or 6/8 modules
Horizontal or vertical use

10 0 800 24 0 800 34 For 4-gang or 8/10 modules
Horizontal or vertical use

Box for residential environments
5 0 893 11 4-face box:

- 2 faces with 7 x Ø16,
5 x Ø20 and 1 x Ø25
- 2 faces with 6 x Ø16,
3 x Ø20, 1 x Ø25
and 1 x Ø32
Dimensions: 200 x 200 x 85 mm
Autoextinguibility: 850°/5 s
Fixing with screws, pins or
staples
Closing of lid by ¼ turn
Can also be used with false ceiling and
raised floors

Junction box
Depth 40 Depth 50

10 0 800 84 - For 1-gang mechanisms
Drilling diameter: 85 mm
Supplied with square lid 100 x 100 mm

Blanking plate kits
For corrugated conduits
Contribute to stopping air leakage regarding
the electrical installation
To be associated with Ecobatibox boxes for
optimum efficiency

20 0 800 16 Ø16 mm
20 0 800 20 Ø20 mm
20 0 800 25 Ø25 mm
20 0 800 30 Ø32 mm

Installation see eInstallation see e-catalogue

ECOBATIBOX™

OPTIMUM

SAVINGS,
ENHANCED

AIRTIGHTNESS,
OPTIMUM SPACE FOR

WIRING

ECOBATIBOX, LOWER ENERGY CONSUMPTION

Eliminate uncontrolled air infiltration and cut the building's
energy bills.

Modular Ecobatibox boxes and membranes which remain
flexible in any climate can stop energy losses between the
electrical panel and the wiring accessory.

Boxes available with 1, 2, 3 and 4 gangs.
Depth 40 or 50 mm.

Improve occupants' comfort and the internal air quality.

Optimum savings by combining blanking plates with
Ecobatibox boxes.

Enhanced airtightness thanks to flexible entries wide
enough for spiral conduits. Wide flange, retractable
gripping clamps.

Optimum wiring space. Opening entries made easier by
the detachable tab.
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Batibox™

flush-mounting boxes for dry partitions

0 800 51 0 800 42

Pack Cat.Nos 1-gang boxes

Depth 40 Depth 50 For 1 module
20 0 800 40 - Drilling diameter 32 mm

For 1 gang or 2 modules
50 0 800 41 0 800 51 Drilling diameter 67 mm

For wiring accessories using
screws or claws

Multi-gang boxes
For wiring equipment using screws
Drilling diameter 67 mm
Supplied with 1 removable divider for
accommodating extended functions

For 83.5 mm fixing centres

Depth 40 Depth 50

Compatible with: Arteor
and Mosaic ranges

15 0 800 49 3 modules horizontal mounting

For 60 and 71 mm fixing centres
Compatible with: Arteor, Galea Life,
Mosaic, Valena, Niloé, Kaptika

30 0 800 42 0 800 52 2-gang or 4/5 modules
Horizontal or vertical use

30 0 800 43 0 800 53 3-gang or 6/8 modules
Horizontal or vertical use

30 15 0 800 44 0 800 54 4-gang or 8/10 modules
Horizontal or vertical use

Universal covers
For converting wiring devices boxes into
junction boxes or for closing up an existing
box
Supplied without fixing screws
For one-gang or multi-gang boxes

20 0 801 80 Round cover, Ø85 mm,
for 1-gang box

20 0 892 81 Square cover, 80 x 80 mm,
for 1-gang box

10 0 801 82 Cover for Batibox and Ecobatibox
2-gang box

Accessory
20 0 801 97 Long screw Ø3 mm

length 40 mm

ules
mm
es using

with blanking
 800 16/20

s
es using screws
mm

nters
ovable divider for
ended functions
sockets)
with blanking
 800 16/20
odules
l use

odules
 use

modules
 use

al environments

16,

16,

00 x 85 mm
50°/5 s
pins or

urn
th false ceiling and

sms
mm

e lid 100 x 100 mm

ts
uits

ng air leakage regarding
tion
h Ecobatibox boxes for

Pack Cat.Nos Junction boxes

Supplied with cover and screws
Knockout base

Box ext. dim.
(mm)

Cover dim.
(mm)

10 0 893 72 115 x 115 x 40 mm 135 x 135 mm
10 0 893 73 160 x 105 x 40 mm 190 x 135 mm
10 0 893 74 170 x 170 x 50 mm 195 x 195 mm
10 0 893 75 230 x 170 x 50 mm 225 x 210 mm

Batibox multimedia boxes
Multi-material flush-mounting boxes for connecting
wall-mounted LCD or plasma screens
Supplied with 2 Mosaic programme 5-module
supports for flush-mounting high/low current
functions
(e.g.: 2P+E, TV sockets, HDMI, RCA sockets, etc.)
Supplied without sockets
Can be installed in advance to reserve the future
space for a screen
Extra-slim cover with cut-out panel for cable outlet
Equipped with a site protective cover
Storage space for cords
Supplied with retaining bar for cords
Suitable for solid or cavity walls. Depth: 50 mm

1 0 801 93 Max. capacity: 1 x 5 modules
Dimensions: 142 x 142 mm

1 0 801 95 Max. capacity: 2 x 5 modules
Dimensions: 285 x 142 mm

0 801 93 0 801 95

Installation see e-catalogue

Installation of flush-mounting boxes for
dry partitions
see e-catalogue
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Universal box and flush-mounting boxes for masonry

0 801 41 + 0 801 99 2 x 0 801 08 (back to back joining)0 313 01 (fitted alongside)

Pack Cat.Nos Universal 1-gang box

For screw or claw mounting
Supplied without screws
Can be used with Arteor, Galea Life,
Mosaic, Vela, Valena, Niloé and Kaptika ranges,
Horizontal and vertical mounting

250 0 313 01 1-gang unit
Can be fitted alongside one another
Can be used as junction box with cover
Cat.No 0 892 81

1-gang boxes for masonry
For 1 module

10 0 801 40 Depth 40 mm - Width 32 mm

Square boxes for joining together
For wiring accessories using screws or claws
1-gang boxes can be used to make up multi-gang
boxes by joining
Can be used horizontally or vertically
71 mm fixing centres
Cutting out of internal partitions for mounting
extended functions
Supplied with screws fitted with protective shield
Knockout cable entries, Ø16-20-255

100 0 801 41 Depth 40 mm
100 0 801 51 Depth 50 mm

Round for joining together back to back
Upper flange can be cut to obtain a depth of 30 mm
(for controls, 2-way switches, push-buttons, etc.)
Boxes can be joined back to back by 1/4 of a turn
Adjustable dimensions (80, 70 or 60 mm) by cutting
the flange
With screws

100 0 801 08 Depth 40 mm - Ø67 mm

Multi-gang boxes for masonry
Batibox

10 0 801 49 For 3 module Arteor, Vela,
Mosaic ranges
Supplied with screws
Depth 40 mm
Knockout cable entries, Ø16-20-25

Italian type boxes for masonry
For screw or claw mounting devices
Arteor, Mosaic, Vela ranges
Supplied without screws
Horizontal mounting
Depth 50 mm

1 0 892 39 For 3 modules - 106 x 71 mm
1 0 892 49 For 4 modules - 130 x 71 mm
1 0 892 50 For 6 modules - 186 x 71 mm

Pack Cat.Nos Multi-gang boxes for multi-material

For Arteor, Mosaic
Depth 50 mm

1 0 801 24 2 x 2 gang or 2 x 4/5 modules
Dimensions: 142 x 142 mm

1 0 801 26 2 x 3 gang or 2 x 6/8 modules
Dimensions: 213 x 142 mm

1 0 801 28 2 x 10 modules
Dimensions: 284 x 142 mm

Box for 20 A and 32 A sockets

1-gang 85 x 85 mm
5 0 801 85 For cable outlets Cat.No 0 314 90, 20 A sockets and

32 A sockets
Depth 50 mm
Vertical positioning of the screws
for fixing 20 A and 32 A sockets

Box for shaver socket

5 0 801 55 For Mosaic shaver socket Cat.No 0 744 86,
and Arteor shaver sockets (p. 411)
Depth 50 mm

Luminaire box with cover

For striplights
50 0 892 46 Ø40 mm - depth 40 mm

Universal covers
For converting wiring devices boxes into junction
boxes or for closing up an existing box
Supplied without fixing screws
For one-gang or multi-gang boxes

20 0 801 80 Round cover, Ø85 mm,
for 1-gang box

20 0 892 81 Square cover, 80 x 80 mm,
for 1-gang box

10 0 801 82 Cover for Batibox 2-gang box,
71 mm fixing centres

Installation p. 567

Batibox™

flush-mounting boxes

0 819 40

Pack Cat.Nos Co

Rec
Box
Sup
Cat

B

10 0 892 71 8
10 0 892 72 12
10 0 892 73 16
10 0 892 74 17
10 0 892 75 23

Lar
Acce

2 0 892 77 400 x
2 0 892 78 390 x

Bo
One

50 0 819 40 For
- in
- w
Fixin
acc
Can
Cat

Cove
20 0 819 72 Inst

inst
bla

Rin
20 0 819 60 Ø64

Cat
Suppl

Ac
Scr

20 0 801 97 Lon
for

Fix
1 0 778 83

ac
in t
1-g
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Batibox™

flush-mounting boxes for masonry

Batibox™

flush-mounting boxes for masonry

0 819 40

n Installation

1

2

3

Horizontal or vertical
joining of 1 gang boxes
(Cat.No 0 801 41)

The sides can be
removed before or after
joining

The screws are supplied
with protection cap
(against plaster)

Pack Cat.Nos Complete junction boxes

Rectangular with knockout cable entries
Boxes supplied with cover and screws
Supplied with plaster shield (except for
Cat.No 0 892 71)

Box ext. dim.
(mm)

Cover dim.
(mm)

10 0 892 71 85 x 85 x 40 100 x 100
10 0 892 72 120 x 120 x 40 140 x 140
10 0 892 73 165 x 115 x 40 190 x 135
10 0 892 74 175 x 175 x 40 195 x 195
10 0 892 75 230 x 180 x 50 255 x 210

Large capacity
Accept Ø25 and 32 tubes

2 0 892 77 400 x 180 x 70 mm
2 0 892 78 390 x 245 x 70 mm

Box for concrete walls
One-gang box

50 0 819 40 For mounting
- in wooden casing alone,
- with blanking cover Cat.No 0 819 72
Fixing of screw or claw-mounting wiring
accessories with ring Cat.No 0 819 60
Can be combined side by side with cover
Cat.No 0 819 71 (consult us)

Cover for concrete boxes
20 0 819 72 Installation/blanking cover used for

installation on wooden casing or for
blanking in back to back mounting

Ring
20 0 819 60 Ø64 mm ring for 1-gang box

Cat.No 0 819 40
Supplied with screws

Accessory
Screw

20 0 801 97 Long screw Ø3 mm length 40 mm
for all Batibox boxes

Fixing accessory
1 0 778 83 Fits on Batibox boxes for masonry and

concrete, for fixing directly in the wall
The Soliroc plate can be fixed onto this

accessory with no need for drilling or using plugs
in the wall
1-gang, can be joined to create 2-gang

0 819 60
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Accessories for flexible and rigid
conduits

Rigid conduits

6 514 16

0 319 06 0 319 00 0 313 82

0 313 83

6 516 01 6 516 08

6 516 11 6 516 18

6 516 32

Pack Cat.Nos Medium impact rigid conduits with integrated
coupling
PVC without Pb, Sn, Cd (RoHS compliant)
Non flame propagating
Surface-mounting or flush-mounting
Suitable for prefabricated concrete
Conforming to European standard:
EN/IEC 61386-21
Crush resistance: 750 Newtons
Impact resistance: 2 joules at - 5 °C
Min operating t°: - 5 °C
Max operating t°: + 60 °C
IK 07
Can be used outside
Supplied wrapped in film. Light grey (RAL 7035)
Length of tubes: 3 m
Ø exterior

(mm)
Ø interior

(mm)
thickness

(mm)
30 6 514 16 16 13 1.50
30 6 514 20 20 16.9 1.55
30 6 514 25 25 21.4 1.80
15 6 514 32 32 27.8 2.10

Clipsotubes
Fixing by Ø7 mm thread 150 mm pin, screw-in wall
plugs Cat.No 0 319 57, screw Ø5 mm or nail
For interior use
Holding of flexible and rigid conduits

Grey
RAL 7035

Ø mini
(mm)

Ø maxi
(mm)

100 0 319 03 For IRL Ø16 mm 15 16
100 0 319 04 For IRL Ø20 mm 18.4 20.6
100 0 319 06 For IRL Ø25 mm 22.3 25

Cable ties with base

Adjustable for conduits IRL Ø16 to 32 mm or for
cableØ13 to 38 mm
Fixing by Ø7 mm thread 150 mm pin, screw in wall
plugs Cat.No 0 319 57, screw Ø5 mm
Can be fixed using Pulsa 700 E staple gun

100 0 319 02 For interior and exterior use - U.V. protected
Black colour

1000 0 319 00 For interior use - Light grey RAL 7035

Conduit supports with screw-in wall plug

Conduit supports
100 0 313 80 For conduit Ø16
100 0 313 81 For conduit Ø20
50 0 313 82 For conduit Ø25

Conduit supports accessory
200 0 313 83 For fixing in plasterboard plate

Pack Cat.Nos Couplings

For connecting conduits of the same diameter
100 6 516 01 Ø16 mm
100 6 516 02 Ø20 mm
50 6 516 03 Ø25 mm
25 6 516 04 Ø32 mm

Reducers

For connecting conduits of different diameters
100 6 516 08 Ø20 x 16 mm
50 6 516 09 Ø25 x 20 mm

Elbows
Used to change direction even after the wires have
been installed. 2-part assembly to save time and
simplify installation

50 6 516 11 Ø16 mm
50 6 516 12 Ø20 mm
25 6 516 13 Ø25 mm

Tees

Used to join conduits together and to change
direction even after the wires have been installed
2-part assembly to save time and simplify installation

50 6 516 18 Ø16 mm
25 6 516 19 Ø20 mm
25 6 516 20 Ø25 mm

Bends

90° curves
20 6 516 26 Ø20 mm - length: 130 mm
10 6 516 27 Ø25 mm - length: 160 mm
25 6 516 28 Ø32 mm - length: 200 mm

Bending springs

Used to bend rigid conduits
Ø (mm) Length (mm)

1 6 516 32 16 600
1 6 516 33 20 800
1 6 516 34 25 800

Nylon draw tape

Flexible cable which can be used to guide the wires
into an unwired conduit. 2 metal end caps
End cap diameter: 6 mm at both ends for attaching
the wires

1 6 516 36 Length: 20 m

Light grey (RAL 7035)

A

A

Conduit supports installation p. 601

Fixing devices

0 315 350 315 78

Pack Cat.Nos

Black
100 0 319 57

Grey
1000 0 315 77
100 0 315 78
100 0 315 79
30 0 315 81

Grey
RAL 7035

Wh

2000 0 315 24 0 31
1000 0 315 25 0 31
1000 0 315 26 0 31
1000 0 315 27 0 31
1000 0 315 28 0 31
100 0 315 29
100 0 31
100 0 315 30
100 0 315 31
100 0 315 32
80 0 315 33
60 0 315 34
40 0 315 35
20 0 315 36
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rigid

e same diameter
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n after the wires have
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tal end caps
oth ends for attaching

A

A

Conduit supportsFixing devices for conduits

0 315 350 315 78

Cable clips
come packaged
so as to allow for
unit distribution
and storage of
unused clips

n Installation Cat.Nos 0 313 80/81/82 (p. 600)

Drill to diam. 8 mm

Strike conduit support

Untie unused elements

Conduit support is fixed

Clip conduit

Lock with flap

Pack Cat.Nos Screw-in wall plugs

Black
For use with cable ties with base,
clipsotube, conduit supports

100 0 319 57 For fixing screw-on base and cable ties
with base
Ø8 mm drilling (Ø7 mm smooth material)
Threaded head Ø6.6 mm pitch 150
Supplied with punch for inserting pin

Cable clips for concrete materials

Multifix
Expanding cable clips, accept several
sizes of cable

Cable Pin

Grey Ø (mm) Ø (inches) Ø (mm) Length (mm)
1000 0 315 77 7 to 10 9/32 to 25/64 1.8 25
100 0 315 78 10 to 14 25/64 to 9/16 1.8 30
100 0 315 79 14 to 20 9/16 to 5/8 2.5 40
30 0 315 81 25 to 32 1 to 5/4 2.5 50

Fixfor

Grey
RAL 7035

White
Cable

Ø (mm) Ø (inches) Ø (mm) Length (mm)
2000 0 315 24 0 315 54 5 13/64 1.8 20
1000 0 315 25 0 315 55 6 15/64 1.8 25
1000 0 315 26 0 315 56 7 9/32 1.8 25
1000 0 315 27 0 315 57 8 5/16 1.8 25
1000 0 315 28 0 315 58 9 23/64 1.8 25
100 0 315 29 10 25/64 1.8 30
100 0 315 59 10 25/64 1.8 30
100 0 315 30 12 15/32 1.8 30
100 0 315 31 14 9/16 2.5 40
100 0 315 32 16 5/8 2.5 40
80 0 315 33 17 43/64 2.5 40
60 0 315 34 19 3/4 2.5 40
40 0 315 35 22 7/8 2.5 50
20 0 315 36 29 1"9/64 2.5 50
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Colson™

installation cable ties

Colson™

installation cable ties

Pack Cat.Nos Black Colson U.V. protected cable ties

Conform to EN 50146 and IEC 62275

External teeth
Width
(mm)

Flat length
(mm)

Ø grip capacity (mm) Tensile
Strength (kg)max. min.

1000 0 319 10 9 123 22 4 36
1000 0 319 13 9 185 42 10 36
1000 0 319 16 9 262 62 26 53
1000 0 319 19 9 357 92 26 53
500 0 319 20 9 498 140 74 53
100 0 319 21 9 750 220 74 53
100 0 319 22 6 119 25 4 22

1000 0 319 25 6 180 45 10 22

External teeth - large quantity boxes
Reinforced boxes that can be closed again after
opening
Dimensions: 115 x 420 x 205 mm

1000 2 008 11 9 185 42 10 36
650 2 008 12 9 262 62 26 53
450 2 008 13 9 357 92 26 53

Internal teeth
Easy manual tightening

100 0 319 28 7.6 128 22 8 36
100 0 319 29 7.6 194 42 15 45
100 0 319 30 7.6 260 62 15 45
100 0 319 32 7.6 359 92 15 45

Black U.V. protected bases
1000 0 319 55 Standard plug base

Ø8 mm drilling (Ø7 mm smooth material)
100 0 319 58 Wall spacer plug base

Ø8 mm drilling (Ø7 mm smooth material)
100 0 319 50 Screw-on base, can be fixed with plug

Cat.No 0 319 57 or metal stud Ø7 mm pitch 150 or
countersunk screw Ø5 mm

Black U.V. protected screw-in plug
100 0 319 57 For fixing screw-on base and cable ties with base

Ø8 mm drilling (Ø7 mm smooth material)
Threaded head Ø6.6 mm pitch 150
Supplied with punch for inserting pin

Black cable tie with U.V. protected base
Adjustable for conduits IRL Ø16 to 32 mm or for
cable Ø13 to 38 mm
Fixing by Ø7 mm thread 150 mm pin, screw in wall
plugs Cat.No 0 319 57, screw Ø5 mm
Can be fixed using Pulsa 700 E staple gun

100 0 319 02 For interior and exterior use - U.V. protected
Black colour

Colson tool
1 0 319 96 Facilitates tightening and strip cut the nearest of

Colson cable ties head

0 319 16 2 008 11 (1 box contains 1000 units)

0 319 57 0 319 960 319 02

n Performance
Conform to EN 62275 type 1 (NFC 68-146)
"cable ties for electrical installations"
Test conditions:
• Temperature: 23 °C
• Relative humidity of air: 50 %
• Traction speed: 25.4 mm/min

Cat.Nos Ratchet force (daN)
0 319 10 4

0 319 13 / 2 008 11 4
0 319 16 / 2 008 12 5
0 319 19 / 2 008 13 5

0 319 20 5.5
0 319 21 5.5
0 319 22 4
0 319 25 4
0 319 28 1.5
0 319 29 1.5
0 319 30 1.5
0 319 32 1.5

Cat.Nos

Tensile strength

Test Ø (mm)
according

to EN 50146

Min.
strength

(daN)

0 319 10 20 36
0 319 13 / 2 008 11 20 36
0 319 16 / 2 008 12 26 53
0 319 19 / 2 008 13 26 53

0 319 20 74 53
0 319 21 74 53
0 319 22 20 22
0 319 25 20 22
0 319 28 20 36
0 319 29 20 45
0 319 30 20 45
0 319 32 20 45

Ratchet force

Tensile strength

Temperature resistance
• operating (permanent use):
from - 40 °C to + 85 °C
from - 25 °C to + 60 °C for Cat.Nos 0 319 28/29/30/32
• operating (minimum): - 30 °C, 0 °C for Cat.Nos 0 319 28/29/30/32

Resistance to external agents
Good resistance to bases, oils, greases, saline mist, oil products.
Sensitive to acids

Fire resistance
• Flame retardant
• Conform to UL 94 requirements, HB classification
• Needle-flame resistance according to IEC 60695-11-5
• Oxygen index (LOI) according to

EN ISO 4589-1/ASTM D 2863-00: 20 %
• Halogen free polyamide

UV protected according to norm IEC 62275 type 1
UV protected black cable ties for outdoor use
These black cable ties have successfully undergone UV resistance
and climatic ageing tests representing actual conditions of use
These cycles combine a 1000 hours radiance under arc or xenon lamp
according to ISO 4892-2 method 1

F (daN)

Dimensions see e-catalogue
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Tensile strength depending on temperature

100 % of strength at 23 °C
according to EN 50146
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Duplix™ mark
for cables

Opened or closed mark

Pack Cat.Nos

7
markers ma

100 0 384 50 0 38
100 0 384 52 0 38
100 0 384 54 0 38
100 0 384 55 0 38
100 0 384 56 0 38

800 0 384 00
800 0 384 01
800 0 384 02
800 0 384 03
800 0 384 04
800 0 384 05
800 0 384 06
800 0 384 07
800 0 384 08
800 0 384 09

600 0 384 10
600 0 384 11
600 0 384 12
600 0 384 13
600 0 384 14
600 0 384 15
600 0 384 16
600 0 384 17
600 0 384 18
600 0 384 19
600 0 384 20
600 0 384 21
600 0 384 22
600 0 384 23
600 0 384 24
600 0 384 25
600 0 384 26
600 0 384 27
600 0 384 28
600 0 384 29
600 0 384 30
600 0 384 31
600 0 384 32
600 0 384 33
600 0 384 34
600 0 384 35

Cat.No 0 384 52 with label and
label-holder Cat.No 0 384 98

Clip-on marking system
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30/32
0 319 28/29/30/32

mist, oil products.

ion
5-11-5

m IEC 62275 type 1

gone UV resistance
nditions of use
der arc or xenon lamp

F (daN)

Duplix™ marking system
for cables

Opened or closed marking system, with markers or labels

Pack Cat.Nos Marker-holders

7
markers

14
markers

Fitted using Colring 2.4 and 3.5 mm cable
ties

100 0 384 50 0 384 60  Black
100 0 384 52 0 384 62  Red
100 0 384 54 0 384 64  Yellow
100 0 384 55 0 384 65  Green
100 0 384 56 0 384 66  Blue

Markers
Price per marker

Numbers:
Black or white marking on colour background
(international colour code)
Supplied by packs of 40 x 20 markers

800 0 384 00 0 Black
800 0 384 01 1 Brown
800 0 384 02 2 Red
800 0 384 03 3 Orange
800 0 384 04 4 Yellow
800 0 384 05 5 Green
800 0 384 06 6 Blue
800 0 384 07 7 Purple
800 0 384 08 8 Grey
800 0 384 09 9 White

Letters:
Black on yellow background
Supplied by packs of 30 x 20 markers

600 0 384 10 A
600 0 384 11 B
600 0 384 12 C
600 0 384 13 D
600 0 384 14 E
600 0 384 15 F
600 0 384 16 G
600 0 384 17 H
600 0 384 18 I
600 0 384 19 J
600 0 384 20 K
600 0 384 21 L
600 0 384 22 M
600 0 384 23 N
600 0 384 24 O
600 0 384 25 P
600 0 384 26 Q
600 0 384 27 R
600 0 384 28 S
600 0 384 29 T
600 0 384 30 U
600 0 384 31 V
600 0 384 32 W
600 0 384 33 X
600 0 384 34 Y
600 0 384 35 Z

Cat.No 0 384 52 with label and
label-holder Cat.No 0 384 98

Clip-on marking system

Cat.No 0 384 56 with marker and
protective cover Cat.No 0 384 97

Opened marking system with
marker-holders Cat.No 0 384 55

Pack Cat.Nos Markers (continued)

Conventional symbols:
Black on a yellow background

600 0 384 40 /
600 0 384 41 •
600 0 384 42 +
600 0 384 43 –
600 0 384 44 ±
600 0 384 45 =
600 0 384 46 T
600 0 384 99 Blank

Set of Duplix markers
1 0 384 96 100 pieces of each number from 0 to 9

Accessories
Label-holder

100 0 384 98 Clips onto marker-holders Duplix or on end cap
Cat.No 0 375 13
Holds and protects labels (length up to 36 mm,
width 9 mm)

UV protective cover
100 0 384 97 Enables closed cable marking system Clips onto

label-holders for 7 markers

Other marking systems, p. 308
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Nylbloc™

connection strips and connectors without screws

Nylbloc™ auto
screwless connection terminals

0 343 22 0 343 23 0 343 25 0 343 28

0 342 17 0 342 21

Pack Cat.Nos Screwless connection terminals
- Nylbloc auto
No tool direct connection after simple stripping
of copper conductors
Test socket for tester screwdriver or test tip
Cat.No 0 394 45 (p. 300) for IP 2X test or Ø4 mm tip on
Nylbloc auto terminals
Conform to EN 60998-2-2
For rigid cable from 0.75 to 2.5 mm2

Stripping length: 11 mm
Connection by separate crimping blades
Transparent base providing full visibility of the
connections
Colour code to identify products
Duplix marking possible on 3, 5 and 8-wire terminals
Max. intensity: 24 A
Insulating voltage: 450 V±

100 0 343 22 Grey terminal for 2 wires
100 0 343 23 Orange terminal for 3 wires
100 0 343 25 Blue terminal for 5 wires
50 0 343 28 Grey terminal for 8 wires

Accessories
Conductor stripping tool

5 0 343 99 For cable desheathing and rapid wire stripping in
flush-mounting and junction boxes, in trunking
For cable Ø8 mm to 13 mm (from 2 G 1.5 to
5 G 2.5 mm2) and wires 1.5 mm2 and 2.5 mm2

Nylbloc auto terminal support
10 0 343 98 For up to 3 screwless connection terminals Nylbloc

auto (Cat.Nos 0 343 22/23/25/28)
Direct fixing:
- in top of Plexo boxes and industrial plastic cabinets
≥ 130 x 130 mm
- on flat bar 12 x 2 mm
- in bottom of fully assembled, adaptable and
aluminium DLP trunkings (from 50 x 80 mm)
Screw fixing:
- in bottom of Plexo boxes ≥ 105 x 105 mm and
industrial plastic cabinets
- universal
Fixing on rail with accessory Cat.No 0 048 11 (p. 192)
Accessible test socket
Marking zone with felt tip pen Cat.No 0 395 98 (p. 287)

Pack Cat.Nos Nylbloc connection strips

12 elements with captive screws
Supplied with screws undone
Flame retardant polypropylene (– 25 °C to + 100 °C)
Ambient temperature from – 25 °C to + 55 °C (T 55)
Conform to EN 60998-2-1 and EN 60664-1
Self-extinguishing to EN 60695-2-11 at 850°
Insulation voltage: 250 V according to EN 60 998-2-1
Use at 400 V integrated in a series of products
that comply with the requirements of EN 60664-1,
pollution degree 2, overload category III

Black

Rated
capacity

(mm2)
Hole Ø
(mm)

Max current
(A)

10 0 342 11 2.5 2.5 24
10 0 342 13 6 3.5 41
10 0 342 15 10 4.5 57
10 0 342 17 16 5.5 76
10 0 342 19 25 7 101

White
10 0 342 21 2.5 2.5 24
10 0 342 23 6 3.5 41
10 0 342 25 10 4.5 57
10 0 342 27 16 5.5 76

Connectors without screws - Capvis caps
Rapid connection for 1.5 - 2.5 - 4 and 6 mm2

solid conductor cables - 440 V insulation
Nominal
capacity

(mm2)

No of cables
and corresponding

sections (mm2)

Cap
colour

Packaging
type

1000 0 343 38 1.5 3 to 5 of 0.52

2 to 4 of 0.752

2 of 1.52

blue box

100 0 343 44 1.5 to 2.5 3 to 5 of 0.52

2 to 5 of 0.752

2 to 3 of 1.52

2 of 2.52

orange box

100 0 343 51 4 2 to 4 of 1.52

2 to 3 of 2.52

2 of 42

yellow box

100 0 343 57 6 2 to 5 of 2.52

2 to 3 of 42

2 of 62

red box

2 000 6 340 51 4 2 to 4 of 1.52

2 to 3 of 2.52

2 of 42

yellow bucket

1 500 6 340 52 6 2 to 5 of 2.52

2 to 3 of 42

2 of 62

red bucket

0 343 44 6 340 51 6 340 516 340 520 343 38

Line taps and
bonding conne

0 340 33 0 340 42

0 340 03

Pack Cat.Nos Lin

Str

With feet
Cap

10 0 340 00
10 0 340 01
10 0 340 02
10 0 340 03
10 0 340 04

No
Hex

Without
feet

Ca

20 0 340 33
10 0 340 34

With feet
20 0 340 42
20 0 340 43
10 0 340 44
10 0 340 45

Eq
Use
inst
Saf
exc

Ø m
20 0 343 85
10 0 343 86
10 0 343 87
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crews

s

ws

e (– 25 °C to + 100 °C)
25 °C to + 55 °C (T 55)
d EN 60664-1
5-2-11 at 850°

ording to EN 60 998-2-1
eries of products
ents of EN 60664-1,

category III

Max current
(A)
24
41
57
76
101

24
41
57
76

ws - Capvis caps
 - 4 and 6 mm2

 V insulation
Cap

colour
Packaging

type

blue box

orange box

yellow box

red box

yellow bucket

red bucket

6 340 51

Screwless connection terminals and
equipotential bonding connectors

Line taps and equipotential
bonding connectors

n Screwless connection terminals
Connection terminals Nylbloc auto Cat.Nos 0 343 22/23/25/28

Ambient temperature: - 25 °C to + 55 °C (T55)
Self-extinguishing: 960 °C according to EN 60695-2-11
Halogen free polycarbonate

Use

Cat.No 0 343 99 tool for cable
desheathing and rapid wire
stripping

Test via IP 2X test tip
Cat.No 0 394 45

Trunking adaptable DLP with
support Cat.No 0 343 98
directly fixed

Plexo box with support
Cat.No 0 343 98 directly fixed
on top part

n Equipotential bonding connectors
Characteristics
- Resistance to incandescent wire 960°C
- Resistivity ≤ 0.4 m Ω
- Polyamide
- Grey

C

A
B

D

Cat.Nos
Dimensions (mm)

A B C D
0 343 85 24 8 40.5 31.5

0 343 86 24 9 49 40

0 343 87 24 11 59 46.5

Installation

3 Final locking with 5.5 mm
screwdriver

4

2  Held in place by a
 stainless steel spring blade

1  Fixed with a quarter
 turn

0 340 33 0 340 42 0 340 45

0 340 03

0 343 85

Pack Cat.Nos Line taps

Strip of 10 separable line taps

With feet
Capacity per tap

(mm2)
Width
(mm)

10 0 340 00 2 x 6 15
10 0 340 01 2 x 10 19.5
10 0 340 02 2 x 16 21
10 0 340 03 2 x 25 21.5
10 0 340 04 2 x 35 25

Non-shear line taps
Hexagonal head

Without
feet

Capacity per
tap

(mm2)

Width of slot
(max. cable

Ø in mm)

Overall
height
(mm)

Fixing
centres
(mm)

20 0 340 33 2 x 25 7.4 49
10 0 340 34 2 x 50 9.5 59

With feet
20 0 340 42 2 x 16 5.8 41 37
20 0 340 43 2 x 25 7.4 49 37
10 0 340 44 2 x 50 9.5 59 44
10 0 340 45 2 x 75 11.7 71 62

Equipotential bonding connectors
Used to make equipotential connections on the
installation busbar systems
Safe, intuitive 1/4 turn mounting ensuring an
excellent, lasting equipotential link

Busbar system Max. connection cross-section (mm)
Ø min. (mm) Ø max. (mm)

20 0 343 85 12 16 6
10 0 343 86 18 22 16
10 0 343 87 28 32 16

Connecting the equipotential     
bonding with a through
and/or terminating
connection
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